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----Start of the Change----

9.1.1.8
OTDOA INFORMATION RESPONSE

This message is sent by eNB to provide OTDOA information.

Direction: eNB ( E-SMLC.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.3
	
	YES
	reject

	LPPa Transaction ID
	M
	
	9.2.4
	
	-
	

	OTDOA Cells
	
	1 .. <maxCellineNB>
	
	Served cells/TPs that broadcast PRS. May be used to signal multiple PRS configurations per cell/TPs (up to 3 are supported in this release).
	GLOBAL
	ignore

	>OTDOA Cell Information
	M
	
	9.2.7
	
	-
	-

	Additional OTDOA Cells
	
	0 .. <maxCellineNB-ext>
	
	Served cells/TPs that broadcast PRS. May be used to signal multiple PRS configurations per cell/TPs (up to 3 are supported in this release).
	GLOBAL
	ignore

	>OTDOA Cell Information
	M
	
	9.2.7
	
	-
	-

	Criticality Diagnostics
	O
	
	9.2.2
	
	YES
	ignore


	Range bound
	Explanation

	maxCellineNB
	Maximum no. cells that can be served by an eNB. Value is 256.

	maxCellineNB-ext
	Maximum no. of additional cells/TPs that can be served by an eNB. Value is 3840.


----End of the Change----

