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<Start of first modified section>
4
Recommended test case applicability

The applicability of each individual test is identified in the table 1. This is just a recommendation based on the purpose for which the test case was written.

The applicability of every test is formally expressed by the use of Boolean expression that are based on parameters (ICS) included in annex A of the present document.

Additional information related to the Test Case (TC), e.g. affecting its dynamic behaviour or its execution may be provided as well.
The columns in table 1 have the following meaning:

Clause

The clause column indicates the clause number in TS 34.229-1 [5] that contains the test body.

Title

The title column describes the name of the test.

Release

The release column indicates the earliest release from which each testcase is applicable, except if otherwise stated of an individual test case.
NOTE:
For the IMS Emergency Service test cases, the 3GPP Release of UTRAN and GERAN is independent of that indicated in the release column.
Applicability
The following notations are used for the applicability column:

R
recommended - the test case is recommended

O
optional – the test case is optional

N/A
not applicable - in the given context, the test case is not recommended.

Ci
conditional - the test is recommended ("R") or not ("N/A") depending on the support of other items. "i" is an integer identifying an unique conditional status expression which is defined immediately following the table. For nested conditional expressions, the syntax "IF ... THEN (IF ... THEN ... ELSE...) ELSE ..." is used to avoid ambiguities. 

Comments

This column contains a verbal description of the condition included in the applicability column.

Table 1: Applicability of tests

>> Skipped part >>

	Media use cases / Fixed Broadband Access

	H.17.1
	Originating Voice, add video remove video / Fixed Broadband Access
	Rel-12
	C122
	UE supporting MTSI and speech and video and SIP Digest without TLS and Fixed Broadband  and no preconditions

	H.17.2
	Terminating Voice, add video remove video / Fixed Broadband Access
	Rel-12
	C122
	UE supporting MTSI and speech and video and SIP Digest without TLS and Fixed Broadband  and no preconditions

	Registration / UE category M1

	J.8.1
	Initial Registration / UE category M1
	Rel-13
	Cnnn
	UE supporting MTSI and UE category M1

	Call control / UE category M1

	J.12.1
	MO MTSI speech call / UE category M1
	Rel-13
	Cnnn
	UE supporting MTSI and UE category M1

	J.12.2
	MT MTSI speech call / UE category M1
	Rel-13
	Cnnn
	UE supporting MTSI and UE category M1

	Supplementary Services / UE category M1

	J.15.1
	Communication Waiting and answering the call / UE category M1
	Rel-13
	Cmm1
	UE supporting MTSI and Communication Waiting and UE category M1

	J.15.2
	Communication Waiting and cancelling the call / UE category M1
	Rel-13
	Cmm1
	UE supporting MTSI and Communication Waiting and UE category M1

	J.15.3
	Subscription to the MWI event package / UE category M1
	Rel-13
	Cmm2
	UE supporting MTSI and Message Waiting Indication and UE category M1

	J.15.4
	Originating Identification Restriction / UE category M1
	Rel-13
	Cmm3
	UE supporting MTSI and Originating Identification Restriction and UE category M1

	J.15.5
	Terminating Identification Restriction / UE category M1
	Rel-13 
	Cmm4
	UE supporting MTSI and Terminating Identification Restriction and UE category M1

	J.15.6
	Communication forwarding on non reply: MO call initiation / UE category M1
	Rel-13
	Cmm5
	UE supporting MTSI and Communication Diversion and UE category M1

	Emergency Service over IMS / UE category M1

	J.19.1
	Emergency call with emergency registration / Success / Location information available / UE category M1
	Rel-13
	Cmm6
	UE supports IMS emergency services and is capable of obtaining location information and UE category M1

	J.19.2
	Emergency call with emergency registration / Success / Location information not available / UE category M1
	Rel-13
	Cmm7
	UE supports IMS emergency services and UE category M1


>> Skipped part >>
	Conditions/Options

	C00
	Void
	


>> Skipped part >>
	C124
	IF A.6a/2 AND A.6a/1 AND A.12/26 THEN R ELSE N/A
	IMS security AND GIBA AND IMS emergency service

	C125
	IF A.12/26 AND A.12/52 THEN R ELSE N/A
	IMS emergency service AND IMS emergency call without registration after rejection of emergency registration.

	Cnnn
	IF A.3A/50 AND [73] A.4.3.2-2A/1 THEN R ELSE N/A
	MTSI and UE category M1

	Cmm1
	IF A.3A/50 AND A.16/13 AND [73] A.4.3.2-2A/1 THEN R ELSE N/A
	MTSI and communication waiting and UE category M1

	Cmm2
	IF A.3A/50 AND A.16/8 AND [73] A.4.3.2-2A/1 THEN R ELSE N/A
	MTSI and Message Waiting Indication and UE category M1

	Cmm3
	IF A.3A/50 AND A.16/2 AND [73] A.4.3.2-2A/1 THEN R ELSE N/A
	MTSI and Originating Identification Restriction and UE category M1

	Cmm4
	IF A.3A/50 AND A.16/4 AND [73] A.4.3.2-2A/1 THEN R ELSE N/A
	MTSI and Terminating Identification Restriction and UE category M1

	Cmm5
	IF A.3A/50 AND A.16/5 AND [73] A.4.3.2-2A/1 THEN R ELSE N/A
	MTSI and Communication Diversion and UE category M1

	Cmm6
	IF A.12/26 AND A.12/27 AND [73] A.4.3.2-2A/1 THEN R ELSE N/A
	IMS emergency services and capable of obtaining location Information and UE category M1

	Cmm7
	IF A.12/26 AND [73] A.4.3.2-2A/1 THEN R ELSE N/A
	IMS emergency services and UE category M1


<End of modified section>
