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	Reason for change:
	Addition SL-V2X-Preconfiguration for V2X MCC case

	
	

	Summary of change:
	1 Addition of table SL-V2X-PreconfigFreqInfo-r14-DEFAULT, and Table 6.8.2.1-  1A: SL-V2X-Preconfiguration for V2X sidelink communication with MCC;
2 In SL-V2X-Preconfiguration definition, 

· maxTxPower-r12 is set to 26 to ensure UE of both Power class 2 and 3 could make use of full output power range. 

· additionalSpectrumEmission-r12 is set to NS_01 so that no AMPR applies. 

· IE subframeAssignment is set to none so that all subframes can be used for V2X communication. 

· IEs v2x-CommPreconfigSync-r14, thresSL-TxPrioritization-r14, offsetDFN-r14, anchorCarrierFreqList-r14 are configured to Not Present as default. 

· v2x-CommRxPoolList-r14 and v2x-CommRxPoolList-r14 are updated to synchronize to TS 36.331

	  
	

	Consequences if not approved:
	V2X-Preconfiguration for V2X MCC remains open.

	
	

	Clauses affected:
	Table 4.6.3-20K(new) in Subclause 4.6.3 and 6.8.2.1
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	Other comments:
	R1:
1 Merge the changes for SL-V2X-Preconfiguration from CR R5-173945 

2 Some editorial changes in table 6.8.2.1-1A
This is an update of R5-173616 and outcome to revision 1 of this documnet


<< Unchanged sections omitted >>
–
SL-V2X-InterFreqUE-SelectionConfig-r14-DEFAULT

Table 4.6.3-20I: SL-V2X-InterFreqUE-SelectionConfigInfoV2X-r14-DEFAULT

	Derivation Path: 36.331 clause 6.3.8

	Information Element
	Value/remark
	Comment
	Condition

	SL-V2X-InterFreqUE-SelectionConfig-r14-DEFAULT ::= SEQUENCE {
	
	
	

	  physCellIdList-r14
	Not present
	
	

	  typeTxSync-r14
	enb
	
	

	  v2x-SyncConfig-r14
	Not present
	
	

	  v2x-CommRxPool-r14 SEQUENCE (SIZE (1..maxSL-V2X-RxPool-r14)) OF SL-CommResourcePoolV2X-r14 {
	
	
	

	    SL-CommResourcePoolV2X-r14[1]
	SL-CommResourcePoolV2X-r14-DEFAULT using conditions BITMAP_1
	
	

	    SL-CommResourcePoolV2X-r14[2]
	SL-CommResourcePoolV2X-r14-DEFAULT using conditions BITMAP_2
	
	

	    SL-CommResourcePoolV2X-r14[3]
	SL-CommResourcePoolV2X-r14-DEFAULT using conditions BITMAP_3
	
	

	    SL-CommResourcePoolV2X-r14[4]
	SL-CommResourcePoolV2X-r14-DEFAULT using conditions BITMAP_4
	
	

	    SL-CommResourcePoolV2X-r14[5]
	SL-CommResourcePoolV2X-r14-DEFAULT using conditions BITMAP_5
	
	

	  }
	
	
	

	  v2x-CommTxPoolNormal-r14 SEQUENCE (SIZE (1..maxSL-V2X-TxPool-r14)) OF SL-CommResourcePoolV2X-r14 {
	
	
	

	    SL-CommResourcePoolV2X-r14[1]
	SL-CommResourcePoolV2X-r14-DEFAULT using conditions BITMAP_1 and COND_TX
	
	SIB

	
	SL-CommResourcePoolV2X-r14-DEFAULT using conditions BITMAP_5 and COND_TX
	
	RRC

	  }
	
	
	

	  p2x-CommTxPoolNormal-r14
	Not present
	
	

	  v2x-CommTxPoolExceptional-r14
	SL-CommResourcePoolV2X-r14-DEFAULT using conditions BITMAP_3 and COND_TX
	
	

	  v2x-ResourceSelectionConfig-r14
	SL-CommTxPoolSensingConfig-r14-DEFAULT
	
	

	  zoneConfig-r14
	Not present
	
	

	}
	
	
	


	Condition
	Explanation

	SIB
	UE configuration for Sidelink communication mode 4 is set through SIB21

	RRC
	UE configuration for Sidelink communication mode 4 is set through RRCConnectionReconfiguration


–
SL-V2X-PreconfigFreqInfo-r14-DEFAULT
Table 4.6.3-20K: SL-V2X-PreconfigFreqInfo-r14-DEFAULT
	Derivation Path: 36.331 clause 9.3.2

	Information Element
	Value/remark
	Comment
	Condition

	SL-V2X-PreconfigFreqInfo-r14-DEFAULT ::= SEQUENCE {
	
	
	

	  v2x-CommPreconfigGeneral-r14 SEQUENCE {
	
	SL-PreconfigGeneral-r12
	

	    rohc-Profiles-r12 SEQUENCE {
	
	-- PDCP configuration
	

	      profile0x0001-r12
	false
	
	

	      profile0x0002-r12
	false
	
	

	      profile0x0004-r12
	false
	
	

	      profile0x0006-r12
	false
	
	

	      profile0x0101-r12
	false
	
	

	      profile0x0102-r12
	false
	
	

	      profile0x0104-r12
	false
	
	

	    }
	
	
	

	    carrierFreq-r12
	f1 as per table 6.2.3.5-1
	ARFCN-ValueEUTRA-r9
	

	    maxTxPower-r12
	26
	
	

	    additionalSpectrumEmission-r12
	1(NS_01)
	A-MPR doesn’t apply by default.

See TS 36.101 table 6.2.4-1
	

	    sl-bandwidth-r12
	Set according to specific message content
	
	

	    tdd-ConfigSL-r12 SEQUENCE {
	
	TDD-ConfigSL-r12
	

	      subframeAssignment
	none
	
	

	    }
	
	
	

	    reserved-r12
	‘0000000000000000000’B
	
	

	  }
	
	
	

	  v2x-CommPreconfigSync-r14
	Not present
	
	

	  v2x-CommRxPoolList-r14 SEQUENCE (SIZE (1..maxSL-V2X-RxPoolPreconf-r14)) OF SL-V2X-PreconfigCommPool-r14 {
	1 entry
	
	

	    SL-V2X-PreconfigCommPool-r14[1]
	SL-V2X-PreconfigCommPool-r14-DEFAULT using condition BITMAP_6
	
	

	  }
	
	
	

	  v2x-CommTxPoolList-r14 SEQUENCE (SIZE (1..maxSL-V2X-TxPoolPreconf-r14)) OF SL-V2X-PreconfigCommPool-r14 {
	
	
	

	    SL-V2X-PreconfigCommPool-r14[1]
	SL-V2X-PreconfigCommPool-r14-DEFAULT using conditions BITMAP_6 and COND_TX
	
	

	  }
	
	
	

	  p2x-CommTxPoolList-r14
	Not present
	
	

	  v2x-ResourceSelectionConfig
	SL-CommTxPoolSensingConfig-r14-DEFAULT
	
	

	  zoneConfig-r14
	Not present
	
	

	  syncPriority-r14
	gnss
	
	

	  thresSL-TxPrioritization-r14
	Not present
	
	

	  offsetDFN-r14
	Not present
	
	

	}
	
	
	


<< Unchanged sections omitted >>

6.8.2
Reference configuration for V2X Sidelink Communication

ROHC compression is not applied in the signalling test cases simulating in coverage and out-of-coverage scenarios.

Ciphering is not configured on SLRB.

6.8.2.1
V2X Sidelink Communication Preconfiguration for out-of-network coverage operation
The IE SL-V2X-Preconfiguration contains the resource pool information for V2X sidelink communication.

Table 6.8.2.1-1: SL-V2X-Preconfiguration
	Derivation Path: 36.331 clause 9.3.2

	Information Element
	Value/remark
	Comment
	Condition

	SL-V2X-Preconfiguration-r14 ::= SEQUENCE {
	
	
	

	  v2x-PreconfigFreqList-r14 SEQUENCE (SIZE (1..maxFreqV2X-r14)) OF SEQUENCE {
	1 entry of SL-V2X-PreconfigFreqInfo-r14
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	    v2x-PreconfigFreqList-r14[1]
	SL-V2X-PreconfigFreqInfo-r14-DEFAULT
	
	

	  }
	
	
	

	  anchorCarrierFreqList-r14
	Not present
	
	

	
	
	
	

	
	
	
	

	  cbr-PreconfigList-r14
	Not present
	
	

	}
	
	
	


Table 6.8.2.1-1A: SL-V2X-Preconfiguration for V2X sidelink communication with MCC

	Derivation Path: 36.331 clause 9.3.2

	Information Element
	Value/remark
	Comment
	Condition

	SL-V2X-Preconfiguration-r14 ::= SEQUENCE {
	
	
	

	  v2x-PreconfigFreqList-r14 SEQUENCE (SIZE (1..maxFreqV2X-r14)) OF SEQUENCE {
	2 entries of SL-V2X-PreconfigFreqInfo-r14
	
	

	    SL-V2X-PreconfigFreqInfo-r14 [1]
	SL-V2X-PreconfigFreqInfo-r14-DEFAULT
	
	

	    SL-V2X-PreconfigFreqInfo-r14 [2]
	SL-V2X-PreconfigFreqInfo-r14-DEFAULT
	
	

	  }
	
	
	

	  anchorCarrierFreqList-r14
	Not present
	
	

	  cbr-PreconfigList-r14
	Not present
	
	

	}
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