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	Other comments:
	


Change 1
	Function name
	fl_EUTRA_9_2_1_2_1b_Body()

	Reason for change
	Incorrect EPS Bearer Identity expected in Activate EPS Bearer Context Accept message at step 11b0 in the case of multi-PDN operation.

	Summary of change
	Corrected the EPS Bearer Identity.

	TTCN module
	NAS_Attach_UG.ttcn

	MCC160 Comment
	


Before change

	  function fl_EUTRA_9_2_1_2_1b_Body() runs on EUTRA_PTC

  {

…..

…..
    //@siclog "Step 8" siclog@

    //+   SS sends ATTACH ACCEPT message with the ACTIVATE DEFAULT EPS BEARER CONTEXT REQUEST message

    f_EUTRA_RRCConnectionReconfiguration_SRB2_1AM_DRB_Send (eutra_CellA,  // @sic R5s130707 sic@

                                                           v_RRC_TI,

                                                           cs_NAS_RequestWithPiggybacking(tsc_SHT_IntegrityProtected_Ciphered,

                                                                                          cs_ATTACH_ACCEPT_Common (tsc_EAttachType_Combined,

                                                                                                                   cs_GprsTimer_v_deact,

                                                                                                                   cs_TrackingAreaIdListDef_lv,

                                                                                                                   f_GutiParameters2MobileIdentity(tsc_IEI_Guti, v_Guti2_Params), // @sic R5s110747 sic@

                                                                                                                   v_LAI_1,

                                                                                                                   v_MSId,

                                                                                                                   omit,

                                                                                                                   omit,

                                                                                                                   omit,

                                                                                                                   omit,

                                                                                                                   omit,

                                                                                                                   cs_EPS_NwkFtSup_IMSVoiceNotSupport,

                                                                                                                   cs_AdditionalUpdateResult_SMSOnly,

                                                                                                                   omit, // @sic R5s120178 Baseline Moving sic@

                                                                                                                   omit), //  @sic R5s150329 Baseline Moving sic@

                                                                                          cs_508_ActivateDefEpsBearerContextRequest(v_EpsBearerId,

                                                                                                                                    v_EPS_TI,

                                                                                                                                    v_APNandPCOs.accessPointName,  // @sic R5s150963 sic@

                                                                                                                                    f_EUTRA_GetPDNAddress(f_CheckPCOforIPallocationViaNas (v_Pco)),

                                                                                                                                    -,

                                                                                                                                    f_GetDefaultProtocolConfigOptions (v_Pco))),

                                                                                                                                    v_DRB_Id); // @sic R5s170051 sic@

    //@siclog "Step 9-10 Void" siclog@

    if (pc_CS_PS_voice_centric and px_UE_CS_PS_UsageSetting_Tested == VOICE_CENTRIC) {

      // Table 9.2.1.2.1b.3.2-2 @sic R5-122012 sic@

      select (v_OtherRAT) { // 1 in case the UE doesn't send anything @sic R5-133596 sic@

        case ("GERAN") {

          f_IRAT_SendCoOrd (GERAN, cms_IRAT_OctetData (hex2oct(tsc_EpsDefaultBearerId))); // @sic R5s130883 sic@

        }

      }

      f_EUTRA_SendAuthParametersToOtherRAT(eutra_CellA, v_OtherRAT);  /* @sic R5s140072: additional changes sic@ */

      SRB.receive(car_SRB1_RrcPdu_IND(eutra_CellA, cr_508_RRCConnectionReconfigurationComplete(v_RRC_TI))); // @sic R5s130707 sic@

      t_Wait2.start;

      alt {

        [not v_RcvdComplete] SRB.receive(car_SRB2_NasPdu_IND(eutra_CellA,

                                                             cr_NAS_IndicationWithPiggybacking(tsc_SHT_IntegrityProtected_Ciphered,

                                                                                               cr_508_ATTACH_COMPLETE,

                                                                                               cr_508_ActivateDefEpsBearerContextAccept(tsc_EpsDefaultBearerId))))

          {

            v_RcvdComplete := true;

            if ((v_Rel != rel8) and (v_Rel != rel9) and (v_Rel != rel10)) { // @sic R5-133596 sic@

              t_Wait2.stop;

              //  Rel-11 or above only sends Attach @sic R5-133596 sic@

              f_EUTRA_SendAuthParametersToOtherRAT(eutra_CellA, v_OtherRAT);  /* @sic R5s140072: additional changes sic@ */

              f_EUTRA_RRC_ConnectionRelease (eutra_CellA, v_RRC_TI);

              break;

            } else {

              f_EUTRA_SendAuthParametersToOtherRAT(eutra_CellA, v_OtherRAT);  /* @sic R5s140072 sic@ */

              t_Wait2.start; // start timer again to see if UE sends detach

              repeat;  // UE may then send detach req

            }

          }
….

….

}


After change

	  function fl_EUTRA_9_2_1_2_1b_Body() runs on EUTRA_PTC

  {

….

….
    //@siclog "Step 8" siclog@

    //+   SS sends ATTACH ACCEPT message with the ACTIVATE DEFAULT EPS BEARER CONTEXT REQUEST message

    f_EUTRA_RRCConnectionReconfiguration_SRB2_1AM_DRB_Send (eutra_CellA,  // @sic R5s130707 sic@

                                                           v_RRC_TI,

                                                           cs_NAS_RequestWithPiggybacking(tsc_SHT_IntegrityProtected_Ciphered,

                                                                                          cs_ATTACH_ACCEPT_Common (tsc_EAttachType_Combined,

                                                                                                                   cs_GprsTimer_v_deact,

                                                                                                                   cs_TrackingAreaIdListDef_lv,

                                                                                                                   f_GutiParameters2MobileIdentity(tsc_IEI_Guti, v_Guti2_Params), // @sic R5s110747 sic@

                                                                                                                   v_LAI_1,

                                                                                                                   v_MSId,

                                                                                                                   omit,

                                                                                                                   omit,

                                                                                                                   omit,

                                                                                                                   omit,

                                                                                                                   omit,

                                                                                                                   cs_EPS_NwkFtSup_IMSVoiceNotSupport,

                                                                                                                   cs_AdditionalUpdateResult_SMSOnly,

                                                                                                                   omit, // @sic R5s120178 Baseline Moving sic@

                                                                                                                   omit), //  @sic R5s150329 Baseline Moving sic@

                                                                                          cs_508_ActivateDefEpsBearerContextRequest(v_EpsBearerId,

                                                                                                                                    v_EPS_TI,

                                                                                                                                    v_APNandPCOs.accessPointName,  // @sic R5s150963 sic@

                                                                                                                                    f_EUTRA_GetPDNAddress(f_CheckPCOforIPallocationViaNas (v_Pco)),

                                                                                                                                    -,

                                                                                                                                    f_GetDefaultProtocolConfigOptions (v_Pco))),

                                                                                                                                    v_DRB_Id); // @sic R5s170051 sic@

    //@siclog "Step 9-10 Void" siclog@

    if (pc_CS_PS_voice_centric and px_UE_CS_PS_UsageSetting_Tested == VOICE_CENTRIC) {

      // Table 9.2.1.2.1b.3.2-2 @sic R5-122012 sic@

      select (v_OtherRAT) { // 1 in case the UE doesn't send anything @sic R5-133596 sic@

        case ("GERAN") {

          f_IRAT_SendCoOrd (GERAN, cms_IRAT_OctetData (hex2oct(v_EpsBearerId))); // @sic R5s130883 sic@

        }

      }

      f_EUTRA_SendAuthParametersToOtherRAT(eutra_CellA, v_OtherRAT);  /* @sic R5s140072: additional changes sic@ */

      SRB.receive(car_SRB1_RrcPdu_IND(eutra_CellA, cr_508_RRCConnectionReconfigurationComplete(v_RRC_TI))); // @sic R5s130707 sic@

      t_Wait2.start;

      alt {

        [not v_RcvdComplete] SRB.receive(car_SRB2_NasPdu_IND(eutra_CellA,

                                                             cr_NAS_IndicationWithPiggybacking(tsc_SHT_IntegrityProtected_Ciphered,

                                                                                               cr_508_ATTACH_COMPLETE,

                                                                                               cr_508_ActivateDefEpsBearerContextAccept(v_EpsBearerId))))

          {

            v_RcvdComplete := true;

            if ((v_Rel != rel8) and (v_Rel != rel9) and (v_Rel != rel10)) { // @sic R5-133596 sic@

              t_Wait2.stop;

              //  Rel-11 or above only sends Attach @sic R5-133596 sic@

              f_EUTRA_SendAuthParametersToOtherRAT(eutra_CellA, v_OtherRAT);  /* @sic R5s140072: additional changes sic@ */

              f_EUTRA_RRC_ConnectionRelease (eutra_CellA, v_RRC_TI);

              break;

            } else {

              f_EUTRA_SendAuthParametersToOtherRAT(eutra_CellA, v_OtherRAT);  /* @sic R5s140072 sic@ */

              t_Wait2.start; // start timer again to see if UE sends detach

              repeat;  // UE may then send detach req

            }

          }
….

….

}


