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	Other comments:
	


4. Corrections required for 22.5.5
Change 1 – Correction to function TC_22_5_5()
	Function name
	TC_22_5_5()

	Reason for change
	The guard timer for 22.5.5 is currently set to 600s. This is insufficient depending on the band combinations supported by the UEs  and can take longer to find a suitable cell. This needs to be extended.

	Summary of change
	Increased the guard timer from 600s->1200s

	TTCN module
	NBIOT_TestSuite.ttcn

	MCC160 Comment
	


Before change
	testcase TC_22_5_5() runs on MTC_NBIOT system SYSTEM_NBIOT {
    // @purpose
    //   NB-IoT / Attach Procedure / Success / List of equivalent PLMNs in the ATTACH ACCEPT message / Attach / Rejected / PLMN not allowed
    var NBIOT_PTC        v_NBIOT      := null;
    timer t_GuardTimer := int2float(600);
    v_NBIOT := NBIOT_PTC.create alive;
    f_MTC_ConnectPTCs_NBIOT(system, v_NBIOT);
    v_NBIOT.start(f_TC_22_5_5_NBIOT());
    t_GuardTimer.start;
    f_MTC_MainLoop_NBIOT(t_GuardTimer);
  }


After change
	testcase TC_22_5_5() runs on MTC_NBIOT system SYSTEM_NBIOT {
    // @purpose
    //   NB-IoT / Attach Procedure / Success / List of equivalent PLMNs in the ATTACH ACCEPT message / Attach / Rejected / PLMN not allowed
    var NBIOT_PTC        v_NBIOT      := null;
    timer t_GuardTimer := int2float(1200);//WA#22_5_5 600->1200
    v_NBIOT := NBIOT_PTC.create alive;
    f_MTC_ConnectPTCs_NBIOT(system, v_NBIOT);
    v_NBIOT.start(f_TC_22_5_5_NBIOT());
    t_GuardTimer.start;
    f_MTC_MainLoop_NBIOT(t_GuardTimer);
  }


