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	Reason for change:
	Currently retransmissions of SIP REGISTER message for deregistration over UTRAN are handled in the function f_IMS_IpcanReleaseWithOptionalDeregistrationOtherIPCAN() to allow for delays in UTRAN bearer activation. In the UTRAN IMS test cases 6.3 and 7.1 UTRAN PTC is mapped to the IPCAN port rather than the OtherIPCAN port so in this case retransmissions of REGISTER for de-registration are not handled. 


	
	

	Summary of change:
	Allow retransmissions of REGISTER in function f_IMS_IpcanReleaseWithOptionalDeregistration() as is already done in f_IMS_IpcanReleaseWithOptionalDeregistrationOtherIPCAN().


	
	

	Consequences if not approved:
	A Conformant UE may fail these test cases due to SIP retransmission timer expiry at the UE during deregistration procedure.
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	Other comments:
	


Change 1 

	Function name
	f_IMS_IpcanReleaseWithOptionalDeregistration

	Reason for change
	Currently retransmissions of SIP REGISTER message for deregistration over UTRAN are handled in the function f_IMS_IpcanReleaseWithOptionalDeregistrationOtherIPCAN() to allow for delays in UTRAN bearer activation. In the UTRAN IMS test cases 6.3 and 7.1 UTRAN PTC is mapped to the IPCAN port rather than the OtherIPCAN port so in this case retransmissions of REGISTER for de-registration are not handled. 



	Summary of change
	Allow retransmissions of REGISTER in function f_IMS_IpcanReleaseWithOptionalDeregistration() as is already done in f_IMS_IpcanReleaseWithOptionalDeregistrationOtherIPCAN().


	TTCN module
	IMS_Procedures_Registration.ttcn

	MCC160 Comment
	


Before change

  function f_IMS_IpcanReleaseWithOptionalDeregistration() runs on IMS_PTC

  { /* @sic R5s170198 - additional change: no return value sic@ */

    //f_IMS_IpcanReleaseWithOptionalDeregistrationOnAnyPTC(IPCAN); // @sic R5-154047, R5s170028 sic@

    timer t_Dummy;

    f_IMS_OptionalDeregistrationOrC24Reinvite(IPCAN, t_Dummy);

  }
After change

  function f_IMS_IpcanReleaseWithOptionalDeregistration() runs on IMS_PTC

  { /* @sic R5s170198 - additional change: no return value sic@ */

    //f_IMS_IpcanReleaseWithOptionalDeregistrationOnAnyPTC(IPCAN); // @sic R5-154047, R5s170028 sic@

    timer t_Dummy;

    var boolean v_AllowRetransmission := true;
    f_IMS_OptionalDeregistrationOrC24Reinvite(IPCAN, t_Dummy, -, v_AllowRetransmission); 
  }

