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	Other comments:
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<< Start of changes >>
6.2.4A
UE maximum output power with additional requirements for CA
Additional ACLR, spectrum emission and spurious emission requirements for carrier aggregation can be signalled by the network to indicate that the UE shall also meet additional requirements in a specific deployment scenario. To meet these additional requirements, Additional Maximum Power Reduction (A-MPR) is allowed for the CA Power Class as specified in Table 6.2.2A-1. 

If for intra-band carrier aggregation the UE is configured for transmissions on a single serving cell, then subclauses 6.2.3 and 6.2 4 apply with the Network Signaling value indicated by the field additionalSpectrumEmission. 

For intra-band contiguous aggregation with the UE configured for transmissions on two serving cells, the maximum output power reduction specified in Table 6.2.4A-1 is allowed for all serving cells of the applicable uplink CA configurations according to the CA network signalling value indicated by the field additionalSpectrumEmissionSCell-r10. Then clause 6.2.3A does not apply, i.e. the carrier aggregation MPR = 0dB, unless the value indicated is CA_NS_31.

Table 6.2.4A-1: Additional Maximum Power Reduction (A-MPR) for intra-band contiguous CA

	CA Network Signalling value
	Requirements 

(subclause)
	Uplink CA Configuration
	A-MPR [dB]

(subclause)

	CA_NS_01
	6.6.3.3A.1
	CA_1C
	6.2.4A.1

	CA_NS_02
	6.6.3.3A.2
	CA_1C
	6.2.4A.2

	CA_NS_03
	6.6.3.3A.3
	CA_1C
	6.2.4A.3

	CA_NS_04
	6.6.2.2A.1, 6.6.3.3A.8
	CA_41C
	6.2.4A.4

	CA_NS_05
	6.6.3.3A.4
	CA_38C
	6.2.4A.5

	CA_NS_06
	6.6.3.3A.5
	CA_7C
	6.2.4A.6

	CA_NS_07
	6.6.3.3A.6
	CA_39C
	6.2.4A.7

	CA_NS_08
	6.6.3.3A.7
	CA_42C
	6.2.4A.8

	…
	
	
	

	CA_NS_31
	NOTE 1
	Table 5.6A.1-1 (NOTE 1)
	N/A

	CA_NS_32
	Reserved

	NOTE 1:
Applicable for uplink CA configurations listed in Table 5.6A.1-1 for which none of the additional requirements in subclauses 6.6.2.2A or 6.6.3.3A apply.

NOTE 2:
The index of the sequence CA_NS corresponds to the value of additionalSpectrumEmissionSCell-r10.


If for intra-band non-contigous carrier aggregation the UE is configured for transmissions on a single serving cell, then subclauses 6.2.3 and 6.2 4 apply with the Network Signaling value indicated by the field additionalSpectrumEmission.

For intra-band non-contiguous carrier aggregation with the UE configured for transmissions on two serving cells, the maximum output power reduction specified in Table 6.2.4A-2 is allowed for all serving cells of the applicable uplink CA configurations according to the CA network signalling value indicated by the field additionalSpectrumEmissionSCell-r10. MPR as specified in subclause 6.2.3A is not allowed in addition, unless A-MPR is N/A. 

<< Unchanged sections omitted >>
6.6.2.2A.1
Minimum requirement (network signalled value "CA_NS_04")

Additional spectrum emission requirements are signalled by the network to indicate that the UE shall meet an additional requirement for a specific deployment scenario as part of the cell handover/broadcast message.

When "CA_NS_04" is indicated in the cell, the power of any UE emission shall not exceed the levels specified in Table 6.6.2.2A.1-1.
Table 6.6.2.2A.1-1: Additional requirements 

	

	

	

	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	Spectrum emission limit [dBm]/BWChannel_CA

	ΔfOOB
(MHz)
	50+75RB 

(24.75 MHz)
	25+100RB 

(24.95 MHz)
	50+100RB 

(29.9 MHz)
	75+75RB (30 MHz)
	75+100RB (34.85 MHz)
	100+100RB (39.8 MHz)
	Measurement bandwidth

	( 0-1
	-22
	-22
	-22.5
	-23
	-23.5
	-24
	30 kHz

	( 1-5
	-10
	-10
	-10
	-10
	-10
	-10
	1 MHz

	( 5-22.95
	-13
	-13
	-13
	-13
	-13
	-13
	1 MHz

	( 22.95-23.25
	-13
	-25
	-13
	-13
	-13
	-13
	1 MHz

	(23.25-27.9
	-25
	-25
	-13
	-13
	-13
	-13
	1 MHz

	( 27.9-28.5
	-25
	-25
	-25
	-13
	-13
	-13
	1 MHz

	( 28.5-29.75
	-25
	-25
	-25
	-25
	-13
	-13
	1 MHz

	( 29.75-29.95
	
	-25
	-25
	-25
	-13
	-13
	1 MHz

	( 29.95-32.85
	
	
	-25
	-25
	-13
	-13
	1 MHz

	( 32.85-34.9
	
	
	-25
	-25
	-25
	-13
	1 MHz

	( 34.9-35
	
	
	
	-25
	-25
	-13
	1 MHz

	( 35-37.8
	
	
	
	
	-25
	-13
	1 MHz

	( 37.8-39.85
	
	
	
	
	-25
	-25
	1 MHz

	( 39.85-44.8
	
	
	
	
	
	-25
	1 MHz


Note:
As a general rule, the resolution bandwidth of the measuring equipment should be equal to the measurement bandwidth. However, to improve measurement accuracy, sensitivity and efficiency, the resolution bandwidth may be smaller than the measurement bandwidth. When the resolution bandwidth is smaller than the measurement bandwidth, the result should be integrated over the measurement bandwidth in order to obtain the equivalent noise bandwidth of the measurement bandwidth.

<< Unchanged sections omitted >>
6.6.3.3A
Additional spurious emissions for CA

These requirements are specified in terms of an additional spectrum emission requirement. Additional spurious emission requirements are signalled by the network to indicate that the UE shall meet an additional requirement for a specific deployment scenario as part of the cell reconfiguration message. 
NOTE:
For measurement conditions at the edge of each frequency range, the lowest frequency of the measurement position in each frequency range should be set at the lowest boundary of the frequency range plus MBW/2. The highest frequency of the measurement position in each frequency range should be set at the highest boundary of the frequency range minus MBW/2. MBW denotes the measurement bandwidth defined for the protected band.
6.6.3.3A.1
Minimum requirement for CA_1C (network signalled value "CA_NS_01")

When "CA_NS_01" is indicated in the cell, the power of any UE emission shall not exceed the levels specified in Table 6.6.3.3A.1-1. This requirement also applies for the frequency ranges that are less than FOOB (MHz) in Table 6.6.3.1A-1 from the edge of the aggregated channel bandwidth.

Table 6.6.3.3A.1-1: Additional requirements (PHS)

	Protected band
	Frequency range (MHz)
	Maximum Level (dBm)
	MBW (MHz)
	Note

	E-UTRA band 34
	FDL_low
	- 
	FDL_high
	-50
	1
	

	Frequency range 
	1884.5
	-
	1915.7
	-41
	0.3
	1

	NOTE 1:
Applicable when the aggregated channel bandwidth is confined within frequency range 1940 – 1980 MHz


6.6.3.3A.2 
Minimum requirement for CA_1C (network signalled value "CA_NS_02")

When "CA_NS_02" is indicated in the cell, the power of any UE emission shall not exceed the levels specified in Table 6.6.3.3A.2-1. This requirement also applies for the frequency ranges that are less than FOOB (MHz) in Table 6.6.3.1A-1 from the edge of the aggregated channel bandwidth.

Table 6.6.3.3A.2-1: Additional requirements

	Protected band
	Frequency range (MHz)
	Maximum Level (dBm)
	MBW (MHz)
	Note

	E-UTRA band 34
	FDL_low
	-
	FDL_high
	-50
	1
	

	Frequency range
	1900
	-
	1915
	-15.5
	5
	1, 2

	Frequency range
	1915
	-
	1920
	+1.6
	5
	1, 2

	NOTE 1:
The requirement also applies for the frequency ranges that are less than FOOB (MHz) in Table 6.6.3.1-1 and Table 6.6.3.1A-1 from the edge of the channel bandwidth.

NOTE 2:
For these adjacent bands, the emission limit could imply risk of harmful interference to UE(s) operating in the protected operating band.


6.6.3.3A.3
Minimum requirement for CA_1C (network signalled value "CA_NS_03")

When "CA_NS_03" is indicated in the cell, the power of any UE emission shall not exceed the levels specified in Table 6.6.3.3A.3-1. This requirement also applies for the frequency ranges that are less than FOOB (MHz) in Table 6.6.3.1A-1 from the edge of the aggregated channel bandwidth.

Table 6.6.3.3A.3-1: Additional requirements

	Protected band
	Frequency range (MHz)
	Maximum Level (dBm)
	MBW (MHz)
	Note

	E-UTRA band 34
	FDL_low
	-
	FDL_high
	-50
	1
	

	Frequency range
	1880
	-
	1895
	-40
	1
	

	Frequency range
	1895
	-
	1915
	-15.5
	5
	1, 2

	Frequency range
	1915
	-
	1920
	+1.6
	5
	1, 2

	NOTE 1:
The requirement also applies for the frequency ranges that are less than FOOB (MHz) in Table 6.6.3.1-1 and Table 6.6.3.1A-1 from the edge of the channel bandwidth.

NOTE 2:
For these adjacent bands, the emission limit could imply risk of harmful interference to UE(s) operating in the protected operating band.


6.6.3.3A.4
Minimum requirement for CA_38C (network signalled value "CA_NS_05")

When "CA_NS_05" is indicated in the cell, the power of any UE emission shall not exceed the levels specified in Table 6.6.3.3A.4-1. This requirement also applies for the frequency ranges that are less than FOOB (MHz) in Table 6.6.3.1A-1 from the edge of the aggregated channel bandwidth. This requirement is applicable for carriers with aggregated channel bandwidths confined in 2570 - 2615 MHz. 

Table 6.6.3.3A.4-1: Additional requirements

	Protected band
	Frequency range (MHz)
	Maximum Level (dBm)
	MBW (MHz)
	Note

	Frequency range
	2620
	-
	2645
	-15.5
	5
	1, 2, 3

	Frequency range
	2645
	-
	2690
	-40
	1
	1, 3

	NOTE 1:
The requirement also applies for the frequency ranges that are less than FOOB (MHz) in Table 6.6.3.1-1 and Table 6.6.3.1A-1 from the edge of the channel bandwidth.

NOTE 2:
For these adjacent bands, the emission limit could imply risk of harmful interference to UE(s) operating in the protected operating band.

NOTE 3:
This requirement is applicable for carriers with aggregated channel bandwidths confined in 2570-2615 MHz.


6.6.3.3A.5
Minimum requirement for CA_7C (network signalled value "CA_NS_06")

When "CA_NS_06" is indicated in the cell, the power of any UE emission shall not exceed the levels specified in Table 6.6.3.3A.5-1. This requirement also applies for the frequency ranges that are less than FOOB (MHz) in Table 6.6.3.1A-1 from the edge of the aggregated channel bandwidth. 

Table 6.6.3.3A.5-1: Additional requirements

	Protected band
	Frequency range (MHz)
	Maximum Level (dBm)
	MBW (MHz)
	Note

	Frequency range
	2570
	-
	2575
	+1.6
	5
	1, 2

	Frequency range
	2575
	-
	2595
	-15.5
	5
	1, 2

	Frequency range
	2595
	-
	2620
	-40
	1
	

	NOTE 1:
The requirement also applies for the frequency ranges that are less than FOOB (MHz) in Table 6.6.3.1-1 and Table 6.6.3.1A-1 from the edge of the channel bandwidth.

NOTE 2:
For these adjacent bands, the emission limit could imply risk of harmful interference to UE(s) operating in the protected operating band.


6.6.3.3A.6
Minimum requirement for CA_39C (network signalled value "CA_NS_07")

When "CA_NS_07" is indicated in the cell, the power of any UE emission shall not exceed the levels specified in Table 6.6.3.3A.6-1. This requirement also applies for the frequency ranges that are less than FOOB (MHz) in Table 6.6.3.1A-1 from the edge of the aggregated channel bandwidth. 

Table 6.6.3.3A.6-1: Additional requirements

	Protected band
	Frequency range (MHz)
	Maximum Level (dBm)
	MBW (MHz)
	Note

	Frequency range
	1805
	-
	1855
	-40
	1
	1

	Frequency range
	1855
	-
	1880
	-15.5
	5
	1, 2, 3

	NOTE 1:
This requirement is applicable for carriers with aggregated channel bandwidths confined in 1885-1920 MHz.

NOTE 2:
The requirement also applies for the frequency ranges that are less than FOOB (MHz) in Table 6.6.3.1-1 and Table 6.6.3.1A-1 from the edge of the channel bandwidth.

NOTE 3:
For these adjacent bands, the emission limit could imply risk of harmful interference to UE(s) operating in the protected operating band.


6.6.3.3A.7
Minimum requirement for CA_42C (network signalled value "CA_NS_08")

When "CA_NS_08" is indicated in the cell, the power of any UE emission shall not exceed the levels specified in Table 6.6.3.3A.7-1. This requirement also applies for the frequency ranges that are less than FOOB (MHz) in Table 6.6.3.1A-1 from the edge of the aggregated channel bandwidth. 

Table 6.6.3.3A.7-1: Additional requirements

	Frequency band

(MHz)
	Aggregated bandwidth / Spectrum emission limit (dBm)
	MBW

	
	25, 30, 35, 40 MHz (Note 1)
	

	3400 ≤ f ≤ 3800
	-23 (Note 2, Note 4)
	5 MHz

	
	-40 (Note 3)
	1 MHz

	NOTE 1: 
Possible aggregated bandwidth for CA_42C as specified in Table 5.6A.1-1.
NOTE 2:
This requirement applies within an offset between 5 MHz and 25 MHz from the lower and from the upper edge of the channel bandwidth, whenever these frequencies overlap with the specified frequency band.

NOTE 3:
This requirement applies from 3400 MHz to 25 MHz below the lower E-UTRA channel edge and from 25 MHz above the upper E-UTRA channel edge to 3800 MHz.

NOTE 4:
This emission limit might imply risk of harmful interference to UE(s) operating in the protected operating band.


6.6.3.3A.8
Minimum requirement for CA_41C (network signalled value "CA_NS_04")

When "CA_NS_04" is indicated in the cell, the power of any UE emission shall not exceed the levels specified in Table 6.6.3.3A.8-1. This requirement also applies for the frequency ranges that are less than FOOB (MHz) in Table 6.6.3.1A-1 from the edge of the aggregated channel bandwidth. 
Table 6.6.3.3A.8-1: Additional requirements 

	Frequency band

(MHz)
	Spectrum emission limit (dBm)
	Measurement bandwidth 

	2490.5 ≤ f < 2495
	-13
	1 MHz

	0 < f < 2490.5
	-25
	1 MHz


<< End of changes >>
