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<Start of change>

7.2.1
Minimum requirement

For E-UTRA, the throughput shall be ≥ 95% of the maximum throughput of the reference measurement channel as specified in Annex A with parameters specified in Table 7.2.1-1 for Wide Area BS, in Table 7.2.1-2 for Local Area BS, in Table 7.2.1-3 for Home BS and in Table 7.2.1-4 for Medium Range BS.

Table 7.2.1-1: E-UTRA Wide Area BS reference sensitivity levels

	E-UTRA

channel bandwidth [MHz]
	Reference measurement channel
	 Reference sensitivity power level, PREFSENS

 [dBm]

	1.4
	FRC A1-1 in Annex A.1
	-106.8

	3
	FRC A1-2 in Annex A.1

	-103.0

	3
	FRC A1-6 in Annex A.1 for E-UTRA with NB-IoT in-band operation (Note 3)
	-103.0 (Note 2)

	5
	FRC A1-3 in Annex A.1


	-101.5

	5
	FRC A1-7 in Annex A.1 for E-UTRA with NB-IoT in-band operation
	-101.5 (Note 2)

	10
	FRC A1-3 in Annex A.1 (Note 1)
	-101.5

	10
	FRC A1-7 in Annex A.1 for E-UTRA with NB-IoT in-band operation (Note 4)
	-101.5 (Note 2)

	15
	FRC A1-3 in Annex A.1 (Note 1)
	-101.5

	15
	FRC A1-7 in Annex A.1 for E-UTRA with NB-IoT in-band operation (Note 4)
	-101.5 (Note 2)

	20
	FRC A1-3 in Annex A.1 (Note 1)
	-101.5 

	20
	FRC A1-7 in Annex A.1 for E-UTRA with NB-IoT in-band operation (Note 4)
	-101.5 (Note 2)

	Note 1: 
PREFSENS is the power level of a single instance of the reference measurement channel. This requirement shall be met for each consecutive application of a single instance of FRC A1-3 mapped to disjoint frequency ranges with a width of 25 resource blocks each.

Note 2: 
The requirements apply to BS that supports E-UTRA with NB-IoT in-band operation.
Note 3: 
PREFSENS is the power level of a single instance of the reference measurement channel. This requirement shall be met for a single instance of FRC A1-6 mapped to the 12 E-UTRA resource blocks adjacent to the NB-IoT PRB.
Note 4: 
PREFSENS is the power level of a single instance of the reference measurement channel. This requirement shall be met for a single instance of FRC A1-7 mapped to the 24 E-UTRA resource blocks adjacent to the NB-IoT PRB, and for each consecutive application of a single instance of FRC A1-3 mapped to disjoint frequency ranges with a width of 25 resource blocks each.


Table 7.2.1-2: E-UTRA Local Area BS reference sensitivity levels

	E-UTRA

channel bandwidth [MHz]
	Reference measurement channel
	 Reference sensitivity power level, PREFSENS

 [dBm]

	1.4
	FRC A1-1 in Annex A.1
	-98.8

	3
	FRC A1-2 in Annex A.1
	-95.0

	5
	FRC A1-3 in Annex A.1
	-93.5

	10
	FRC A1-3 in Annex A.1 (Note)
	-93.5

	15
	FRC A1-3 in Annex A.1 (Note)
	-93.5

	20
	FRC A1-3 in Annex A.1 (Note)
	-93.5 

	Note:
PREFSENS is the power level of a single instance of the reference measurement channel. This requirement shall be met for each consecutive application of a single instance of FRC A1-3 mapped to disjoint frequency ranges with a width of 25 resource blocks each




Table 7.2.1-3: E-UTRA Home BS reference sensitivity levels

	E-UTRA

channel bandwidth [MHz]
	Reference measurement channel
	 Reference sensitivity power level, PREFSENS

 [dBm]

	1.4
	FRC A1-1 in Annex A.1
	-98.8

	3
	FRC A1-2 in Annex A.1
	-95.0

	5
	FRC A1-3 in Annex A.1
	-93.5

	10
	FRC A1-3 in Annex A.1 (Note)
	-93.5

	15
	FRC A1-3 in Annex A.1 (Note)
	-93.5

	20
	FRC A1-3 in Annex A.1 (Note)
	-93.5 

	Note:
PREFSENS is the power level of a single instance of the reference measurement channel. This requirement shall be met for each consecutive application of a single instance of FRC A1-3 mapped to disjoint frequency ranges with a width of 25 resource blocks each




Table 7.2.1-4: E-UTRA Medium Range BS reference sensitivity levels
	E-UTRA

channel bandwidth [MHz]
	Reference measurement channel
	 Reference sensitivity power level, PREFSENS

 [dBm]

	1.4
	FRC A1-1 in Annex A.1
	-101.8

	3
	FRC A1-2 in Annex A.1
	-98.0

	5
	FRC A1-3 in Annex A.1
	-96.5

	10
	FRC A1-3 in Annex A.1 (Note)
	-96.5

	15
	FRC A1-3 in Annex A.1 (Note)
	-96.5

	20
	FRC A1-3 in Annex A.1 (Note)
	-96.5

	Note:
PREFSENS is the power level of a single instance of the reference measurement channel. This requirement shall be met for each consecutive application of a single instance of FRC A1-3 mapped to disjoint frequency ranges with a width of 25 resource blocks each.


For NB-IoT standalone BS or E-UTRA BS with NB-IoT (in-band and/or guard band), NB-IoT throughput shall be ≥ 95% of the maximum throughput of the reference measurement channel as specified in Annex A with parameters specified in Table 7.2.1-5 for Wide Area BS.

Table 7.2.1-5: NB-IoT Wide Area BS reference sensitivity levels

	NB-IoT

channel bandwidth [kHz]
	NB-IoT

Sub-carrier spacing

[kHz]
	Reference measurement channel
	 Reference sensitivity power level, PREFSENS

 [dBm]

	200
	15
	FRC A14-1 in Annex A.14
	-127.3

	200
	3.75
	FRC A14-2 in Annex A.14
	-133.3


In order to guarantee BS performance in extreme coverage scenario enabled by usage of repetitions, additional repetition sensitivity requirement is defined. Other NB-IoT receiver requirements are not applicable for repetition sensitivity defined in Table 7.2.1-6.

For NB-IoT standalone BS or E-UTRA BS with NB-IoT (in-band and/or guard band), NB-IoT throughput shall be ≥ 95% of the maximum throughput of the repetition reference measurement channel as specified in Annex A with parameters specified in Table 7.2.1-6 for Wide Area BS.

Table 7.2.1-6: NB-IoT Wide Area BS repetition sensitivity levels

	NB-IoT

channel bandwidth [kHz]
	NB-IoT

Sub-carrier spacing

[kHz]
	Reference measurement channel
	 Reference sensitivity power level, PREFSENS

 [dBm]

	200
	15
	FRC A14-3 in Annex A.14
	TBD

	200
	3.75
	FRC A14-4 in Annex A.14
	TBD


<End of change>

