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<Start  of change>
Table 1: Applicability of tests

	Clause
	Title
	Release
	Applicability
	Comments
	Number of TC Executions (informative)
	Release RAT

	6
	IDLE MODE
	
	
	
	
	

	6.1.1.1
	PLMN selection of RPLMN, HPLMN, UPLMN and OPLMN; Manual mode
	R99
	C01
	UEs supporting FDD
	
	

	
	
	
	C02
	UEs supporting TDD
	
	

	6.1.1.2
	PLMN selection of "Other PLMN / access technology combinations"; Manual mode
	R99
	C01
	UEs supporting FDD
	
	

	
	
	
	C02
	UEs supporting TDD
	
	

	6.1.1.3
	PLMN selection; independence of RF level and preferred PLMN; Manual mode
	R99
	C01
	UEs supporting FDD
	
	

	
	
	
	C02
	UEs supporting TDD
	
	

	6.1.1.4
	PLMN selection of RPLMN, HPLMN, UPLMN and OPLMN; Automatic mode
	R99
	C01
	UEs supporting FDD
	1 Execution: CS+PS preferred
	

	
	
	
	C02
	UEs supporting TDD
	
	

	6.1.1.5
	PLMN selection of "Other PLMN / access technology combinations"; Automatic mode
	R99
	C01
	UEs supporting FDD
	1 Execution: CS+PS preferred
	

	
	
	
	C02
	UEs supporting TDD
	
	

	6.1.1.7
	Cell reselection of ePLMN in manual mode
	R99
	C01
	UEs supporting FDD
	1 Execution: CS+PS preferred
	

	6.1.1.8
	PLMN selection in shared network environment, Automatic mode
	Rel-6
	C01
	UEs supporting FDD
	1 Execution: CS+PS preferred
	

	6.1.1.9
	PLMN selection in shared network environment, Manual Mode
	Rel-6
	C01
	UEs supporting FDD
	1 Execution: CS+PS preferred
	

	6.1.1.10
	Presentation of additional information during PLMN selection; Manual mode
	Rel-7
	C01
	UEs supporting FDD
	1 Execution: CS+PS preferred
	

	
	
	
	C02
	UEs supporting TDD
	
	

	6.1.1.11
	Void
	
	
	
	
	

	…

	8.4.1.51
	Measurement Control and Report: Inter-frequency measurement for events 2C for CSG cells
	Rel-9
	C811
	UE supporting FDD and ((CS bearer service and CS call establishment) or PS bearer service) , CSG and support of inter-frequency SI acquisition for HO
	1 or 2 Executions: CS ( only if CS call establishment is supported ), PS
	

	8.4.1.52
	Measurement Control and Report: Inter-frequency measurement for events 2B for CSG cells
	Rel-9
	C811
	UE supporting FDD and ((CS bearer service and CS call establishment) or PS bearer service) , CSG and support of inter-frequency SI acquisition for HO
	1 or 2 Executions: CS ( only if CS call establishment is supported ), PS
	

	8.4.1.53
	Measurement Control and Report of Application layer measurement for Quality metrics: Average Throughput ,Initial Playout Delay and Buffer Level for 3GP-DASH Streaming
	Rel-14
	C923
	UEs supporting FDD and PS domain services and QoE Measurement Collection for streaming services
	1 Execution: PS
	

	8.4.1.54
	Measurement Control and Report: Application layer measurement for Quality metrics: Device information for 3GP-DASH Streaming
	Rel-14
	C923
	UEs supporting FDD and PS domain services and QoE Measurement Collection for streaming services
	1 Execution: PS
	

	8.4.1.55
	Measurement Control and Report: Application layer measurement for Quality metrics: PlayList , Representation Switch Events and MPD information for 3GP-DASH Streaming
	Rel-14
	C923
	UEs supporting FDD and PS domain services and QoE Measurement Collection for streaming services
	1 Execution: PS
	

	8.4.1.56
	Cell Update: application layer measurement report available in URA_PCH
	Rel-14
	C923
	UEs supporting FDD and PS domain services and QoE Measurement Collection for streaming services
	1 Execution: PS
	

	8.4.1.57
	Cell Update: application layer measurement report available in CELL_PCH
	Rel-14
	C923
	UEs supporting FDD and PS domain services and QoE Measurement Collection for streaming services
	1 Execution: PS
	

	8.4.1.58
	Cell Update: application layer measurement report available in CELL_FACH
	Rel-14
	C923
	UEs supporting FDD and PS domain services and QoE Measurement Collection for streaming services
	1 Execution: PS
	


<Unchanged Sections omitted >

A.4.4
Additional information

Table A.20: Additional information

	Item
	Additional information
	Ref.
	Release
	Mnemonic
	Comments

	1
	At least one CS bearer service
	22.002, 3
	R99
	pc_CS_BearerServ
	

	2
	At least one supplementary service
	22.004, 4
	R99
	pc_CS_SupplServ
	

	3
	Inter-system measurement for GSM
	25.331, 8.4
	R99
	pc_IntSysMsr
	Used in Low priority test case

	4
	At least one MO circuit switched basic service
	24.008, 5.3.4.2.1
	R99
	pc_MO_Serv
	

	5
	At least one MT circuit switched basic service
	24.008, 5.3.4.2.2
	R99
	pc_MT_Serv
	

	6
	Immediate connect supported for all circuit switched basic services.
	24.008, 5.2.1.6
	R99
	pc_ImmConnect
	

	7
	Activation of one or more PDP contexts simultaneously
	24.008, 6.1.3.2
	R99
	pc_ActivateSimultaneousPDP
	

	8
	Sending of correct acknowledgement of memory full condition
	[TBD]
	R99
	pc_SMS_MemFull
	Used in Low priority test case

	9
	Status report capability
	[TBD]
	R99
	pc_SMS_StatReport
	Used in Low priority test case

	……

	88
	Support EAB configuration
	24.008, 4.1.1.5
	Rel-11
	pc_EAB
	

	89
	Support of QoE Measurement Collection for streaming services
	25.306, 4.9

25.331, 8.4.1.3, 8.3.1.2, 10.3.3.3 and 11.3.
26.247, 10.1~10.6
	Rel-14
	pc_QMC_streaming
	


<End  of change>
