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21
eCall over IMS

For the eCall over IMS test cases, the default USIM settings shall be extended as follows:

-
Table 21-1 specifies the USIM extensions for test cases for eCall capable supporting UEs,
-
Table 21-2 specifies the USIM extensions for test cases for eCall only supporting UEs.

Table 21-1: USIM extensions eCall capable UEs
	USIM field
	Value

	EFUST
	Service n°4 Service Dialling

Numbers (SDN), Service n°99 URI support by UICC, Service n°89 eCall Data and Service n°112 eCall Data over IMS are available

	EFEST
	Services n°4 Service Dialling

Numbers (SDN), Service n°99 URI support by UICC, Service n°89 eCall Data and Service n°112 eCall Data over IMS are enabled

	EFSDN
	Two entries of SDNs, eCall Test Number (123456)

and eCall reconfiguration number (345678)

	EFSDNURI
	Two entries of SDNs, eCall Test Number (tel:123456)

and eCall reconfiguration number (tel:345678)


Table 21-2: USIM extensions for eCall only UEs

	USIM field
	Value

	EFUST
	Service n°2 Fixed Dialling

Numbers (FDN), Service n°99 URI support by UICC, Service n°89 eCall Data and Service n°112 eCall Data over IMS are available

	EFEST
	Service n°2 Fixed Dialling

Numbers (FDN), Service n°99 URI support by UICC, Service n°89 eCall Data and Service n°112 eCall Data over IMS are enabled

	EFFDN
	Two entries of FDNs, eCall Test Number (123456)

and eCall reconfiguration number (345678)

	EFFDNURI
	Two entries of FDNs, eCall Test Number (tel:123456)

and eCall reconfiguration number (tel:345678)


