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<Start of modified section>
A.2.y
600 Busy Everywhere
	Header/param
	Cond
	Value/remark
	Rel
	Reference

	Status-Line
	
	
	
	RFC 3261 [15]

	
SIP-Version
	
	SIP/2.0
	
	

	
Status-Code
	
	600
	
	

	
Reason-Phrase
	
	Busy Everywhere
	
	

	Via
	
	
	
	RFC 3261 [15]

	
via-parm
	
	same value as received in request
	
	

	From
	
	
	
	RFC 3261 [15]

	
addr-spec
	
	same value as received in request
	
	

	
tag
	
	same value as received in request
	
	

	To
	
	
	
	RFC 3261 [15]

	
addr-spec
	
	same value as received in request
	
	

	
tag
	
	any arbitrary tag value added
	
	

	Call-ID
	
	
	
	RFC 3261 [15]

	
callid
	
	same value as received in request
	
	

	CSeq
	
	
	
	RFC 3261 [15]

	
value
	
	same value as received in request
	
	

	Content-Length
	
	
	
	RFC 3261 [15]

	
value
	
	length of message body
	
	

	Recv-Info


Info-package-type
	A1
	emergencyCallData.eCall.MSD
	Rel-14
	RFC 8147 [149]

	Call-Info

cid URL


purpose
	A1
	test-600@3gpp.org
EmergencyCallData.eCall.Control
	Rel-14
	RFC 8147 [149]

	Content-Type


media-type
	A1
	multipart/mixed;boundary=boundary1
	Rel-14
	RFC 8147 [149]

	Accept

media-range
	A1
	application/sdp,
application/pidf+xml,
application/EmergencyCallData.Control+xml,

application/emergencyCallData.eCall.MSD
	Rel-14
	RFC 8147 [149]

	Message-body
	A1
	--boundary1
Content-Type: application/EmergencyCallData.eCall.Control+xml
Content-ID: test-600@3gpp.org
Content-Disposition: by-reference

<?xml version="1.0" encoding="UTF-8"?>
<EmergencyCallData.Control

xmlns="urn:ietf:params:xml:ns:EmergencyCallData:control">

<ack received="true" ref="cid URL of MIME body part containing the MSD sent by the UE in INVITE”/>

</EmergencyCallData.Control>

--boundary1
	Rel-14
	RFC 8147 [149]


	Condition
	Explanation

	A1
	Response sent by SS for INVITE for eCall over IMS


<End of modified section>
