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	Reason for change:
	In testcase 22.5.13, the function f_NBIOT_InitialRegistration_Step13 is used for Step 13. In this, a TAI list is being passed as a parameter. However, this is not getting used, because the TAI list is hard coded as explained below.

In this function, the ATTACH ACCEPT message is transmitted with template  cs_TAIListNonConsecutive_lv(v_PLMN, {bit2oct(v_TAC)}) for the case when IOT state is CONTROL_PLANE and px_DoAttachWithoutPDN is set to FALSE.

	
	

	Summary of change:
	In the function f_NBIOT_InitialRegistration_Step13 , instead of using cs_TAIListNonConsecutive_lv(v_PLMN, {bit2oct(v_TAC)}) , passed v_TaiList.

Please see below
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2 Corrections required for 22.5.13
2.1 f_NBIOT_InitialRegistration_Step13
	Object name 
	f_NBIOT_InitialRegistration_Step13

	Reason for change
	In testcase 22.5.13, the function f_NBIOT_InitialRegistration_Step13 is used for Step 13. In this, a TAI list is being passed as a parameter. However, this is not getting used, because the TAI list is hard coded as explained below.

In this function, the ATTACH ACCEPT message is transmitted with template  cs_TAIListNonConsecutive_lv(v_PLMN, {bit2oct(v_TAC)}) for the case when IOT state is CONTROL_PLANE and px_DoAttachWithoutPDN is set to FALSE.

	Summary of change
	In the function f_NBIOT_InitialRegistration_Step13 , instead of using cs_TAIListNonConsecutive_lv(v_PLMN, {bit2oct(v_TAC)}) , passed v_TaiList.

Please see below

	Module
	NBIOT_NAS_Attach.ttcn


Before change: 

	<<SKIPPED CODE>>
else { // CP
      if (px_DoAttachWithoutPDN) {
        SRB.send(cas_NB_SRB_NasPdu_REQ(p_CellId,
                                       tsc_SRB1bis,
                                       cs_TimingInfo_Now,
                                       cs_NAS_RequestWithPiggybacking(tsc_SHT_IntegrityProtected_Ciphered,
                                                                      cs_CIOT_ATTACH_ACCEPT(v_TaiList,
                                                                                            v_Guti,
                                                                                            v_NtwkFeatSupport,
                                                                                            v_AdditionalUpdateResult,
                                                                                            p_T3412,
                                                                                            p_T3402,
                                                                                            p_T3412Extd,
                                                                                            p_T3324,
                                                                                            p_T3423,
                                                                                            p_EquivalentPlmnList,
                                                                                            p_ExtdDRXParams),
                                                                      cs_ESM_DUMMY_MESSAGE(v_ESMMessage.eSM_DUMMY_MESSAGE.procedureTransactionIdentifier))));
      } else { // PDN
        SRB.send(cas_NB_SRB_NasPdu_REQ(p_CellId,
                                       tsc_SRB1bis,
                                       cs_TimingInfo_Now,
                                       cs_NAS_RequestWithPiggybacking(tsc_SHT_IntegrityProtected_Ciphered,
                                                                      cs_CIOT_ATTACH_ACCEPT(v_TaiList, cs_TAIListNonConsecutive_lv(v_PLMN, {bit2oct(v_TAC)}),
                                                                                            v_Guti,
                                                                                            v_NtwkFeatSupport,
                                                                                            v_AdditionalUpdateResult,
                                                                                            p_T3412,
                                                                                            p_T3402,
                                                                                            p_T3412Extd,
                                                                                            p_T3324,
                                                                                            p_T3423,
                                                                                            p_EquivalentPlmnList,
                                                                                            p_ExtdDRXParams),
                                                                      cs_CIOT_ActivateDefEpsBearerContextRequest(v_EpsDefaultBearerId,
                                                                                                                v_PDN.pti,
                                                                                                                v_PDN.accessPointName,
                                                                                                                v_PDN_Address,
                                                                                                                v_PcoToUE,
                                                                                                                -,
                                                                                                                -,
                                                                                                                -,
                                                                                                                v_HeaderCompressConfigTX, // @sic R5-171137 sic@
                                                                                                                cs_ControlPlaneInd,
                                                                                                                cs_ServingPLMNRateControl('FFFF'O)))));
      }
<<SKIPPED CODE>>


After change: (highlight the changes in Yellow)
	<<SKIPPED CODE>>
else { // CP
      if (px_DoAttachWithoutPDN) {
        SRB.send(cas_NB_SRB_NasPdu_REQ(p_CellId,
                                       tsc_SRB1bis,
                                       cs_TimingInfo_Now,
                                       cs_NAS_RequestWithPiggybacking(tsc_SHT_IntegrityProtected_Ciphered,
                                                                      cs_CIOT_ATTACH_ACCEPT(v_TaiList,
                                                                                            v_Guti,
                                                                                            v_NtwkFeatSupport,
                                                                                            v_AdditionalUpdateResult,
                                                                                            p_T3412,
                                                                                            p_T3402,
                                                                                            p_T3412Extd,
                                                                                            p_T3324,
                                                                                            p_T3423,
                                                                                            p_EquivalentPlmnList,
                                                                                            p_ExtdDRXParams),
                                                                      cs_ESM_DUMMY_MESSAGE(v_ESMMessage.eSM_DUMMY_MESSAGE.procedureTransactionIdentifier))));
      } else { // PDN
        SRB.send(cas_NB_SRB_NasPdu_REQ(p_CellId,
                                       tsc_SRB1bis,
                                       cs_TimingInfo_Now,
                                       cs_NAS_RequestWithPiggybacking(tsc_SHT_IntegrityProtected_Ciphered,
                                                                      cs_CIOT_ATTACH_ACCEPT(v_TaiList, /* cs_TAIListNonConsecutive_lv(v_PLMN, {bit2oct(v_TAC)}),*/
                                                                                            v_Guti,
                                                                                            v_NtwkFeatSupport,
                                                                                            v_AdditionalUpdateResult,
                                                                                            p_T3412,
                                                                                            p_T3402,
                                                                                            p_T3412Extd,
                                                                                            p_T3324,
                                                                                            p_T3423,
                                                                                            p_EquivalentPlmnList,
                                                                                            p_ExtdDRXParams),
                                                                      cs_CIOT_ActivateDefEpsBearerContextRequest(v_EpsDefaultBearerId,
                                                                                                                v_PDN.pti,
                                                                                                                v_PDN.accessPointName,
                                                                                                                v_PDN_Address,
                                                                                                                v_PcoToUE,
                                                                                                                -,
                                                                                                                -,
                                                                                                                -,
                                                                                                                v_HeaderCompressConfigTX, // @sic R5-171137 sic@
                                                                                                                cs_ControlPlaneInd,
                                                                                                                cs_ServingPLMNRateControl('FFFF'O)))));
      }
<<SKIPPED CODE>>


