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******* BEGINNING OF CHANGES ********
4.3.1.1
FDD Mode Test frequencies


******* Sections skipped ********


4.3.1.1.4
FDD reference test frequencies for operating band 4

Table 4.3.1.1.4-1: Test frequencies for E-UTRA channel bandwidth for operating band 4

	Test Frequency ID
	Bandwidth

[MHz]
	NUL
	Frequency of Uplink [MHz]
	NDL
	Frequency of Downlink [MHz]

	Low Range
	1.4
	19957
	1710.7
	1957
	2110.7

	
	3
	19965
	1711.5
	1965
	2111.5

	
	5
	19975
	1712.5
	1975
	2112.5

	
	10
	20000
	1715
	2000
	2115

	
	15
	20025
	1717.5
	2025
	2117.5

	
	20
	20050
	1720
	2050
	2120

	Mid Range
	1.4/3/5/10/15/20
	20175
	1732.5
	2175
	2132.5

	High Range
	1.4
	20393
	1754.3
	2393
	2154.3

	
	3
	20385
	1753.5
	2385
	2153.5

	
	5
	20375
	1752.5
	2375
	2152.5

	
	10
	20350
	1750
	2350
	2150

	
	15
	20325
	1747.5
	2325
	2147.5

	
	20
	20300
	1745
	2300
	2145



******* Sections skipped ********


4.3.1.1.10
FDD reference test frequencies for operating band 10

Table 4.3.1.1.10-1: Test frequencies for E-UTRA channel bandwidth for operating band 10

	Test Frequency ID
	Bandwidth

[MHz]
	NUL
	Frequency of Uplink [MHz]
	NDL
	Frequency of Downlink [MHz]

	Low Range
	5
	22175
	1712.5
	4175
	2112.5

	
	10
	22200
	1715
	4200
	2115

	
	15
	22225
	1717.5
	4225
	2117.5

	
	20
	22250
	1720
	4250
	2120

	Mid Range
	5/10/15/20
	22450
	1740
	4450
	2140

	High Range
	5
	22725
	1767.5
	4725
	2167.5

	
	10
	22700
	1765
	4700
	2165

	
	15
	22675
	1762.5
	4675
	2162.5

	
	20
	22650
	1760
	4650
	2160



******* Sections skipped ********

4.3.1.5
MFBI Test frequencies

NOTE:
MFBI test frequencies are not used for TS 36.521-1, TS 36.521-3 and TS 37.571-1.


******* Sections skipped ********


4.3.1.5.27
MFBI Test frequencies for operation band 66 overlapping with band 4

Table 4.3.1.5.8-1: Test frequencies for E-UTRA channel bandwidth for operating band 66 overlapping with band 4

	Test Frequency ID
	Bandwidth

[MHz]
	NUL
	Frequency of Uplink [MHz]
	NDL
	Frequency of Downlink [MHz]

	Low Range
	1.4
	131979
	1710.7
	66443
	2110.7

	
	3
	131987
	1711.5
	66451
	2111.5

	
	5
	131997
	1712.5
	66461
	2112.5

	
	10
	132022
	1715
	66486
	2115

	
	15
	132047
	1717.5
	66511
	2117.5

	
	20
	132072
	1720
	66536
	2120

	Mid Range
	1.4/3/5/10/15/20
	132197
	1732.5
	66661
	2132.5

	High Range
	1.4
	132415
	1754.3
	66879
	2154.3

	
	3
	132407
	1753.5
	66871
	2153.5

	
	5
	132397
	1752.5
	66861
	2152.5

	
	10
	132372
	1750
	66836
	2150

	
	15
	132347
	1747.5
	66811
	2147.5

	
	20
	132322
	1745
	66786
	2145


4.3.1.5.28
MFBI Test frequencies for operation band 66 overlapping with band 10

Table 4.3.1.5.8-1: Test frequencies for E-UTRA channel bandwidth for operating band 66 overlapping with band 10

	Test Frequency ID
	Bandwidth

[MHz]
	NUL
	Frequency of Uplink [MHz]
	NDL
	Frequency of Downlink [MHz]

	Low Range
	5
	131997
	1712.5
	66461
	2112.5

	
	10
	132022
	1715
	66486
	2115

	
	15
	132047
	1717.5
	66511
	2117.5

	
	20
	132072
	1720
	66536
	2120

	Mid Range
	5/10/15/20
	132197
	1732.5
	66736
	2140

	High Range
	5
	132547
	1767.5
	67011
	2167.5

	
	10
	132522
	1765
	66986
	2165

	
	15
	132447
	1757.5
	66961
	2162.5

	
	20
	132472
	1760
	66936
	2160


4.3.1.5.29
MFBI Test frequencies for operation band 4 overlapping with band 66

- same as per Table 4.3.1.1.4-1.
4.3.1.5.30
MFBI Test frequencies for operation band 10 overlapping with band 66

- same as per Table 4.3.1.1.10-1.
4.3.1.6
WLAN Test frequencies

4.3.1.6.1
WLAN Test frequencies for 2.4 GHz ISM Band
******* END OF CHANGES ********
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