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	36.101
	4699
	1
	Rel-14
	CR on reflection of FCC regulation for vehicle mounted UE at Band 30
	F
	14.5.0
	RAN4#84-Bis
	R4-1711590
	LG Electronics France
	LTE_V2X-Core
	
	

	36.101
	4700
	-
	Rel-15
	CR on reflection of FCC regulation for vehicle mounted UE at Band 30 in rel-15
	A
	15.0.0
	RAN4#84-Bis
	R4-1710728
	LG Electronics France
	LTE_V2X-Core
	
	

	36.101
	4746
	1
	Rel-14
	CR for EIRP based requirements in V2X
	F
	14.5.0
	RAN4#85
	R4-1714038
	Qualcomm Inc.
	LTE_V2X-Core
	
	

	36.101
	4747
	-
	Rel-15
	CR for EIRP based requirements in V2X
	A
	15.0.0
	RAN4#85
	R4-1712177
	Qualcomm Inc.
	LTE_V2X-Core
	
	

	36.101
	4748
	-
	Rel-14
	CR for CEN DSRC and HDR DSRC coex requirement for V2X
	F
	14.5.0
	RAN4#85
	R4-1712178
	Qualcomm Inc.
	LTE_V2X-Core
	
	

	36.101
	4749
	1
	Rel-15
	CR for CEN DSRC and HDR DSRC coex requirement for V2X
	A
	15.0.0
	RAN4#85
	R4-1714358
	Qualcomm Inc.
	LTE_V2X-Core
	
	

	36.101
	4771
	1
	Rel-14
	Correction of channel spacing for band 46 intraband CA band combinations with 10 MHz bandwidth
	F
	14.5.0
	RAN4#85
	R4-1713973
	Ericsson
	LTE_eLAA-Core
	
	

	36.101
	4772
	-
	Rel-15
	Correction of channel spacing for band 46 intraband CA band combinations with 10 MHz bandwidth
	A
	15.0.0
	RAN4#85
	R4-1712417
	Ericsson
	LTE_eLAA-Core
	
	

	36.101
	4849
	-
	Rel-14
	Correction of IMD Exclusion zone BW caused by dual uplink CA with band 46
	F
	14.5.0
	RAN4#85
	R4-1713782
	vivo
	LTE_eLAA-Core
	
	

	36.101
	4850
	3
	Rel-14
	CR on Uplink and sidelink configure for REFSENSE table
	F
	14.5.0
	RAN4#85
	R4-1714568
	Qualcomm Inc.
	LTE_V2X-Core
	
	

	36.101
	4851
	-
	Rel-15
	CR on Uplink and sidelink configure for REFSENSE table
	A
	15.0.0
	RAN4#85
	R4-1713822
	Qualcomm Inc.
	LTE_V2X-Core
	
	

	36.101
	4859
	-
	Rel-15
	Correction of IMD Exclusion zone BW caused by dual uplink CA with band 46
	A
	15.0.0
	RAN4#85
	R4-1713986
	vivo
	LTE_eLAA-Core
	
	

	36.104
	4736
	1
	Rel-14
	Correction of channel spacing for band 46 intraband CA band combinations with 10 MHz bandwidth
	F
	14.5.0
	RAN4#85
	R4-1713974
	Ericsson
	LTE_eLAA-Core
	
	

	36.104
	4737
	-
	Rel-15
	Correction of channel spacing for band 46 intraband CA band combinations with 10 MHz bandwidth
	A
	15.0.0
	RAN4#85
	R4-1712418
	Ericsson
	LTE_eLAA-Core
	
	

	36.104
	4749
	1
	Rel-14
	Introduce burst model for eLAA PUSCH demodualtion
	F
	14.5.0
	RAN4#85
	R4-1714554
	Ericsson, Huawei, Nokia
	LTE_eLAA-Perf
	
	

	36.104
	4750
	-
	Rel-15
	Introduce burst model for eLAA PUSCH demodualtion
	A
	15.0.0
	RAN4#85
	R4-1713489
	Ericsson, Huawei, Nokia
	LTE_eLAA-Perf
	
	

	36.133
	5332
	2
	Rel-14
	CR on V2X requirements for asynchronous SyncRef UE Selection / Reselection (Rel-14)
	F
	14.5.0
	RAN4#85
	R4-1714416
	Intel Corporation
	LTE_V2X-Core
	
	

	36.133
	5333
	-
	Rel-15
	CR on V2X requirements for asynchronous SyncRef UE Selection / Reselection (Rel-15)
	A
	15.0.0
	RAN4#85
	R4-1712310
	Intel Corporation
	LTE_V2X-Core
	
	

	36.141
	1087
	1
	Rel-14
	Updates to eLAA PUSCH conformance requirements
	F
	14.5.0
	RAN4#84-Bis
	R4-1711877
	Huawei
	LTE_eLAA-Perf
	
	

	36.141
	1088
	-
	Rel-15
	Updates to eLAA PUSCH conformance requirements
	A
	15.0.0
	RAN4#84-Bis
	R4-1710513
	Huawei
	LTE_eLAA-Perf
	
	


