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<Start of changes>
6.6.2
Operating band unwanted emissions


Unless otherwise stated, the Operating band unwanted emission limits are defined from 10 MHz below the lowest frequency of each supported downlink operating band to the lower Base Station RF Bandwidth edge located at FBW RF,low and from the upper Base Station RF Bandwidth edge located at FBW RF,high  up to 10 MHz above the highest frequency of each supported downlink operating band. 

The requirements shall apply whatever the type of transmitter considered and for all transmission modes foreseen by the manufacturer's specification, except for any operating band with GSM/EDGE single RAT operation. The requirements in TS 45.005 [5] as defined in subclause 6.6.2.3 apply to an MSR Base Station for any operating band with GSM/EDGE single RAT operation in Band Category 2.
For BS capable of multi-band operation where multiple bands are mapped on separate antenna connectors, the single-band requirements apply and the cumulative evaluation of the emission limit in the Inter-RF Bandwidth gap are not applicable.

6.6.2.1
General minimum requirement for Band Categories 1 and 3

For a Wide Area BS operating in Band Category 1 or Band Category 3 the requirement applies outside the Base Station RF Bandwidth edges. In addition, for a Wide Area BS operating in non-contiguous spectrum, it applies inside any sub-block gap. In addition, for a Wide Area BS operating in multiple bands, the requirements apply inside any Inter RF Bandwidth gap.
For a Medium Range BS operating in Band Category 1 the requirement applies outside the Base Station RF Bandwidth edges. In addition, for a Medium Range BS operating in non-contiguous spectrum, it applies inside any sub-block gap. In addition, for a Medium Range BS operating in multiple bands, the requirements apply inside any Inter RF Bandwidth gap.
For a Local Area BS operating in Band Category 1 the requirement applies outside the Base Station RF Bandwidth edges. In addition, for a Local Area BS operating in non-contiguous spectrum, it applies inside any sub-block gap. In addition, for a Local Area BS operating in multiple bands, the requirements apply inside any Inter RF Bandwidth gap.
Outside the Base Station RF Bandwidth edges, emissions shall not exceed the maximum levels specified in Tables 6.6.2.1-1 to 6.6.2.1-4 below, where:

-
(f is the separation between the Base Station RF Bandwidth edge frequency and the nominal -3 dB point of the measuring filter closest to the carrier frequency.

-
f_offset is the separation between the Base Station RF Bandwidth edge frequency and the centre of the measuring filter.

-
f_offsetmax is the offset to the frequency 10 MHz outside the downlink operating band.

-
(fmax is equal to f_offsetmax minus half of the bandwidth of the measuring filter.

For a BS operating in multiple bands, inside any Inter RF Bandwidth gaps with Wgap < 20 MHz, emissions shall not exceed the cumulative sum of the minimum requirements specified at the Base Station RF Bandwidth edges on each side of the Inter-RF Bandwidth gap. The minimum requirement for Base Station RF Bandwidth edge is specified in Table 6.6.2.1-1 to 6.6.2.1-4 below, where in this case:
-
(f is the separation between the Base Station RF Bandwidth edge frequency and the nominal -3 dB point of the measuring filter closest to the carrier frequency.

-
f_offset is the separation between the Base Station RF Bandwidth edge frequency and the centre of the measuring filter.

-
f_offsetmax is equal to the inter Base Station RF Bandwidth gap minus half of the bandwidth of the measuring filter.
-
(fmax is equal to f_offsetmax minus half of the bandwidth of the measuring filter.

For BS capable of multi-band operation where multiple bands are mapped on the same antenna connector, the operating band unwanted emission limits apply also in a supported operating band without any carriers transmitted, in the case where there are carriers transmitted in other operating band(s). In this case where there is no carrier transmitted in an operating band, the operating band unwanted emission limit, as defined in the tables of the present subclause for the largest frequency offset ((fmax), of a band where there is no carrier transmitted shall apply from 10 MHz below the lowest frequency, up to 10 MHz above the highest frequency of the supported downlink operating band without any carrier transmitted. And no cumulative limits are applied in the inter-band gap between a supported downlink band with carrier(s) transmitted and a supported downlink band without any carrier transmitted.
Inside any sub-block gap for a BS operating in non-contiguous spectrum, emissions shall not exceed the cumulative sum of the minimum requirements specified for the adjacent sub blocks on each side of the sub block gap. The minimum requirement for each sub block is specified in Tables 6.6.2.1-1 to 6.6.2.1-4 below, where in this case:

-
(f is the separation between the sub block edge frequency and the nominal -3 dB point of the measuring filter closest to the sub block edge.

-
f_offset is the separation between the sub block edge frequency and the centre of the measuring filter.

-
f_offsetmax is equal to the sub block gap bandwidth minus half of the bandwidth of the measuring filter.

-
(fmax is equal to f_offsetmax minus half of the bandwidth of the measuring filter.

Table 6.6.2.1-1: Wide Area operating band unwanted emission mask (UEM) for BC1 and BC3
	Frequency offset of measurement filter ‑3dB point, (f
	Frequency offset of measurement filter centre frequency, f_offset
	Minimum requirement (Note 1, 2)
	Measurement bandwidth (Note 7)

	0 MHz ( (f < 0.2 MHz
	0.015MHz ( f_offset < 0.215MHz 
	-14 dBm
	30 kHz 

	0.2 MHz ( (f < 1 MHz
	0.215MHz ( f_offset < 1.015MHz
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 (Note 4)
	30 kHz 

	(Note 6)
	1.015MHz ( f_offset < 1.5 MHz 
	-26 dBm (Note 4)
	30 kHz 

	1 MHz ( (f ( 
min((fmax, 10 MHz) 
	1.5 MHz ( f_offset < min(f_offsetmax, 10.5 MHz)
	-13 dBm (Note 4)
	1 MHz 

	10 MHz ( (f ( (fmax
	10.5 MHz ( f_offset < f_offsetmax 
	-15 dBm (Note 4, 8)
	1 MHz 

	NOTE 1:
For MSR BS supporting non-contiguous spectrum operation within any operating band the minimum requirement within sub-block gaps is calculated as a cumulative sum of contributions from adjacent sub-blocks on each side of the sub-block gap, where the contribution from the far-end sub-block shall be scaled according to the measurement bandwidth of the near-end sub-block. Exception is f ≥ 10MHz from both adjacent sub-blocks on each side of the sub-block gap, where the minimum requirement within sub-block gaps shall be -15dBm/MHz.
NOTE 2:
For MSR BS supporting multi-band operation with Inter RF Bandwidth gap < 20MHz the minimum requirement within the Inter RF Bandwidth gaps is calculated as a cumulative sum of contributions from adjacent sub-blocks or RF Bandwidth on each side of the Inter RF Bandwidth gap, where the contribution from the far-end sub-block or RF Bandwidth shall be scaled according to the measurement bandwidth of the near-end sub-block or RF Bandwidth. 

NOTE 3:
For operation with a standalone NB-IoT carrier adjacent to the Base Station RF Bandwidth edge, the limits in Table 6.6.2.1-1a apply for 0 MHz ( (f < 0.15 MHz.
NOTE 4:
For MSR BS supporting multi-band operation, either this limit or -16dBm/100kHz with correspondingly adjusted f_offset, whichever is less stringent, shall apply for operating bands <1GHz.


Table 6.6.2.1-1a: Wide Area operating band unwanted emission limits for operation in BC1 with standalone NB-IoT carrier adjacent to the Base Station RF Bandwidth edge 
	Frequency offset of measurement filter ‑3dB point, (f
	Frequency offset of measurement filter centre frequency, f_offset
	Minimum requirement (Note 1, 2, 3, 4)
	Measurement bandwidth (Note 7)

	0 MHz ( (f < 0.05 MHz
	0.015 MHz ( f_offset < 0.065 MHz 
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	30 kHz 

	0.05 MHz ( (f < 0.15 MHz
	0.065 MHz ( f_offset < 0.165 MHz 
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	30 kHz 

	NOTE 1: 
The limits in this table only apply for operation with a standalone NB-IoT carrier adjacent to the Base Station RF Bandwidth edge.

NOTE 2:
For MSR BS supporting non-contiguous spectrum operation within any operating band the minimum requirement within sub-block gaps is calculated as a cumulative sum of contributions from adjacent sub blocks on each side of the sub block gap. 

NOTE 3: 
For MSR BS supporting multi-band operation with Inter RF Bandwidth gap < 20MHz the minimum requirement within the Inter RF Bandwidth gaps is calculated as a cumulative sum of contributions from adjacent sub-blocks or RF Bandwidth on each side of the Inter RF Bandwidth gap.

NOTE 4:
In case the carrier adjacent to the RF bandwidth edge is a standalone NB-IoT carrier, the value of X = PNB-IoTcarrier – 43, where PNB-IoTcarrier is the power level of the standalone NB-IoT carrier adjacent to the RF bandwidth edge. In other cases, X = 0.


Table 6.6.2.1-2: Medium Range BS operating band unwanted emission mask (UEM) for BC1, BS maximum output power 31 < Pmax,c  ( 38 dBm
	Frequency offset of measurement filter ‑3dB point, (f
	Frequency offset of measurement filter centre frequency, f_offset
	Minimum requirement (Note 1, 2)
	Measurement bandwidth (Note 7)

	0 MHz ( (f < 0.6 MHz
	0.015MHz ( f_offset < 0.615MHz 
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	30 kHz 

	0.6 MHz ( (f < 1 MHz
	0.615MHz ( f_offset < 1.015MHz
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	30 kHz 

	(Note 6)
	1.015MHz ( f_offset < 1.5 MHz 
	Pmax,c - 65 dB
	30 kHz 

	1 MHz ( (f ( 2.6 MHz
	1.5 MHz ( f_offset < 3.1 MHz
	Pmax,c - 52 dB
	1 MHz 

	2.6 MHz ( (f ( 5 MHz
	3.1 MHz ( f_offset < 5.5 MHz
	min(Pmax,c - 52 dB, -15dBm)
	1 MHz

	5 MHz ( (f ( (fmax
	5.5 MHz ( f_offset < f_offsetmax 
	Pmax,c - 56 dB
	1 MHz 

	NOTE 1:
For MSR BS supporting non-contiguous spectrum operation within any operating band the minimum requirement within sub-block gaps is calculated as a cumulative sum of contributions from adjacent sub blocks on each side of the sub block gap, where the contribution from the far-end sub-block shall be scaled according to the measurement bandwidth of the near-end sub-block. Exception is f ≥ 10MHz from both adjacent sub-blocks on each side of the sub-block gap, where the minimum requirement within sub-block gaps shall be (Pmax,c- 56 dB) /MHz. 

NOTE 2: 
For MSR BS supporting multi-band operation with Inter RF Bandwidth gap < 20MHz the minimum requirement within the Inter RF Bandwidth gaps is calculated as a cumulative sum of contributions from adjacent sub-blocks or RF Bandwidth on each side of the Inter RF Bandwidth gap, where the contribution from the far-end sub-block or RF Bandwidth shall be scaled according to the measurement bandwidth of the near-end sub-block or RF Bandwidth.
NOTE 3:
For operation with a standalone NB-IoT carrier adjacent to the Base Station RF Bandwidth edge, the limits in Table 6.6.2.1-2a apply for 0 MHz ( (f < 0.15 MHz.




Table 6.6.2.1-2a: Medium Range BS operating band unwanted emission mask (UEM) for BC1 with standalone NB-IoT carrier adjacent to the Base Station RF Bandwidth edge, BS maximum output power 31 < Pmax,c ( 38 dBm
	Frequency offset of measurement filter ‑3dB point, (f
	Frequency offset of measurement filter centre frequency, f_offset
	Minimum requirement (Note 1, 2, 3)
	Measurement bandwidth (Note 7)

	0 MHz ( (f < 0.05 MHz
(Note 1)
	0.015 MHz ( f_offset < 0.065 MHz 
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	30 kHz 

	0.05 MHz ( (f < 0.15 MHz
	0.065 MHz ( f_offset < 0.165 MHz 
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	30 kHz 

	NOTE 1: 
The limits in this table only apply for operation with a standalone NB-IoT carrier adjacent to the Base Station RF Bandwidth edge.

NOTE 2:
For MSR BS supporting non-contiguous spectrum operation within any operating band the minimum requirement within sub-block gaps is calculated as a cumulative sum of contributions from adjacent sub blocks on each side of the sub block gap. 

NOTE 3: 
For MSR BS supporting multi-band operation with Inter RF Bandwidth gap < 20MHz the minimum requirement within the Inter RF Bandwidth gaps is calculated as a cumulative sum of contributions from adjacent sub-blocks or RF Bandwidth on each side of the Inter RF Bandwidth gap.


Table 6.6.2.1-3: Medium Range BS operating band unwanted emission mask (UEM) for BC1, BS maximum output power Pmax,c ( 31 dBm
	Frequency offset of measurement filter ‑3dB point, (f
	Frequency offset of measurement filter centre frequency, f_offset
	Minimum requirement (Note 1, 2)
	Measurement bandwidth (Note 7)

	0 MHz ( (f < 0.6 MHz
	0.015MHz ( f_offset < 0.615MHz 
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	30 kHz 

	0.6 MHz ( (f < 1 MHz
	0.615MHz ( f_offset < 1.015MHz
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	30 kHz 

	(Note 6)
	1.015MHz ( f_offset < 1.5 MHz 
	-34 dBm
	30 kHz 

	1 MHz ( (f ( 5 MHz
	1.5 MHz ( f_offset < 5.5 MHz
	-21 dBm
	1 MHz 

	5 MHz ( (f ( (fmax
	5.5 MHz ( f_offset < f_offsetmax 
	-25 dBm
	1 MHz 

	NOTE 1:
For MSR BS supporting non-contiguous spectrum operation within any operating band the minimum requirement within sub-block gaps is calculated as a cumulative sum of contributions from adjacent sub blocks on each side of the sub block gap, where the contribution from the far-end sub-block shall be scaled according to the measurement bandwidth of the near-end sub-block. Exception is f ≥ 10MHz from both adjacent sub-blocks on each side of the sub-block gap, where the minimum requirement within sub-block gaps shall be -25 dBm/MHz.
NOTE 2: 
For MSR BS supporting multi-band operation with Inter RF Bandwidth gap < 20MHz the minimum requirement within the Inter RF Bandwidth gaps is calculated as a cumulative sum of contributions from adjacent sub-blocks or RF Bandwidth on each side of the Inter RF Bandwidth gap, where the contribution from the far-end sub-block or RF Bandwidth shall be scaled according to the measurement bandwidth of the near-end sub-block or RF Bandwidth.
NOTE 3:
For operation with a standalone NB-IoT carrier adjacent to the Base Station RF Bandwidth edge, the limits in Table 6.6.2.1-3a apply for 0 MHz ( (f < 0.15 MHz.




Table 6.6.2.1-3a: Medium Range BS operating band unwanted emission mask (UEM) for BC1 with standalone NB-IoT carrier adjacent to the Base Station RF Bandwidth edge, BS maximum output power Pmax,c ( 31 dBm
	Frequency offset of measurement filter ‑3dB point, (f
	Frequency offset of measurement filter centre frequency, f_offset
	Minimum requirement (Note 1, 2, 3, 4)
	Measurement bandwidth (Note 7)

	0 MHz ( (f < 0.05 MHz
(Note 1)
	0.015 MHz ( f_offset < 0.065 MHz 
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	30 kHz 

	0.05 MHz ( (f < 0.15 MHz
	0.065 MHz ( f_offset < 0.165 MHz 
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	30 kHz 

	NOTE 1: 
The limits in this table only apply for operation with a standalone NB-IoT carrier adjacent to the Base Station RF Bandwidth edge.

NOTE 2:
For MSR BS supporting non-contiguous spectrum operation within any operating band the minimum requirement within sub-block gaps is calculated as a cumulative sum of contributions from adjacent sub blocks on each side of the sub block gap. 

NOTE 3: 
For MSR BS supporting multi-band operation with Inter RF Bandwidth gap < 20MHz the minimum requirement within the Inter RF Bandwidth gaps is calculated as a cumulative sum of contributions from adjacent sub-blocks or RF Bandwidth on each side of the Inter RF Bandwidth gap.

NOTE 4:
In case the carrier adjacent to the RF bandwidth edge is a standalone NB-IoT carrier, the value of X = PNB-IoTcarrier – 31, where PNB-IoTcarrier is the power level of the standalone NB-IoT carrier adjacent to the RF bandwidth edge. In other cases, X = 0.


Table 6.6.2.1-4: Local Area operating band unwanted emission mask (UEM) for BC1 
	Frequency offset of measurement filter ‑3dB point, (f
	Frequency offset of measurement filter centre frequency, f_offset
	Minimum requirement (Note 1, 2)


	Measurement bandwidth (Note 7)

	0 MHz ( (f < 5 MHz
	0.05 MHz ( f_offset < 5.05 MHz
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	100 kHz 

	5 MHz ( (f < min(10 MHz, Δfmax)
	5.05 MHz ( f_offset < min(10.05 MHz, f_offsetmax)
	-37 dBm
	100 kHz 

	10 MHz ( (f ( (fmax
	10.05 MHz ( f_offset < f_offsetmax 
	-37 dBm (Note 8)
	100 kHz 

	NOTE 1:
For MSR BS supporting non-contiguous spectrum operation within any operating band the minimum requirement within sub-block gaps is calculated as a cumulative sum of contributions from adjacent sub blocks on each side of the sub block gap. Exception is f ≥ 10MHz from both adjacent sub blocks on each side of the sub-block gap, where the minimum requirement within sub-block gaps shall be -37dBm/100 kHz.
NOTE 2: 
For MSR BS supporting multi-band operation with Inter RF Bandwidth gap < 20MHz the minimum requirement within the Inter RF Bandwidth gaps is calculated as a cumulative sum of contributions from adjacent sub-blocks or RF Bandwidth on each side of the Inter RF Bandwidth gap.
NOTE 3:
For operation with a standalone NB-IoT carrier adjacent to the Base Station RF Bandwidth edge, the limits in Table 6.6.2.1-14a apply for 0 MHz ( (f < 0.15 MHz.




Table 6.6.2.1-4a: Local Area operating band unwanted emission mask (UEM) for BC1  with standalone NB-IoT carrier adjacent to the Base Station RF Bandwidth edge
	Frequency offset of measurement filter ‑3dB point, (f
	Frequency offset of measurement filter centre frequency, f_offset
	Minimum requirement (Note 1, 2, 3, 4)
	Measurement bandwidth (Note 7)

	0 MHz ( (f < 0.05 MHz
(Note 1)
	0.015 MHz ( f_offset < 0.065 MHz 
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	30 kHz 

	0.05 MHz ( (f < 0.16 MHz
	0.065 MHz ( f_offset < 0.175 MHz 
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	30 kHz 

	NOTE 1: 
The limits in this table only apply for operation with a standalone NB-IoT carrier adjacent to the Base Station RF Bandwidth edge.

NOTE 2:
For MSR BS supporting non-contiguous spectrum operation within any operating band the minimum requirement within sub-block gaps is calculated as a cumulative sum of contributions from adjacent sub blocks on each side of the sub block gap. 

NOTE 3: 
For MSR BS supporting multi-band operation with Inter RF Bandwidth gap < 20MHz the minimum requirement within the Inter RF Bandwidth gaps is calculated as a cumulative sum of contributions from adjacent sub-blocks or RF Bandwidth on each side of the Inter RF Bandwidth gap.

NOTE 4:
In case the carrier adjacent to the RF bandwidth edge is a standalone NB-IoT carrier, the value of X = PNB-IoTcarrier – 24, where PNB-IoTcarrier is the power level of the standalone NB-IoT carrier adjacent to the RF bandwidth edge. In other cases, X = 0.


6.6.2.2
General minimum requirement for Band Category 2

For a BS operating in Band Category 2 the requirement applies outside the Base Station RF Bandwidth edges. In addition, for a BS operating in non-contiguous spectrum, it applies inside any sub-block gap.

Outside the Base Station RF Bandwidth edges, emissions shall not exceed the maximum levels specified in Tables 6.6.2.2-1 to 6.6.2.2-8 below, where:

-
(f is the separation between the Base Station RF Bandwidth edge frequency and the nominal -3dB point of the measuring filter closest to the carrier frequency.

-
f_offset is the separation between the Base Station RF Bandwidth edge frequency and the centre of the measuring filter.

-
f_offsetmax is the offset to the frequency 10 MHz outside the downlink operating band.

-
(fmax is equal to f_offsetmax minus half of the bandwidth of the measuring filter.

For a BS operating in multiple bands, inside any Inter-RF Bandwidth gaps with Wgap < 20 MHz, emissions shall not exceed the cumulative sum of the minimum requirements specified at the Base Station RF Bandwidth edges on each side of the Inter-RF Bandwidth gap. The minimum requirement for Base Station RF Bandwidth edge is specified in Table 6.6.2.2-1 to 6.6.2.2-8 below, where in this case:
-
(f is the separation between the Base Station RF Bandwidth edge frequency and the nominal -3 dB point of the measuring filter closest to the carrier frequency.

-
f_offset is the separation between the Base Station RF Bandwidth edge frequency and the centre of the measuring filter.

-
f_offsetmax is equal to the Inter RF Bandwidth gap minus half of the bandwidth of the measuring filter.
-
(fmax is equal to f_offsetmax minus half of the bandwidth of the measuring filter.
For a BS capable of multi-band operation where multiple bands are mapped on the same antenna connector and where there is no carrier transmitted in an operating band, the operating band unwanted emission limit, as defined in the tables of the present subclause for the largest frequency offset ((fmax), of a band where there is no carrier transmitted shall apply from 10 MHz below the lowest frequency, up to 10 MHz above the highest frequency of the supported downlink operating band without any carrier transmitted. And no cumulative limits are applied in the inter-band gap between a supported downlink band with carrier(s) transmitted and a supported downlink band without any carrier transmitted.
Inside any sub-block gap for a BS operating in non-contiguous spectrum, emissions shall not exceed the cumulative sum of the minimum requirement specified for the adjacent sub blocks on each side of the sub block gap. The minimum requirement for each sub block is specified in Tables 6.6.2.2-1 to 6.6.2.2-8 below, where in this case:

-
(f is the separation between the sub block edge frequency and the nominal -3 dB point of the measuring filter closest to the sub block edge.

-
f_offset is the separation between the sub block edge frequency and the centre of the measuring filter.

-
f_offsetmax is equal to the sub block gap bandwidth minus half of the bandwidth of the measuring filter.

-
(fmax is equal to f_offsetmax minus half of the bandwidth of the measuring filter.

Table 6.6.2.2-1: Wide Area operating band unwanted emission mask (UEM) for BC2 
	Frequency offset of measurement filter ‑3dB point, (f
	Frequency offset of measurement filter centre frequency, f_offset
	Minimum requirement (Note 2, 3)
	Measurement bandwidth (Note 7)

	0 MHz ( (f < 0.2 MHz

(Note 1)
	0.015 MHz ( f_offset < 0.215 MHz 
	-14 dBm
	30 kHz 

	0.2 MHz ( (f < 1 MHz
	0.215 MHz ( f_offset < 1.015 MHz
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 (Note 4)
	30 kHz 

	(Note 6)
	1.015 MHz ( f_offset < 1.5 MHz 
	-26 dBm (Note 4)
	30 kHz 

	1 MHz ( (f ( 
min((fmax, 10 MHz) 
	1.5 MHz ( f_offset < min(f_offsetmax, 10.5 MHz)
	-13 dBm (Note 4)
	1 MHz 

	10 MHz ( (f ( (fmax
	10.5 MHz ( f_offset < f_offsetmax 
	-15 dBm (Note 4, 8)
	1 MHz 

	NOTE 1:
For operation with a GSM/EDGE or standalone NB-IoT or an E-UTRA 1.4 or 3 MHz carrier adjacent to the Base Station RF Bandwidth edge, the limits in Table 6.6.2.2-2 apply for 0 MHz ( (f < 0.15 MHz.
NOTE 2:
For MSR BS supporting non-contiguous spectrum operation within any operating band the minimum requirement within sub-block gaps is calculated as a cumulative sum of contributions from adjacent sub-blocks on each side of the sub-block gap, where the contribution from the far-end sub-block shall be scaled according to the measurement bandwidth of the near-end sub-block. Exception is f ≥ 10MHz from both adjacent sub-blocks on each side of the sub-block gap, where the minimum requirement within sub-block gaps shall be -15dBm/MHz (for MSR BS supporting multi-band operation, either this limit or -16dBm/100kHz with correspondingly adjusted f_offset shall apply for this frequency offset range for operating bands <1GHz).
NOTE 3:
For MSR BS supporting multi-band operation with Inter RF Bandwidth gap < 20MHz operation the minimum requirement within the Inter RF Bandwidth gaps is calculated as a cumulative sum of contributions from adjacent sub-blocks or RF Bandwidth on each side of the Inter RF Bandwidth gap, where the contribution from the far-end sub-block or RF Bandwidth shall be scaled according to the measurement bandwidth of the near-end sub-block or RF Bandwidth.

NOTE 4:
For MSR BS supporting multi-band operation, either this limit or -16dBm/100kHz with correspondingly adjusted f_offset shall apply for this frequency offset range for operating bands <1GHz.


Table 6.6.2.2-2: Wide Area operating band unwanted emission limits for operation in BC2 with GSM/EDGE or standalone NB-IoT or E-UTRA 1.4 or 3 MHz carriers adjacent to the Base Station RF Bandwidth edge 
	Frequency offset of measurement filter ‑3dB point, (f
	Frequency offset of measurement filter centre frequency, f_offset
	Minimum requirement (Note 1, 2, 3,4, 5)
	Measurement bandwidth (Note 7)

	0 MHz ( (f < 0.05 MHz
	0.015 MHz ( f_offset < 0.065 MHz 
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	30 kHz 

	0.05 MHz ( (f < 0.15 MHz
	0.065 MHz ( f_offset < 0.165 MHz 
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	30 kHz 

	NOTE 1: 
The limits in this table only apply for operation with a GSM/EDGE or standalone NB-IoT or an E-UTRA 1.4 or 3 MHz carrier adjacent to the Base Station RF Bandwidth edge.
NOTE 2:
For MSR BS supporting non-contiguous spectrum operation within any operating band the minimum requirement within sub-block gaps is calculated as a cumulative sum of contributions from adjacent sub blocks on each side of the sub block gap. 

NOTE 3: 
For MSR BS supporting multi-band operation with Inter RF Bandwidth gap < 20MHz the minimum requirement within the Inter RF Bandwidth gaps is calculated as a cumulative sum of contributions from adjacent sub-blocks or RF Bandwidth on each side of the Inter RF Bandwidth gap.

NOTE 4:
In case the carrier adjacent to the Base Station RF Bandwidth edge is a GSM/EDGE carrier, the value of X = PGSMcarrier – 43, where PGSMcarrier is the power level of the GSM/EDGE carrier adjacent to the Base Station RF Bandwidth edge. In other cases, X = 0.
NOTE 5:
In case the carrier adjacent to the RF bandwidth edge is a NB-IoT carrier, the value of X = PNB-IoTcarrier – 43, where PNB-IoTcarrier is the power level of the NB-IoT carrier adjacent to the RF bandwidth edge. In other cases, X = 0.


Table 6.6.2.2-3: Medium Range BS operating band unwanted emission mask (UEM) for BC2, BS maximum output power 31 < Pmax,c ( 38 dBm
	Frequency offset of measurement filter ‑3dB point, (f
	Frequency offset of measurement filter centre frequency, f_offset
	Minimum requirement (Note 2, 3)
	Measurement bandwidth (Note 7)

	0 MHz ( (f < 0.6 MHz

(Note 1)
	0.015MHz ( f_offset < 0.615MHz 
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	30 kHz 

	0.6 MHz ( (f < 1 MHz
	0.615MHz ( f_offset < 1.015MHz
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	30 kHz 

	(Note 6)
	1.015MHz ( f_offset < 1.5 MHz 
	Pmax,c - 65 dB
	30 kHz 

	1 MHz ( (f ( 2.8 MHz
	1.5 MHz ( f_offset < 3.3 MHz
	Pmax,c - 52 dB
	1 MHz 

	2.8 MHz ( (f ( 5 MHz
	3.3 MHz ( f_offset < 5.5 MHz
	min(Pmax,c - 52 dB, -15dBm)
	1 MHz 

	5 MHz ( (f ( (fmax
	5.5 MHz ( f_offset < f_offsetmax 
	Pmax,c - 56 dB
	1 MHz 

	NOTE 1:
For operation with a GSM/EDGE or standalone NB-IoT or an E-UTRA 1.4 or 3 MHz carrier adjacent to the Base Station RF Bandwidth edge, the limits in Table 6.6.2.2-5 apply for 0 MHz ( (f < 0.15 MHz.
NOTE 2:
For MSR BS supporting non-contiguous spectrum operation within any operating band the minimum requirement within sub-block gaps is calculated as a cumulative sum of contributions from adjacent sub blocks on each side of the sub block gap, where the contribution from the far-end sub-block shall be scaled according to the measurement bandwidth of the near-end sub-block. Exception is f ≥ 10MHz from both adjacent sub-blocks on each side of the sub-block gap, where the minimum requirement within sub-block gaps shall be (Pmax,c - 56 dB)/MHz. 

NOTE 3: 
For MSR BS supporting multi-band operation with Inter RF Bandwidth gap < 20MHz the minimum requirement within the Inter RF Bandwidth gaps is calculated as a cumulative sum of contributions from adjacent sub-blocks or RF Bandwidth on each side of the Inter RF Bandwidth gap, where the contribution from the far-end sub-block or RF Bandwidth shall be scaled according to the measurement bandwidth of the near-end sub-block or RF Bandwidth.


Table 6.6.2.2-4: Medium Range BS operating band unwanted emission mask (UEM) for BC2, BS maximum output power Pmax,c ( 31 dBm
	Frequency offset of measurement filter ‑3dB point, (f
	Frequency offset of measurement filter centre frequency, f_offset
	Minimum requirement (Note 2, 3)
	Measurement bandwidth (Note 7)

	0 MHz ( (f < 0.6 MHz

(Note 1)
	0.015MHz ( f_offset < 0.615MHz 
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	30 kHz 

	0.6 MHz ( (f < 1 MHz
	0.615MHz ( f_offset < 1.015MHz
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	30 kHz 

	(Note 6)
	1.015MHz ( f_offset < 1.5 MHz 
	-34 dBm
	30 kHz 

	1 MHz ( (f ( 5 MHz
	1.5 MHz ( f_offset < 5.5 MHz
	-21 dBm
	1 MHz 

	5 MHz ( (f ( (fmax
	5.5 MHz ( f_offset < f_offsetmax 
	-25 dBm
	1 MHz 

	NOTE 1:
For operation with a GSM/EDGE or standalone NB-IoT or an E-UTRA 1.4 or 3 MHz carrier adjacent to the Base Station RF Bandwidth edge, the limits in Table 6.6.2.2-6 apply for 0 MHz ( (f < 0.15MHz.
NOTE 2:
For MSR BS supporting non-contiguous spectrum operation within any operating band the minimum requirement within sub-block gaps is calculated as a cumulative sum of contributions from adjacent sub blocks on each side of the sub block gap, where the contribution from the far-end sub-block shall be scaled according to the measurement bandwidth of the near-end sub-block. Exception is f ≥ 10MHz from both adjacent sub-blocks on each side of the sub-block gap, where the minimum requirement within sub-block gaps shall be -25dBm/MHz. 

NOTE 3: 
For MSR BS supporting multi-band operation with Inter RF Bandwidth gap < 20MHz the minimum requirement within the Inter RF Bandwidth gaps is calculated as a cumulative sum of contributions from adjacent sub-blocks or RF Bandwidth on each side of the Inter RF Bandwidth gap, where the contribution from the far-end sub-block or RF Bandwidth shall be scaled according to the measurement bandwidth of the near-end sub-block or RF Bandwidth.


Table 6.6.2.2-5: Medium Range operating band unwanted emission limits for operation in BC2 with GSM/EDGE or E-UTRA 1.4 or 3 MHz carriers or standalone NB-IoT adjacent to the Base Station RF Bandwidth edge, BS maximum output power 31 < Pmax,c ( 38 dBm
	Frequency offset of measurement filter ‑3dB point, (f
	Frequency offset of measurement filter centre frequency, f_offset
	Minimum requirement (Note 2, 3)
	Measurement bandwidth (Note 7)

	0 MHz ( (f < 0.05 MHz
(Note 1)
	0.015 MHz ( f_offset < 0.065 MHz 
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	30 kHz 

	0.05 MHz ( (f < 0.15 MHz
	0.065 MHz ( f_offset < 0.165 MHz 
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	30 kHz 

	NOTE 1:
The limits in this table only apply for operation with a GSM/EDGE or standalone NB-IoT or an E-UTRA 1.4 or 3 MHz carrier adjacent to the Base Station RF Bandwidth edge.
NOTE 2:
For MSR BS supporting non-contiguous spectrum operation within any operating band the minimum requirement within sub-block gaps is calculated as a cumulative sum of contributions from adjacent sub blocks on each side of the sub block gap.
NOTE 3: 
For MSR BS supporting multi-band operation with Inter RF Bandwidth gap < 20MHz the minimum requirement within the Inter RF Bandwidth gaps is calculated as a cumulative sum of contributions from adjacent sub-blocks or RF Bandwidth on each side of the Inter RF Bandwidth gap.


Table 6.6.2.2-6: Medium Range operating band unwanted emission limits for operation in BC2 with GSM/EDGE or E-UTRA 1.4 or 3 MHz carriers or standalone NB-IoT adjacent to the Base Station RF Bandwidth edge, BS maximum output power Pmax,c ( 31 dBm
	Frequency offset of measurement filter ‑3dB point, (f
	Frequency offset of measurement filter centre frequency, f_offset
	Minimum requirement (Note 2, 3, 4)
	Measurement bandwidth (Note 7)

	0 MHz ( (f < 0.05 MHz
(Note 1)
	0.015 MHz ( f_offset < 0.065 MHz 
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	30 kHz 

	0.05 MHz ( (f < 0.15 MHz
	0.065 MHz ( f_offset < 0.165 MHz 
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	30 kHz 

	NOTE 1:
The limits in this table only apply for operation with a GSM/EDGE or standalone NB-IoT or an E-UTRA 1.4 or 3 MHz carrier adjacent to the Base Station RF Bandwidth edge.
NOTE 2:
For MSR BS supporting non-contiguous spectrum operation within any operating band the minimum requirement within sub-block gaps is calculated as a cumulative sum of contributions from adjacent sub blocks on each side of the sub block gap.
NOTE 3: 
For MSR BS supporting multi-band operation with Inter RF Bandwidth gap < 20MHz the minimum requirement within the Inter RF Bandwidth gaps is calculated as a cumulative sum of contributions from adjacent sub-blocks or RF Bandwidth on each side of the Inter RF Bandwidth gap.
NOTE 4: 
In case the carrier adjacent to the Base Station RF Bandwidth edge is a GSM/EDGE carrier, the value of X = PGSMcarrier – 31, where PGSMcarrier is the power level of the GSM/EDGE carrier adjacent to the Base Station RF Bandwidth edge. In other cases, X = 0.
NOTE 5:
In case the carrier adjacent to the RF bandwidth edge is a NB-IoT carrier, the value of X = PNB-IoTcarrier – 31, where PNB-IoTcarrier is the power level of the NB-IoT carrier adjacent to the RF bandwidth edge. In other cases, X = 0.


Table 6.6.2.2-7: Local Area operating band unwanted emission mask (UEM) for BC2
	Frequency offset of measurement filter ‑3dB point, (f
	Frequency offset of measurement filter centre frequency, f_offset
	Minimum requirement (Note 2, 3)
	Measurement bandwidth (Note 7)

	0 MHz ( (f < 5 MHz
(Note 1)
	0.05 MHz ( f_offset < 5.05 MHz
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	100 kHz 

	5 MHz ( (f < min(10 MHz, Δfmax)
	5.05 MHz ( f_offset < min(10.05 MHz, f_offsetmax)
	-37 dBm
	100 kHz 

	10 MHz ( (f ( (fmax
	10.05 MHz ( f_offset < f_offsetmax 
	-37 dBm (Note 8)
	100 kHz 

	NOTE 1:
For operation with a GSM/EDGE or standalone NB-IoT or an E-UTRA 1.4 or 3 MHz carrier adjacent to the Base Station RF Bandwidth edge, the limits in Table 6.6.2.2-8 apply for 0 MHz ( (f < 0.16 MHz.
NOTE 2:
For MSR BS supporting non-contiguous spectrum operation within any operating band the minimum requirement within sub-block gaps is calculated as a cumulative sum of contributions from adjacent sub blocks on each side of the sub block gap. Exception is f ≥ 10MHz from both adjacent sub blocks on each side of the sub-block gap, where the minimum requirement within sub-block gaps shall be -37dBm/100 kHz.
NOTE 3: 
For MSR BS supporting multi-band operation with Inter RF Bandwidth gap < 20MHz the minimum requirement within the Inter RF Bandwidth gaps is calculated as a cumulative sum of contributions from adjacent sub-blocks or RF Bandwidth on each side of the Inter RF Bandwidth gap.


Table 6.6.2.2-8: Local Area operating band unwanted emission limits for operation in BC2 with GSM/EDGE or E-UTRA 1.4 or 3 MHz carriers or standalone NB-IoT adjacent to the Base Station RF Bandwidth edge
	Frequency offset of measurement filter ‑3dB point, (f
	Frequency offset of measurement filter centre frequency, f_offset
	Minimum requirement (Note 2, 3, 4)
	Measurement bandwidth (Note 7)

	0 MHz ( (f < 0.05 MHz
(Note 1)
	0.015 MHz ( f_offset < 0.065 MHz 
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	30 kHz 

	0.05 MHz ( (f < 0.16 MHz
	0.065 MHz ( f_offset < 0.175 MHz 
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	30 kHz 

	NOTE 1:
The limits in this table only apply for operation with a GSM/EDGE or standalone NB-IoT or an E-UTRA 1.4 or 3 MHz carrier adjacent to the Base Station RF Bandwidth edge.
NOTE 2:
For MSR BS supporting non-contiguous spectrum operation within any operating band the minimum requirement within sub-block gaps is calculated as a cumulative sum of contributions from adjacent sub blocks on each side of the sub block gap.
NOTE 3: 
For MSR BS supporting multi-band operation with Inter RF Bandwidth gap < 20MHz the minimum requirement within the Inter RF Bandwidth gaps is calculated as a cumulative sum of contributions from adjacent sub-blocks or RF Bandwidth on each side of the Inter RF Bandwidth gap.
NOTE 4: 
In case the carrier adjacent to the RF bandwidth edge is a GSM/EDGE carrier, the value of X = PGSMcarrier – 24, where PGSMcarrier is the power level of the GSM/EDGE carrier adjacent to the Base Station RF Bandwidth edge. In other cases, X = 0.
qNOTE 5:
In case the carrier adjacent to the RF bandwidth edge is a NB-IoT carrier, the value of X = PNB-IoTcarrier – 24, where PNB-IoTcarrier is the power level of the NB-IoT carrier adjacent to the RF bandwidth edge. In other cases, X = 0.


The following notes are common to all subclauses in 6.6.2:
NOTE 6:
This frequency range ensures that the range of values of f_offset is continuous.

NOTE 7:
As a general rule for the requirements in the present subclause, the resolution bandwidth of the measuring equipment should be equal to the measurement bandwidth. However, to improve measurement accuracy, sensitivity and efficiency, the resolution bandwidth may be smaller than the measurement bandwidth. When the resolution bandwidth is smaller than the measurement bandwidth, the result should be integrated over the measurement bandwidth in order to obtain the equivalent noise bandwidth of the measurement bandwidth.

NOTE 8:
The requirement is not applicable when (fmax < 10 MHz.

NOTE 9:
All limits in Table 6.6.2.2‑1, Table 6.6.2.2‑3, Table 6.6.2.2‑4 and Table 6.6.2.2‑7 are identical to the corresponding limits for Band Category 1 and 3.

6.6.2.3
GSM/EDGE single-RAT requirements

The following requirements in TS 45.005 [5] shall apply to an MSR Base Station for any operating band with GSM/EDGE single RAT operation in Band Category 2:
-
Spectrum due to the modulation and wide band noise, applicable parts of subclause 4.2.1.1, 4.2.1.2, 4.2.1.3-a2, 4.2.1.3-b2, 4.2.1.3-c2 and 4.2.1.4.2.

-
Spectrum due to switching transients, applicable parts of subclause 4.2.2.1-b.

-
Emission requirement for frequency offsets of between 2 and 10 MHz outside relevant transmit band, applicable parts of subclause 4.3.1 and 4.3.2.1.

-
Intra BTS Intermodulation, applicable parts of subclause 4.7.2, 4.7.2.1-b, 4.7.2.3-b and 4.7.2.3-c.

6.6.2.4
Additional requirements

6.6.2.4.1
Limits in FCC Title 47

In addition to the requirements in subclauses 6.6.2.1 and 6.6.2.2, the BS may have to comply with the applicable emission limits established by FCC Title 47 [8], when deployed in regions where those limits are applied, and under the conditions declared by the manufacturer. 

6.6.2.4.2
Unsynchronized operation for BC3 

In certain regions, the following requirements may apply to a TDD BS operating in BC3 in the same geographic area and in the same operating band as another TDD system without synchronisation. For this case the emissions shall not exceed -52 dBm/MHz in each supported downlink operating band except in:

-
The frequency range from 10 MHz below the lower Base Station RF Bandwidth edge to the frequency 10 MHz above the upper Base Station RF Bandwidth edge of each supported band.

NOTE 1: 
Local or regional regulations may specify another excluded frequency range, which may include frequencies where synchronised TDD systems operate.

NOTE 2:
TDD base stations that are synchronized and operating in BC3 can transmit without these additional co-existence requirements.

6.6.2.4.3
Protection of DTT 

In certain regions the following requirement may apply for protection of DTT. For a BS operating in Band 20, the level of emissions in the band 470-790 MHz, measured in an 8 MHz filter bandwidth on centre frequencies Ffilter according to Table 6.6.2.4.3-1, shall not exceed the  maximum emission level PEM,N declared by the manufacturer. This requirement applies in the frequency range 470-790 MHz even though part of the range falls in the spurious domain. 

Table 6.6.2.4.3-1: Declared emissions levels for protection of DTT

	Filter centre frequency, Ffilter
	Measurement bandwidth
	Declared emission level [dBm]

	Ffilter = 8*N + 306 (MHz); 
21 ≤ N ≤ 60
	8 MHz
	PEM,N


Note: 
The regional requirement is defined in terms of EIRP (effective isotropic radiated power), which is dependent on both the BS emissions at the antenna connector and the deployment (including antenna gain and feeder loss). The requirement defined above provides the characteristics of the base station needed to verify compliance with the regional requirement. Compliance with the regional requirement can be determined using the method outlined in Annex G of TS 36.104 [4].

6.6.2.4.4
Co-existence with services in adjacent frequency bands

This requirement may be applied for the protection of systems operating in frequency bands adjacent to Band 1 as defined in clause 4.5, in geographic areas in which both an adjacent band service and UTRA and/or E-UTRA are deployed.

The power of any spurious emission shall not exceed:

Table 6.6.2.4.4-1: Emissions limits for protection of adjacent band services

	Operating Band
	Frequency range
	Maximum Level
	Measurement Bandwidth

	1
	2100-2105 MHz
	-30 + 3.4 ( (f - 2100 MHz) dBm
	1 MHz 

	
	2175-2180 MHz
	-30 + 3.4 ( (2180 MHz - f) dBm
	1 MHz


6.6.2.4.5
Co-existence with RNSS/GPS services in North America

In regions where FCC regulation applies, requirements for protection of GPS according to FCC Order DA 10-534 applies for operation in Band 24. The following normative requirement covers the base station, to be used together with other information about the site installation to verify compliance with the requirement in FCC Order DA 10-534. The requirement applies to BS operating in Band 24 to ensure that appropriate interference protection is provided to the 1559 – 1610 MHz band. This requirement applies to the frequency range 1559-1610 MHz. 

The level of emissions in the 1559 – 1610 MHz band, measured in measurement bandwidth according to Table 6.6.2.4.5-1 shall not exceed the maximum emission levels PE_1MHz and PE_1kHz declared by the manufacturer.
Table 6.6.2.4.5-1: Declared emissions levels for protection of the 1559-1610 MHz band
	Operating Band
	Frequency range
	Declared emission level [dBW] 

(Measurement bandwidth = 1 MHz)
	Declared emission level [dBW] of discrete emissions of less than 700 Hz bandwidth

(Measurement bandwidth = 1 kHz)

	24
	1559 - 1610 MHz
	PE_1MHz
	PE_1kHz


Note: 
The regional requirement in FCC Order DA 10-534 is defined in terms of EIRP (effective isotropic radiated power), which is dependent on both the BS emissions at the antenna connector and the deployment (including antenna gain and feeder loss). The EIRP level is calculated using: PEIRP = PE + Gant where PE denotes the BS unwanted emission level at the antenna connector, Gant equals the BS antenna gain minus feeder loss. The requirement defined above provides the characteristics of the base station needed to verify compliance with the regional requirement.
6.6.2.4.6
Additional requirements for band 41
The following requirement may apply to BS operating in Band 41 in certain regions. Emissions shall not exceed the maximum levels specified in Table 6.6.2.4.6-1 below, where:

-
(f is the separation between the Base Station RF Bandwidth edge frequency and the nominal -3dB point of the measuring filter closest to the carrier frequency.

-
f_offset is the separation between the Base Station RF Bandwidth edge frequency and the centre of the measuring filter.
Table 6.6.2.4.6-1: Additional operating band unwanted emission limits for Band 41
	Channel bandwidth
	Frequency offset of measurement filter ‑3dB point, (f
	Frequency offset of measurement filter centre frequency, f_offset
	Minimum requirement
	Measurement bandwidth 

	10 MHz
	10 MHz ( (f < 20 MHz
	10.5 MHz ( f_offset < 19.5 MHz
	-22 dBm
	1 MHz 

	20 MHz
	20 MHz ( (f < 40 MHz
	20.5 MHz ( f_offset < 39.5 MHz
	-22 dBm
	1 MHz 

	NOTE: 
This requirement applies for E-UTRA carriers allocated within 2545-2575MHz or 2595-2645MHz.


6.6.2.4.7
Additional band 32, 50, 51, 74, 75 and 76 unwanted emissions

In certain regions, the following requirements may apply to BS operating in Band 32 within 1452-1492 MHz, in Band 75 within 1432-1517 MHz and in Band 76 within 1427-1432 MHz.. The level of operating band unwanted emissions, measured on centre frequencies f_offset with filter bandwidth, according to Table 6.6.2.4.7-1, shall neither exceed the maximum emission level PEM,B32,B75,B76,a ,  PEM,B32,B75,B76,b nor PEM,B32,B75,B76,c declared by the manufacturer. 

For Band 32, this requirement applies in the frequency range 1452-1492 MHz when non-Mobile/Fixed Communications Network (MFCN) services are deployed in adjacent frequency ranges, while it applies also within 1427-1452 MHz and/or 1492-1517 MHz when MFCN services are deployed in such frequency ranges, even though part of the ranges falls in the spurious domain.
 For Band 75, this requirement applies in the frequency range 1427-1517 MHz. For Band 76, this requirement applies in the frequency range 1432-1517 MHz even though part of the range falls in the spurious domain.

Table 6.6.2.4.7-1: Declared operating band 32, 75 and 76 unwanted emission within 1427-1517 MHz
	Frequency offset of measurement filter centre frequency, f_offset
	Declared emission level [dBm]
	Measurement bandwidth 

	2.5 MHz
	PEM,B32,B75,B76,a
	5 MHz 

	7.5 MHz
	PEM,B32,B75,B76,b
	5 MHz 

	12.5 MHz ≤ f_offset ≤ f_offsetmax   
	PEM,B32,B75,B76,c
	5 MHz

	NOTE:
For Band 32, when non-MFCN services are deployed in the adjacent bands, f_offsetmax  denotes the frequency difference between the lower Base Station RF Bandwidth edge and 1454.5 MHz, and the frequency difference between the upper Base Station RF Bandwidthl edge and 1489.5 MHz for the set channel position. For Band 32, when MFCN services are deployed in the adjacent frequencies, Band 75 and Band 76, f_offsetmax denotes the frequency difference between the lower Base Station RF Bandwidth edge and 1429.5 MHz, and the frequency difference between the upper Base Station RF Bandwidth edge and 1514.5 MHz for the set channel position.


NOTE:
The regional requirement, included in [16], is defined in terms of EIRP per antenna, which is dependent on both the BS emissions at the antenna connector and the deployment (including antenna gain and feeder loss). The requirement defined above provides the characteristics of the base station needed to verify compliance with the regional requirement. The assessment of the EIRP level is described in Annex H of TS 36.104 [4].

In certain regions, the following requirement may apply to BS operating in Band 32 within 1452-1492MHz for the protection of non-MFCN services in spectrum adjacent to the frequency range 1452-1492 MHz. The level of emissions, measured on centre frequencies Ffilter with filter bandwidth according to Table 6.6.2.4.7-2, shall neither exceed the maximum emission level PEM,B32,d nor PEM,B32,e declared by the manufacturer. This requirement applies in the frequency range 1429-1518MHz even though part of the range falls in the spurious domain.

Table 6.6.2.4.7-2: Operating band 32 declared emission outside 1452-1492 MHz

	Filter centre frequency, Ffilter
	Declared emission level [dBm]
	Measurement bandwidth

	1429.5 MHz ≤ Ffilter ≤ 1448.5 MHz
	PEM,B32,d
	1 MHz

	Ffilter =  1450.5 MHz
	PEM,B32,e
	3 MHz

	Ffilter  = 1493.5 MHz
	PEM,B32,e
	3 MHz

	1495.5 MHz ≤  Ffilter  ≤ 1517.5 MHz  
	PEM,B32,d
	1 MHz


NOTE:
The regional requirement, included in [15], is defined in terms of EIRP, which is dependent on both the BS emissions at the antenna connector and the deployment (including antenna gain and feeder loss). The requirement defined above provides the characteristics of the base station needed to verify compliance with the regional requirement. The assessment of the EIRP level is described in Annex H of TS 36.104 [4].

In certain regions, the following requirement may apply to BS operating in Band 50 and Band 75 within 1492-1517 MHz and in Band 74 within 1492-1518 MHz. The level of emissions, measured on centre frequencies Ffilter with filter bandwidth according to Table 6.6.2.4.7-3, shall not exceed the maximum emission level PEM,B50,B74,B75  declared by the manufacturer.

Table 6.6.2.4.7-3: Operating band 50, 74 and 75 declared emission above 1520 MHz

	Filter centre frequency, Ffilter
	Declared emission level [dBm]
	Measurement bandwidth

	1520.5 MHz ≤ Ffilter ≤ 1558.5 MHz
	PEM,B50,B74,B75
	1 MHz


NOTE:
The regional requirement, included in [16], is defined in terms of EIRP, which is dependent on both the BS emissions at the antenna connector and the deployment (including antenna gain and feeder loss). The requirement defined above provides the characteristics of the base station needed to verify compliance with the regional requirement. The assessment of the EIRP level is described in Annex H.
In certain regions, the following requirement may apply to E-UTRA BS operating in Band 50 and Band 75 within 1432-1452 MHz, and in Band 51 and Band 76. Emissions shall not exceed the maximum levels specified in Table 6.6.2.4.7-4.

Table 6.6.2.4.7-4: Additional operating band unwanted emission limits for BS operating in Band 50 and 75 within 1432-1452 MHz, and in Band 51 and 76

	Filter centre frequency, Ffilter
	Maximum Level [dBm]
	Measurement Bandwidth

	Ffilter = 1413.5 MHz
	-42
	27 MHz


6.6.2.4.8
Additional requirements for band 45

In certain regions the following requirement may apply to E-UTRA BS operating in Band 45. Emissions shall not exceed the maximum levels specified in Table 6.6.2.4.8-1.

Table 6.6.2.4.8-1: Emissions limits for protection of adjacent band services

	Operating Band
	Filter centre frequency, Ffilter 
	Maximum Level [dBm]
	Measurement Bandwidth

	45
	Ffilter = 1467.5
	-20
	1 MHz

	
	Ffilter = 1468.5
	-23
	1 MHz

	
	Ffilter = 1469.5
	-26
	1 MHz

	
	Ffilter = 1470.5
	-33
	1 MHz

	
	Ffilter = 1471.5
	-40
	1 MHz

	
	1472.5 MHz ≤ Ffilter ≤ 1491.5 MHz
	-47
	1 MHz


6.6.2.4.9
Additional requirements for band 48

The following requirement may apply to BS operating in Band 48 in certain regions. Emissions shall not exceed the maximum levels specified in Table 6.6.2.4.9-1.

Table 6.6.2.4.9-1: Additional operating band unwanted emission limits for Band 48
	Channel bandwidth
	Frequency offset of measurement filter ‑3dB point, (f
	Frequency offset of measurement filter centre frequency, f_offset
	Minimum requirement
	Measurement bandwidth

	All
	0 MHz ( (f < 10 MHz
	0.5 MHz ( f_offset < 9.5 MHz
	-13 dBm
	1 MHz


6.6.3
Occupied bandwidth

The occupied bandwidth is the width of a frequency band such that, below the lower and above the upper frequency limits, the mean powers emitted are each equal to a specified percentage /2 of the total mean transmitted power. See also ITU-R Recommendation SM.328 [11].

The value of /2 shall be taken as 0.5%.

The requirement in the present clause applies during the transmitter ON period for a single transmitted carrier. In addition, for E-UTRA intra-band contiguous carrier aggregation, the requirement in clause 6.6.1 of TS 36.104 [4] applies for the E-UTRA component carriers that are aggregated. The minimum requirement below may be applied regionally. There may also be regional requirements to declare the occupied bandwidth according to the definition in the present clause.

6.6.3.1
Minimum requirement

The occupied bandwidth shall be less than values listed in Table 6.6.3.1-1.

Table 6.6.3.1-1: Occupied bandwidth

	RAT
	Occupied bandwidth limit

	E-UTRA
	BWChannel

	UTRA FDD
	5 MHz

	1.28 Mcps UTRA TDD
	1.6 MHz

	NB-IoT
	200 kHz


<End of changes>
<Start of changes>
7.4
In-band selectivity and blocking

The in-band selectivity and blocking characteristics are measures of the receiver ability to receive a wanted signal at its assigned channel in the presence of an unwanted interferer inside the operating band and are defined by a (wideband) and a narrowband blocking requirement. 

7.4.1
General blocking minimum requirement

For the general blocking requirement, the interfering signal shall be a UTRA FDD signal as specified in Annex A.

The requirement is applicable outside the Base Station RF Bandwidth or Radio Bandwidth. The interfering signal offset is defined relative to the Base Station RF Bandwidth edges or Radio Bandwidth edges.

For BS operating in non-contiguous spectrum, the requirement applies in addition inside any sub-block gap, in case the sub-block gap size is at least 15 MHz. The interfering signal offset is defined relative to the sub-block edges inside the sub-block gap.
For BS capable of multi-band operation, the requirement applies in addition inside any Inter RF Bandwidth gap, in case the gap size is at least 15 MHz. The interfering signal offset is defined relative to the Base Station RF Bandwidth edges inside the Inter RF Bandwidth gap.
For the wanted and interfering signal coupled to the base station antenna input, using the parameters in Table 7.4.1‑1 and 7.4.1-2, the following requirements shall be met:

-
For any E-UTRA carrier, the throughput shall be ≥ 95% of the maximum throughput of the reference measurement channel defined in TS 36.104 [4], subclause 7.2.

-
For any UTRA FDD carrier, the BER shall not exceed 0.001 for the reference measurement channel defined in TS 25.104 [2], subclause 7.2.

-
For any UTRA TDD carrier, the BER shall not exceed 0.001 for the reference measurement channel defined in TS 25.105 [3], subclause 7.2.

-
For any GSM/EDGE carrier, the conditions are specified in TS 45.005 [5], Annex P.2.1.

-
For any NB-IoT carrier, the throughput shall be ≥ 95% of the maximum throughput of the reference measurement channel defined in TS 36.104 [4], subclause 7.2.

For BS capable of multi-band operation, the requirement applies according to Table 7.4.1-1 for the in-band blocking frequency ranges of each supported operating band.

Table 7.4.1-1: General blocking requirement

	Base Station Type
	Mean power of interfering signal [dBm]
	Wanted Signal mean power [dBm]

(Note 1)
	Centre Frequency of Interfering Signal
	Interfering signal centre frequency minimum frequency offset from the Base Station RF Bandwidth edge or sub-block edge inside a gap [MHz]

	Wide Area BS
	-40
	PREFSENS + x dB 
(Note 2)
	See Table 7.4.1-2
	±7.5

	Medium Range BS
	-35
	PREFSENS + x dB 
(Note 3)
	
	

	Local Area BS
	-30
	PREFSENS + x dB 
(Note 4)
	
	

	NOTE 1:
PREFSENS depends on the RAT, the BS class and on the channel bandwidth, see subclause 7.2.

NOTE 2:
For WA BS, “x” is equal to 6 in case of E-UTRA or UTRA or NB-IoT wanted signals and equal to 3 in case of GSM/EDGE wanted signal. 

NOTE 3: 
For MR BS, “x” is equal to 6 in case of UTRA wanted signals, 9 in case of E-UTRA or NB-IoT wanted signal and 3 in case of GSM/EDGE wanted signal.

NOTE 4: 
For LA BS, “x” is equal to 11 in case of E-UTRA or NB-IoT wanted signal, 6 in case of UTRA wanted signal and equal to 3 in case of GSM/EDGE wanted signal.

NOTE5:
For a BS capable of multi-band operation, “x” in Note 2, 3, 4 apply in case of interfering signals that are in the in-band blocking frequency range of the operating band where the wanted signal is present or in an adjacent or overlapping band. For other in-band blocking frequency ranges of the interfering signal for the supported operating bands, “x” is equal to 1.4 dB.


Table 7.4.1-2: Interfering signal for the general blocking requirement

	Operating Band Number
	Centre Frequency of Interfering Signal [MHz]

	1-7, 9-11, 13, 14, 18, 19, 21-23, 24, 27, 30, 33-45, 48, 50, 51, 65, 66, 68, 70
	(FUL_low -20)
	to
	(FUL_high +20)

	8, 26, 28
	(FUL_low -20)
	to
	(FUL_high +10)

	12
	(FUL_low  -20)
	to
	(FUL_high +13)

	17
	(FUL_low  -20)
	to
	(FUL_high +18)

	20, 71
	(FUL_low  -11)
	to
	(FUL_high +20)

	25
	(FUL_low  -20)
	to
	(FUL_high +15)

	31, 72, 74
	(FUL_low  -20)
	To
	(FUL_high +5)


NOTE:
The requirement in Table 7.4.1-1 and 7.4.1-2 assumes that two operating bands, where the downlink operating band (see Table 4.5-1 and Table 4.5-2) of one band would be within the in-band blocking region of the other band, are not deployed in the same geographical area.

7.4.2
General narrowband blocking minimum requirement

For the general narrowband blocking requirement, the interfering signal shall be an E-UTRA 1RB signal as specified in Annex A.

The requirement is applicable outside the Base Station RF Bandwidth or Radio Bandwidth. The interfering signal offset is defined relative to the Base Station RF Bandwidth edges or Radio Bandwidth edges.

For BS operating in non-contiguous spectrum, the requirement applies in addition inside any sub-block gap, in case the sub-block gap size is at least 3 MHz. The interfering signal offset is defined relative to the sub-block edges inside the sub-block gap.

For BS capable of multi-band operation, the requirement applies in addition inside any Inter RF Bandwidth gap in case the gap size is at least 3 MHz. The interfering signal offset is defined relative to the Base Station RF Bandwidth edges inside the Inter RF Bandwidth gap.

For the wanted and interfering signal coupled to the base station antenna input, using the parameters in Table 7.4.2‑1, the following requirements shall be met:

-
For any E-UTRA carrier, the throughput shall be ≥ 95% of the maximum throughput of the reference measurement channel defined in TS 36.104 [4], subclause 7.2.

-
For any UTRA FDD carrier, the BER shall not exceed 0.001 for the reference measurement channel defined in TS 25.104 [2], subclause 7.2.

-
For any UTRA TDD carrier, the BER shall not exceed 0.001 for the reference measurement channel defined in TS 25.105 [3], subclause 7.2.

-
For any GSM/EDGE carrier, the conditions are specified in TS 45.005 [5], Annex P.2.1.

-
For any NB-IoT carrier, the throughput shall be ≥ 95% of the maximum throughput of the reference measurement channel defined in TS 36.104 [4], subclause 7.2.

Table 7.4.2-1: Narrowband blocking requirement

	Base Station Type
	RAT of the carrier
	Wanted signal mean power [dBm]

(Note 1)
	Interfering signal mean power [dBm]
	Interfering RB (Note 3) centre frequency offset from the Base Station RF Bandwidth edge or sub-block edge inside a gap [kHz]

	Wide Area BS
	E-UTRA, NB-IoT(Note 4)
UTRA and GSM/EDGE
	PREFSENS + x dB (Note 2)
	-49
	±(240 +m*180),

m=0, 1, 2, 3, 4, 9, 14

	Medium Range BS
	
	
	-44
	

	Local Area BS
	
	
	-41
	

	NOTE 1:
PREFSENS depends on the RAT, the BS class and on the channel bandwidth, see subclause 7.2.

NOTE 2:
“x” is equal to 6 in case of E-UTRA or UTRA wanted signals and equal to 3 in case of GSM/EDGE wanted signal. “x” is specified in Table 7.4.2-2 for NB-IoT. 

NOTE 3:
Interfering signal (E-UTRA 3MHz) consisting of one resource block positioned at the stated offset, the channel bandwidth of the interfering signal is located adjacently to the Base Station RF Bandwidth edge.

NOTE 4:
For NB-IoT, the mentioned desens values consider only one NB-IoT PRB in the guard band, which is placed adjacent to the E-UTRA PRB edge as close as possible (i.e., away from edge of channel bandwidth).


Table 7.4.2-2: “x” for NB-IoT wanted signals

	Operation mode
	LTE channel bandwidth for in-band/guard band operation 
	x

	Standalone
	-
	12

	In Band
	
	

	
	3 MHz
	11

	
	5 MHz
	9

	
	10 MHz
	6

	
	15 MHz
	6

	
	20 MHz
	6

	Gaurd band
	5 MHz
	13

	
	10 MHz
	6

	
	15 MHz
	6

	
	20 MHz
	6


7.4.3
Additional Narrowband blocking minimum requirement for GSM/EDGE

The GSM/EDGE in-band blocking requirement as stated in TS 45.005 [5], applicable parts of subclauses 5.1.3 and 5.1.4, shall apply for any GSM/EDGE carrier.

The conditions specified in TS 45.005 [5], Annex P.2.1 apply for GSM/EDGE in-band narrowband blocking. 

7.4.4
GSM/EDGE requirements for AM suppression

The GSM/EDGE AM suppression requirement as stated in TS 45.005 [5], applicable parts of subclauses 5.2.2, shall apply for any GSM/EDGE carrier.

The conditions specified in TS 45.005 [5], Annex P.2.3 apply for GSM/EDGE AM suppression. 

7.4.5

Additional BC3 blocking minimum requirement

The interfering signal is a 1.28 Mcps UTRA TDD modulated signal as specified in Annex A.

The requirement is always applicable outside the Base Station RF Bandwidth or Radio Bandwidth. The interfering signal offset is defined relative to the Base Station RF Bandwidth edges or Radio Bandwidth edges.

For BS capable of multi-band operation, the requirement applies in addition inside any Inter RF Bandwidth gap, in case the gap size is at least 4.8 MHz. The interfering signal offset is defined relative to the Base Station RF Bandwidth edges inside the Inter RF Bandwidth gap.

For the wanted and interfering signal coupled to the base station antenna input, using the parameters in Table 7.4.5‑1, the following requirements shall be met:

-
For any E-UTRA TDD carrier, the throughput shall be ≥ 95% of the maximum throughput of the reference measurement channel defined in TS 36.104 [4], subclause 7.2.

-
For any UTRA TDD carrier, the BER shall not exceed 0.001 for the reference measurement channel defined in TS 25.105 [3], subclause 7.2.

Table 7.4.5-1: Additional blocking requirement for Band Category 3
	Operating Band
	Centre Frequency of Interfering Signal [MHz]
	Interfering Signal mean power [dBm]
	Wanted Signal mean power [dBm]
	Interfering signal centre frequency minimum frequency offset from the Base Station RF Bandwidth edge [MHz]

	33 - 40
	(FUL_low - 20)
	to
	(FUL_high + 20)
	-40, 
	PREFSENS + 6 dB*
	±2.4

	NOTE*: 
PREFSENS depends on the RAT and on the channel bandwidth, see section 7.2.


<End of changes>
<Start of changes>
7.7
Receiver intermodulation

Third and higher order mixing of the two interfering RF signals can produce an interfering signal in the band of the desired channel. Intermodulation response rejection is a measure of the capability of the receiver to receive a wanted signal on its assigned channel frequency in the presence of two interfering signals which have a specific frequency relationship to the wanted signal. 

7.7.1
General intermodulation minimum requirement

Interfering signals shall be a CW signal and an E-UTRA or UTRA signal as specified in Annex A. 

The requirement is applicable outside the Base Station RF Bandwidth or Radio Bandwidth. The interfering signal offset is defined relative to the Base Station RF Bandwidth edges or Radio Bandwidth edges.

For BS capable of multi-band operation, the requirement applies in addition inside any Inter RF Bandwidth gap, in case the gap size is at least twice as wide as the UTRA/E-UTRA interfering signal centre frequency offset from the Base Station RF Bandwidth edge. The interfering signal offset is defined relative to the Base Station RF Bandwidth edges inside the inter Base Station RF Bandwidth gap.
For the wanted signal at the assigned channel frequency and two interfering signals coupled to the base station antenna input, using the parameters in Table 7.7.1-1 and 7.7.1-2, the following requirements shall be met:

-
For any E-UTRA carrier, the throughput shall be ≥ 95% of the maximum throughput of the reference measurement channel defined in TS 36.104 [4], subclause 7.2.

-
For any UTRA FDD carrier, the BER shall not exceed 0.001 for the reference measurement channel defined in TS 25.104 [2], subclause 7.2.

-
For any UTRA TDD carrier, the BER shall not exceed 0.001 for the reference measurement channel defined in TS 25.105 [3], subclause 7.2.

-
For any GSM/EDGE carrier, the conditions are specified in TS 45.005 [5], Annex P.2.2.

-
For any NB-IoT carrier, the throughput shall be ≥ 95% of the maximum throughput of the reference measurement channel defined in TS 36.104 [4], subclause 7.2.

Table 7.7.1-1: General intermodulation requirement

	Base Station Type
	Mean power of interfering signals [dBm]
	Wanted Signal mean power [dBm]
	Type of interfering signal

	Wide Area BS
	-48
	PREFSENS +x dB (Note 2)
	See Table 7.7.1-2

	Medium Range BS
	-44
	PREFSENS +x dB (Note 3)
	

	Local Area BS
	-38
	PREFSENS +x dB (Note 4)
	

	NOTE 1: 
PREFSENS depends on the RAT, the BS class and on the channel bandwidth, see subclause 7.2. 

NOTE 2:
For WA BS, “x” is equal to 6 in case of E-UTRA or UTRA or NB-IoT wanted signals and equal to 3 in case of GSM/EDGE wanted signal.

NOTE 3:
For MR BS, “x” is equal to 6 in case of UTRA wanted signals, 9 in case of E-UTRA or NB-IoT wanted signal and equal to 3 in case of GSM/EDGE wanted signal.

NOTE 4:
For LA BS, “x” is equal to 12 in case of E-UTRA or NB-IoT wanted signals, 6 in case of UTRA wanted signal and equal to 3 in case of GSM/EDGE wanted signal.


Table 7.7.1-2: Interfering signals for intermodulation requirement 

	RAT of the carrier adjacent to the upper/lower Base Station RF Bandwidth edge
	Interfering signal centre frequency offset from the Base Station RF Bandwidth edge [MHz]
	Type of interfering signal

	E-UTRA 1.4 MHz


	±2.0 (BC1 and BC3) / 
±2.1 (BC2)
	CW

	
	±4.9
	1.4MHz E-UTRA signal

	E-UTRA or E-UTRA with NB-IoT in-band 3 MHz


	±4.4 (BC1 and BC3) / 
±4.5 (BC2)
	CW

	
	±10.5
	3MHz E-UTRA signal

	UTRA FDD and 
E-UTRA or E-UTRA with NB-IoT in-band/guard band 5 MHz
	±7.5
	CW

	
	±17.5
	5MHz E-UTRA signal

	E-UTRA or E-UTRA with NB-IoT in-band/guard band 10 MHz


	±7.375
	CW

	
	±17.5
	5MHz E-UTRA signal

	E-UTRA or E-UTRA with NB-IoT in-band/guard band 15 MHz


	±7.25
	CW

	
	±17.5
	5MHz E-UTRA signal

	E-UTRA or E-UTRA with NB-IoT in-band/guard band 20 MHz
	±7.125
	CW

	
	±17.5
	5MHz E-UTRA signal

	GSM/EDGE/NB-IoT standalone
	±7.575
	CW

	
	±17.5
	5MHz E-UTRA signal

	1.28 Mcps UTRA TDD
	±2.3 (BC3)
	CW

	
	±5.6 (BC3)
	1.28Mcps UTRA TDD signal


7.7.2
General narrowband intermodulation minimum requirement

Interfering signals shall be a CW signal and an E-UTRA 1RB signal as specified in Annex A.

The requirement is applicable outside the Base Station RF Bandwidth or Radio Bandwidth. The interfering signal offset is defined relative to the Base Station RF Bandwidth edges or Radio Bandwidth edges. 

For BS operating in non-contiguous spectrum within each supported operating band, the requirement applies in addition inside any sub-block gap in case the sub-block gap is at least as wide as the channel bandwidth of the E-UTRA interfering signal in Table 7.7.2-2. The interfering signal offset is defined relative to the sub-block edges inside the gap.

For BS capable of multi-band operation, the requirement applies in addition inside any Inter RF Bandwidth gap in case the gap size is at least as wide as the E-UTRA interfering signal in Table 7.7.2-2. The interfering signal offset is defined relative to the Base Station RF Bandwidth edges inside the Inter RF Bandwidth gap.

For the wanted signal at the assigned channel frequency and two interfering signals coupled to the base station antenna input, using the parameters in Table 7.7.2-1 and 7.7.2-2, the following requirements shall be met:

-
For any E-UTRA carrier, the throughput shall be ≥ 95% of the maximum throughput of the reference measurement channel defined in TS 36.104 [4], subclause 7.2.

-
For any UTRA FDD carrier, the BER shall not exceed 0.001 for the reference measurement channel defined in TS 25.104 [2], subclause 7.2.

-
For any UTRA TDD carrier, the BER shall not exceed 0.001 for the reference measurement channel defined in TS 25.105 [3], subclause 7.2.

-
For any GSM/EDGE carrier, the conditions are specified in TS 45.005 [5], Annex P.2.2.

-
For any NB-IoT carrier, the throughput shall be ≥ 95% of the maximum throughput of the reference measurement channel defined in TS 36.104 [4], subclause 7.2.

Table 7.7.2-1: General narrowband intermodulation requirement 

	Base Station Type
	Mean power of interfering signals [dBm]
	Wanted Signal mean power [dBm]
	Type of interfering signal

	Wide Area BS
	-52
	PREFSENS +x dB (NOTE 1)
	See Table 7.7.2-2

	Medium Range BS
	-47
	
	

	Local Area BS
	-44
	
	

	NOTE 1:
PREFSENS depends on the RAT, the BS class and on the channel bandwidth, see subclause 7.2.
“x” is equal to 6 in case of E-UTRA or UTRA wanted signals and equal to 3 in case of GSM/EDGE wanted signal. “x” is specified in Table 7.7.2-1a for NB-IoT


Table 7.7.2-1a: “x” for NB-IoT wanted signals

	Operation mode
	LTE channel bandwidth for in-band/guard band operation 
	x

	Standalone
	　-
	6

	In Band
	3 MHz
	6

	
	5 MHz
	6

	
	10 MHz
	6

	
	15 MHz
	6

	
	20 MHz
	6

	Guard band
	5 MHz
	6

	
	10 MHz
	6

	
	15 MHz
	6

	
	20 MHz
	6


Table 7.7.2-2: Interfering signals for narrowband intermodulation requirement 

	RAT of the carrier adjacent to the upper/lower Base Station RF Bandwidth edge or sub-block edge
	CW or 1RB interfering signal centre frequency offset from the Base Station RF Bandwidth edge or sub-block edge inside a gap [kHz]
	Type of interfering signal

	E-UTRA 1.4 MHz


	±260 (BC1 and BC3) /  
±270 (BC2)
	CW

	
	±970 (BC1 and BC3) / 
±790 (BC2)
	1.4 MHz E-UTRA signal, 1 RB (NOTE 1)

	E-UTRA or E-UTRA with NB-IoT in-band 3 MHz


	±260 (BC1 and BC3) / 
±270 (BC2)
	CW

	
	±960 (BC1 and BC3) / 
±780 (BC2)
	3.0 MHz E-UTRA signal, 1 RB (NOTE 1)

	E-UTRA or E-UTRA with NB-IoT in-band/guard band 5 MHz
	±360 (NOTE 3)
	CW

	
	±1060
	5 MHz E-UTRA signal, 1 RB (NOTE 1)

	E-UTRA or E-UTRA with NB-IoT in-band/guard band 10 MHz

(NOTE 2)
	±325 (NOTE 3)
	CW

	
	±1240
	5 MHz E-UTRA signal, 1 RB (NOTE 1)

	E-UTRA or E-UTRA with NB-IoT in-band/guard band 15 MHz

(NOTE 2)
	±380 (NOTE 3)
	CW

	
	±1600
	5MHz E-UTRA signal, 1 RB (NOTE 1)

	E-UTRA or E-UTRA with NB-IoT in-band/guard band 20 MHz

(NOTE 2)
	±345 (NOTE 3)
	CW

	
	±1780
	5MHz E-UTRA signal, 1 RB (NOTE 1)

	UTRA FDD
	±345 (BC1 and BC2)
	CW

	
	±1780 (BC1 and BC2)
	5MHz E-UTRA signal, 1 RB (NOTE 1)

	GSM/EDGE
	±340
	CW

	
	±880
	5MHz E-UTRA signal, 1 RB (NOTE 1)

	NB-IoT standalone
	[±340]
	CW

	
	[±880]
	5MHz E-UTRA signal, 1 RB (NOTE 1)

	1.28Mcps UTRA TDD
	±190 (BC3)
	CW

	
	±970 (BC3)
	1.4 MHz E-UTRA signal, 1 RB (NOTE 1)

	NOTE 1:
Interfering signal consisting of one resource block positioned at the stated offset, the channel bandwidth of the interfering signal is located adjacently to the Base Station RF Bandwidth edge. 

NOTE 2:
This requirement shall apply only for an E-UTRA FRC A1-3 mapped to the frequency range at the channel edge adjacent to the interfering signals. 

NOTE 3:
The frequency offset shall be adjusted to accommodate the IMD product to fall in the NB-IoT RB for NB-IoT in-band/guard band operation.
NOTE 4:
If a BS RF receiver fails the test of the requirement, the test shall be performed with the CW interfering signal frequency shifted away from the wanted signal by 180 kHz and the E-UTRA interfering signal frequency shifted away from the wanted signal by 360 kHz. If the BS RF receiver still fails the test after the frequency shift, then the BS RF receiver shall be deemed to fail the requirement.


7.7.3
Additional narrowband intermodulation minimum requirement for GSM/EDGE

The GSM/EDGE MC-BTS receiver intermodulation requirement as stated in TS 45.005 [5], applicable parts of subclause 5.3.2 shall apply for any GSM/EDGE carrier.

The conditions specified in TS 45.005 [5], Annex P.2.2 apply for the GSM/EDGE intermodulation requirement.

<End of changes>
3GPP
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