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	Reason for change:
	Introduction of the applicability rule of BL/CE UE CQI definition test and subband CQI test for non-BL CE UEs.

	
	

	Summary of change:
	Addition of the applicaibility rule for 2Rx/4Rx UE forCat-M1 CQI test. 

According to the agreement in RAN4#84, test points for 2Rx UE and 4Rx UE are 3dB and 6dB lower than the existing test cases, respectively.
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----------------------------------------------------- Beginning of Change ------------------------------------------------------------
9.1.1.5
Applicability of requirements for UEs supporting coverage enhancement

For 2Rx capable UEs supporting coverage enhancement mode A (ce-ModeA in UE-EUTRA-Capability [7]), all the tests for CE Mode A specified in 9.8 are tested on any of the 2Rx supported RF bands by connecting all 2Rx with data source from system simulator. The SNR requirements should be applied with 3dB less than the number specified with UE DL Category M1.
For 4Rx capable UEs supporting coverage enhancement mode A (ce-ModeA in UE-EUTRA-Capability [7]), all the tests for CE Mode A specified in 9.8 are tested on any of the 4Rx supported RF bands by connecting all 4Rx with data source from system simulator. The SNR requirements should be applied with 6dB less than the number specified with UE DL Category M1.
------------------------------------------------------------- End of change ------------------------------------------------------------
