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	Reason for change:
	Band 28 UL (703-748 MHz) overlaps with Band 67 (738-758 MHz which is DL only), so for Europe the frequency range 738-748 MHz of Band 28 is not possible to use. 
As per current 3GPP RAN4 BS spec, minimum requirement for BS spurious emissions limits for protection of the BS receiver applies to the whole UL band in general, for Europe consequently, unnecessary requirements for part of B28 which can not be used should be corrected. 
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< start of changes >
6.6.4.2
Protection of the BS receiver of own or different BS

This requirement shall be applied for E-UTRA FDD operation in order to prevent the receivers of the BSs being desensitised by emissions from a BS transmitter. It is measured at the transmit antenna port for any type of BS which has common or separate Tx/Rx antenna ports.

6.6.4.2.1
Minimum Requirement

The power of any spurious emission shall not exceed the limits in Table 6.6.4.2-1.
Table 6.6.4.2-1: BS Spurious emissions limits for protection of the BS receiver

	
	Frequency range
	Maximum Level
	Measurement Bandwidth
	Note

	Wide Area BS
	FUL_low  – FUL_high
	-96 dBm
	100 kHz
	

	Medium Range BS
	FUL_low  – FUL_high
	-91 dBm
	100 kHz
	

	Local Area BS
	FUL_low  – FUL_high
	-88 dBm
	100 kHz
	

	Home BS
	FUL_low  – FUL_high
	-88 dBm
	100 kHz
	

	Note 1: For E-UTRA Band 28 BS operating in regions where Band 28 is only partially allocated for E-UTRA operations, this requirement only apllies in the UL frequency range of the partial allocation. 




< end of changes >
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