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	Reason for change:
	According to LS from RAN1(R1-1719204, R2-1712119), it was agreed to introduce a new cell-specific RRC signalling for special subframe configuration 10 from Rel-14 to indicated that no CRS is transmitted on the 5th symbol of DwPTS under SSP10, and UE is not expected to perform CRS-based measurement and channel estimation on the 5th symbol of DwPTS. In addition, UE is not expected to decode PDSCH in DwPTS. To support such configuration, new UEcapability are needed to be specified in 36.306.

	
	

	Summary of change:
	The following changes are made:

- UE capability to indicate whether the UE supports SSP10 with no CRS on the 5th symbol is added.
Impacted functionality

This CR is only related to capability of TDD special subframe configuration. 
Interoperability issues
1. If the network is implemented according to the CR and the UE is not, 
if the network uses ssp10-CRS-LessDwPTS, UE cannot use it and fallback to ssp0 or ssp5.
2. If the UE is implemented according to the CR and the network is not, UE cannot use ssp10-CRS-LessDwPTS because network cannot broadcast its support.

	
	

	Consequences if not approved:
	The new function of TDD special subframe configuration 10 without CRS transmission on the 5th symbol of DwPTS cannot be supported in this release.
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<Start of modification>
4.3
Parameters independent of the field ue-Category and ue-CategoryDL / ue-CategoryUL
<Partially omitted>
4.3.4
Physical layer parameters

4.3.4.1
ue-TxAntennaSelectionSupported
This  field defines whether the UE supports transmit antenna selection.

4.3.4.2
ue-SpecificRefSigsSupported
This field defines whether the UE supports PDSCH transmission mode 7 for FDD.

<Partially omitted>
4.3.4.80
interferenceRandomisation-r14

This field indicates whether the UE supports interference randomisation in connected mode as specified in TS 36.211 [17]. This field is only applicable for UEs of any ue-Category-NB. It is mandatory for UEs of this release of the specification.
4.3.4.81
crs-LessDwPTS-r14

This field defines whether the UE supports TDD special subframe configuration 10 without CRS transmission on the 5th symbol of DwPTS (i.e. ssp10-CRS-LessDwPTS) as specified in TS 36.211 [17] and TS 36.331 [5].
<End of modification>
