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< Unchanged parts are omitted >
14.2.1
UE procedure for transmitting the PSCCH

< Unchanged parts are omitted >
For sidelink transmission mode 3,

-
The UE shall determine the subframes and resource blocks for transmitting SCI format 1 as follows:
-
SCI format 1 is transmitted in two physical resource blocks per slot in each subframe where the corresponding PSSCH is transmitted.
-
If the UE receives in subframe n DCI format 5A with the CRC scrambled by the SL-V-RNTI, one transmission of PSCCH is in the PSCCH resource 
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 (described in Subclause 14.2.4) in the first subframe that is included in 
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 is the value indicated by "Lowest index of the sub-channel allocation to the initial transmission" associated with the configured sidelink grant (described in [8]), 
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 is determined by Subclause 14.1.5, the value m is indicated by ‘SL index’ field in the corresponding DCI format 5A according to Table 14.2.1-1 if this field is present and m=0 otherwise, [image: image8.png]


 is the start of the downlink subframe carrying the DCI, and [image: image10.png]Nt
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 are described in [3].
-
If “Time gap between initial transmission and retransmission" in the configured sidelink grant (described in [8]) is not equal to zero, another transmission of PSCCH is in the PSCCH resource 
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 is the value indicated by "Time gap between initial transmission and retransmission" field in the configured sidelink grant, subframe 
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 determined by the procedure in Subclause 14.1.1.4C with the RIV set to the value indicated by "Frequency resource location of the initial transmission and retransmission" field in the configured sidelink grant.
-
If the UE receives in subframe n DCI format 5A with the CRC scrambled by the SL-SPS-V-RNTI , the UE shall consider the received DCI information as a valid sidelink semi-persistent activation or release only for the SPS configuration indicated by the SL SPS configuration index field. If the received DCI activates an SL SPS configuration, one transmission of PSCCH is in the PSCCH resource 
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 (described in Subclause 14.2.4) in the first subframe that is included in 
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 is the value indicated by "Lowest index of the sub-channel allocation to the initial transmission" associated with the configured sidelink grant (described in [8]), 
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 is determined by Subclause 14.1.5, the value m is indicated by ‘SL index’ field in the corresponding DCI format 5A according to Table 14.2.1-1 if this field is present and m=0 otherwise, [image: image27.png]


 is the start of the downlink subframe carrying the DCI, and [image: image29.png]Nt
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 are described in [3].
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