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<Start of modified section>
4
Recommended test case applicability

The applicability of each individual test is identified in the table 1. This is just a recommendation based on the purpose for which the test case was written.

The applicability of every test is formally expressed by the use of Boolean expression that are based on parameters (ICS) included in annex A of the present document.

Additional information related to the Test Case (TC), e.g. affecting its dynamic behaviour or its execution may be provided as well.

The columns in table 1 have the following meaning:

Clause

The clause column indicates the clause number in TS 34.229-1 [5] that contains the test body.

Title

The title column describes the name of the test.

Release

The release column indicates the earliest release from which each testcase is applicable, except if otherwise stated of an individual test case.

NOTE:
For the IMS Emergency Service test cases, the 3GPP Release of UTRAN and GERAN is independent of that indicated in the release column.

Applicability

The following notations are used for the applicability column:

R
recommended - the test case is recommended

O
optional – the test case is optional

N/A
not applicable - in the given context, the test case is not recommended.

Ci
conditional - the test is recommended ("R") or not ("N/A") depending on the support of other items. "i" is an integer identifying an unique conditional status expression which is defined immediately following the table. For nested conditional expressions, the syntax "IF ... THEN (IF ... THEN ... ELSE...) ELSE ..." is used to avoid ambiguities. 

Comments

This column contains a verbal description of the condition included in the applicability column.

Table 1: Applicability of tests

	Clause
	Title
	Release
	Applicability
	Comments

	PDP Context Activation

	6.2
	General Purpose PDP Context Establishment (UE Requests for a Dedicated PDP Context)
	Rel-8
	C04
	UE capable of being configured to initiate Dedicated PDP Context

	…
	
	
	
	

	RCS
	
	
	
	

	I.8.1a
	Initial Registration / single / E-UTRA
	n/a
	C135
	UE supports combined registration over E-UTRA

	I.8.1b
	Initial Registration / dual / E-UTRA
	n/a
	C136
	UE supports registration to two IMS core networks over E-UTRA

	I.8.1c
	Initial Registration / single / WLAN
	n/a
	C137
	UE supports combined registration over WLAN

	I.8.1d
	Initial Registration / dual / WLAN
	n/a
	C138
	UE supports registration to two IMS core networks over WLAN

	I.12.1a
	MO voice call / single / E-UTRA
	n/a
	C139
	UE supports voice call after combined registration over E-UTRA

	I.12.1b
	MO voice call / dual / E-UTRA
	n/a
	C140
	UE supports voice call after dual registration over E-UTRA

	I.12.1c
	MO voice call / single / WLAN
	n/a
	C141
	UE supports voice call after combined registration over WLAN

	I.12.1d
	MO voice call / dual / WLAN
	n/a
	C142
	UE supports voice call after dual registration over WLAN

	I.12.2a
	RCS chat / single / E-UTRA
	n/a
	C143
	UE supports RCS chat after combined registration over E-UTRA

	I.12.2b
	RCS chat / dual / E-UTRA
	n/a
	C144
	UE supports RCS chat after dual registration over E-UTRA

	I.12.2c
	RCS chat / single / WLAN
	n/a
	C145
	UE supports RCS chat after combined registration over WLAN

	I.12.2d
	RCS chat / dual / WLAN
	n/a
	C146
	UE supports RCS chat after combined registration over E-UTRA

	…


	Conditions/Options

	C00
	Void
	

	
	…
	

	C134
	IF A.6a/2 AND NOT A.6a/1 AND A.12/26 AND A.12/52 THEN R ELSE N/A
	IMS security AND NOT GIBA AND IMS emergency service AND IMS emergency call without registration after rejection of emergency registration.

	C135
	IF A.20/1 THEN R ELSE N/A
	Combined Registration E-UTRA

	C136
	IF A.20/2 THEN R ELSE N/A
	Dual Registration E-UTRA

	C137
	IF A.20/3 THEN R ELSE N/A
	Combined Registration WLAN

	C138
	IF A.20/4 THEN R ELSE N/A
	Dual Registration WLAN

	C139
	IF A.20/5 THEN R ELSE N/A
	Voice Call after combined registration E-UTRA

	C140
	IF A.20/6 THEN R ELSE N/A
	Voice call after dual registration E-UTRA

	C141
	IF A.20/7 THEN R ELSE N/A
	Voice Call after combined registration WLAN

	C142
	IF A.20/8 THEN R ELSE N/A
	Voice call after dual registration WLAN

	C143
	IF A.20/9 THEN R ELSE N/A
	RCS chat after combined registration E-UTRA

	C144
	IF A.20/10 THEN R ELSE N/A
	RCS chat after dual registration E-UTRA

	C145
	IF A.20/11 THEN R ELSE N/A
	RCS chat after combined registration WLAN

	C146
	IF A.20/12 THEN R ELSE N/A
	RCS chat after dual registration WLAN

	C147
	IF A.12/54 AND [8] A.10/16 THEN R ELSE N/A
	UE supporting IMS eCall type of emergency service and manual type of eCall

	C148
	IF A.12/54 AND [8] A.10/17 THEN R ELSE N/A
	UE supporting IMS eCall type of emergency service and automatic type of eCall

	C149
	IF A.12/55 AND [8] A.10/16 THEN R ELSE N/A
	UE supporting IMS eCall type of emergency service and automatic type of eCall

	C150
	IF A.12/55 AND [8] A.10/17 THEN R ELSE N/A
	UE supporting IMS eCall type of emergency service and automatic type of eCall



NOTE 1:
Applicability of test cases 13.2 and 13.3 are currently marked as FFS. The reason to this is that the contents of the specific messages sent by the SS (as currently specified within those Call Control test cases) do not match the contents of those messages as expected by any specific IMS application known. Further on the test specification apparently lacks support for certain application specific message exchanges which are however mandatory for a few specific IMS applications specified outside of TS 24.229. It is necessary to fully resolve the problem (by e.g. defining the applications for which the Call Control test cases would be applicable, possibly specifying the extensions to the test cases like required by those applications and creating the corresponding application profiles) before the applicability statements of Call Control test cases can be unambiguously defined.

NOTE 2:
Either one of the two adjacent test cases, i.e. (19.1.3 or 19.1.3a), (19.3.2 or 19.3.2a), shall be executed.

NOTE 3:
This TC can optionally be executed against Rel-8 and onwards UEs.

NOTE 4:
In case the UE supports both GBA and HTTP Digest, GBA shall be used as XCAP authentication.

NOTE 5:
In case the UE supports both GBA and HTTP Digest, HTTP Digest shall be used as XCAP authentication.

NOTE 6:
The TC contains multi-RAT branches not all mandatory in the scope of the TC. The E-UTRA/EPC branch will be executed always; the TC will go through any other RAT branch depending on the UE capability. Execution only of the E-UTRA/EPC branch regardless of the UE capabilities can also be imposed by setting the IXIT px_RATComb_Tested = EUTRA_only. For UEs supporting both UTRA AND GERAN the TC should be executed once only for the E-UTRA/EPC AND UTRA combination by setting the px_RATComb_Tested = EUTRA_UTRA.

<End of modified section>
