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<Unchanged contents omitted>
<Change1 starts>
Table 4.2-1: Applicability of RRM conformance test cases, ref. TS 36.521-3 [2]
NOTE:
To determine applicability of a test case, FGI support in combined or fdd-Add-UE-EUTRA-Capabilities or tdd-Add-UE-EUTRA-Capabilities is taken into account.
	Clause
	Title
	Release
	Applicability
	Additional Information

	
	
	
	Condition
	Comments
	Number of TC Executions
	Release on other RAT
	Branch

	E-UTRAN RRC_IDLE State Mobility
	

	4.2.1
	E-UTRAN FDD - FDD cell re-selection intra frequency case
	Rel-8
	C01
	UE supporting E-UTRA FDD
	
	
	2Rx, 4Rx

	4.2.2
	E-UTRAN TDD - TDD cell re-selection intra frequency case
	Rel-8
	C02
	UE supporting E-UTRA TDD
	
	
	2Rx, 4Rx

	4.2.3
	E-UTRAN FDD - FDD cell re-selection inter frequency case
	Rel-8
	C01
	UE supporting E-UTRA FDD
	
	
	2Rx, 4Rx

	4.2.4
	E-UTRAN FDD - TDD cell re-selection inter frequency case
	Rel-9
	C03
	UE supporting E-UTRA FDD and E-UTRA TDD
	
	
	2Rx, 4Rx

	4.2.5
	E-UTRAN TDD - FDD cell re-selection inter frequency case
	Rel-9
	C03
	UE supporting E-UTRA FDD and E-UTRA TDD
	
	
	2Rx, 4Rx

	4.2.6
	E-UTRAN TDD - TDD cell re-selection inter frequency case
	Rel-8
	C02
	UE supporting E-UTRA TDD
	
	
	2Rx, 4Rx

	4.2.7
	E-UTRAN FDD - FDD Inter frequency case in the existence of non-allowed CSG cell
	Rel-9
	C01
	UE supporting E-UTRA FDD
	
	
	2Rx, 4Rx

	4.2.8
	E-UTRAN TDD - TDD Inter frequency case in the existence of non-allowed CSG cell
	Rel-9
	C02
	UE supporting E-UTRA TDD
	
	
	2Rx, 4Rx

	4.2.9
	E-UTRAN FDD-FDD intra-frequency Cell Re-selection case for 5MHz bandwidth
	Rel-8
	C49
	UE supporting E-UTRA FDD and only E-UTRA Band 31
	
	
	2Rx, 4Rx

	4.2.12
	E-UTRAN FDD - FDD Intra frequency case for Cat-M1 UE in normal coverage
	Rel-13
	C94a
	UE supporting E-UTRA FD-FDD and UE category M1
	
	
	

	4.2.13
	E-UTRAN HD - FDD Intra frequency case for Cat-M1 UE in normal coverage
	Rel-13
	C107a
	UE supporting E-UTRA HD-FDD and UE category M1
	
	
	

	4.2.14
	E-UTRAN TDD - TDD Intra frequency case for Cat-M1 UE in normal coverage
	Rel-13
	C93a
	UE supporting E-UTRA TDD and UE category M1
	
	
	

	4.2.15
	E-UTRAN FDD - FDD Intra frequency case for Cat-M1 UE in enhanced coverage
	Rel-13
	C94e
	UE supporting E-UTRA FD-FDD and (UE category M1 and CE Mode B)
	
	
	

	4.2.16
	E-UTRAN HD - FDD Intra frequency case for Cat-M1 UE in enhanced coverage
	Rel-13
	C94f
	UE supporting E-UTRA HD-FDD and (UE category M1 and CE Mode B)
	
	
	

	4.2.17
	E-UTRAN TDD - TDD Intra frequency case for Cat-M1 UE in enhanced coverage
	Rel-13
	C93e
	UE supporting E-UTRA TDD and (UE category M1 and CE Mode B)
	
	
	

	4.2.18
	HD-FDD Cell Re-selection Intra frequency case for Category NB1 UE In-Band mode under Normal Coverage
	Rel-13
	C154
	UE supporting category NB1
	
	
	

	4.2.19
	HD – FDD Intra frequency case for UE Category NB1 In-Band mode in enhanced coverage
	Rel-13
	C154
	UE supporting category NB1
	
	
	

	<Many rows skipped>

	4.2.22
	E-UTRAN FDD - FDD cell re-selection intra frequency case for UE configured with highSpeedEnhancedMeasFlag
	Rel-14
	Cxxa
	UEs supporting E-UTRA  FDD and high speed enhancement for measurement
	
	
	

	4.2.23
	E-UTRAN TDD - TDD cell re-selection intra frequency case for UE configured with highSpeedEnhancedMeasFlag
	Rel-14
	Cxxb
	UEs supporting E-UTRA TDD and high speed enhancement for measurement
	
	
	

	<Many rows skipped>

	8.2.10
	E-UTRAN TDD Intra-frequency identification of a new CGI of E-UTRA cell using autonomous gaps with DRX for Cat-M1 UE in CEModeB
	Rel-13
	C93f
	UE supporting E-UTRA TDD and (UE Category M1 and CE Mode B) and intra-frequency SI acquisition for HO
	
	
	

	8.2.11
	E-UTRAN TDD-TDD intra-frequency event triggered reporting for UE configured with highSpeedEnhancedMeasFlag in synchronous cells
	Rel-14
	Cxxb
	UEs supporting E-UTRA TDD and high speed enhancement for measurement
	
	
	


<Change1 ends>
<Unchanged contents omitted>
<Change2 starts>
Table A.4.3-7: Additional capabilities
	Item
	Additional capabilities
	Ref.
	Release
	Comments

	1
	Enhanced performance requirements type A for LTE
	36.101, 8
	Rel-11
	Support for Enhanced performance requirements type A

	2
	Support of Type B Half-duplex FDD operation
	36.211, 6,2,5 36.306, 4.2.6
	Rel-12
	Support of Half-duplex FDD operation type B for category 0 and category M1 UE

	3
	Enhanced performance requirements type C for LTE
	36.101, 8
	Rel-12
	Support for Enhanced performance requirements type C

	4
	Enhanced performance requirements type B for LTE
	36.101, 8 36.306, 4.3.4.35
	Rel-12
	Support for Enhanced performance requirements type B 

	yy
	Enhanced measurement in high speed scenario
	36.306,4.3.33.1
	Rel-14
	Support measurement enhancements in high speed scenario


<Change2 ends>
<Unchanged contents omitted>
<Change3 starts>
Table 4.2-1a: Applicability of RRM conformance test cases Conditions

	C01
IF A.4.1-1/1 THEN R ELSE N/A

	C01a
IF (A.4.1-1/1 AND A.4.4-1a/13 AND A.4.4-1a/25) THEN R ELSE N/A

	C01b
IF (A.4.1-1/1 AND A.4.4-1a/25) THEN R ELSE N/A

	C01c
IF (A.4.1-1/1 AND A.4.4-1a/5) THEN R ELSE N/A

	C01ch
IF (A.4.1-1/1 AND A.4.5-1/19 AND A.4.4-1a/5) THEN R ELSE N/A

	C01d
IF (A.4.1-1/1 AND A.4.4-1a/5 AND A.4.4-1a/13 AND A.4.4-1a/25) THEN R ELSE N/A

	C01e
IF (A.4.1-1/1 AND A.4.4-1a/5 AND A.4.4-1a/25) THEN R ELSE N/A

	C01eh
IF (A.4.1-1/1 AND A.4.5-1/19 AND A.4.4-1a/5 AND A.4.4-1a/25) THEN R ELSE N/A

	C01f
IF (A.4.1-1/1 AND A.4.4-1a/16) THEN R ELSE N/A

	C01g
IF (A.4.1-1/1 AND A.4.4-1a/16 AND A.4.4-1a/25) THEN R ELSE N/A

	C01h
IF (A.4.1-1/1 AND A.4.4-1a/16 AND A.4.4-1a/25 AND A.4.5-1/7) THEN R ELSE N/A

	C01i
IF (A.4.1-1/1 AND NOT(A.4.5-1/40)) THEN R ELSE N/A

	C01j
IF (A.4.1-1/1 AND A.4.4-1a/5 AND A.4.5-1/40) THEN R ELSE N/A

	C02
IF A.4.1-1/2 THEN R ELSE N/A

	<Many rows skipped>

	Cxxa        IF (A.4.1-1/1  and  A.4.3-7/yy) THEN R ELSE N/A

	Cxxb        IF (A.4.1-1/2  and  A.4.3-7/yy) THEN R ELSE N/A


<Change3 ends>
