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1. Overview

This document lists TTCN changes needed to correct issues in the ATS ‘iwd-TTCN3-B2017-06_D17wk32’.
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3. Corrections to common function f_EUTRA_SS_InitialiseMPDCCH
Change 1 – Correction to function ‘f_EUTRA_SS_InitialiseMPDCCH’
	Function name
	f_EUTRA_SS_InitialiseMPDCCH ()

	Reason for change
	According to R5w170203 eMTC test model updates, FreqHoppingParameters_r13 have to be configured on SS side as part of MPDCCH Initialization.

	Summary of change
	Defind a new template v_FreqHoppingParameters_r13 and initialized it with f_EUTRA_CellInfo_GetFreqHoppingParameters_r13 (see change 2) and further the same template is used in cs_EpdcchConfig.

	TTCN module
	Common\EUTRA\EUTRA_ConfigurationSteps.ttcn

	MCC160 Comment
	


Before  change

function f_EUTRA_SS_InitialiseMPDCCH(EUTRA_CellId_Type p_CellId)
    runs on EUTRA_PTC return template(omit) EpdcchConfig_Type
  { //@sic R5-167569 sic@
    var template(omit) EpdcchConfig_Type v_EpdcchConfig := omit;
    var SysinfoType_Type v_SysinfoType := f_EUTRA_CellInfo_GetSysinfoType(p_CellId);
    var EUTRA_FDD_TDD_Mode_Type  v_EUTRA_FDD_TDD_Mode := 
    f_EUTRA_CellInfo_GetFDD_TDD(p_CellId);
    var template (omit) PdcchCandidateList_Type v_EPdcchCandidateList;
    var template (omit) FreqHoppingParameters_r13   v_FreqHoppingParameters_r13 :=omit ;
    var template (omit) EPDCCH_Config_r11 v_EPDCCH_Config_r11;
    if (v_SysinfoType == sysinfoAndBR) {
      v_EPDCCH_Config_r11 := f_EUTRA_GetEPDCCH_Config_r11(p_CellId);
      if ( v_EUTRA_FDD_TDD_Mode == FDD) {
        v_EPdcchCandidateList := cs_EPdcchCandidateList_FDD;
      } else {
        v_EPdcchCandidateList := cs_EPdcchCandidateList_TDD;
      }
      v_FreqHoppingParameters_r13 :=   

      f_EUTRA_CellInfo_GetFreqHoppingParameters_r13(p_CellId);
      v_EpdcchConfig :=  cs_EpdcchConfig(v_EPdcchCandidateList, v_EPDCCH_Config_r11,  

                                                v_FreqHoppingParameters_r13);
    }
    return v_EpdcchConfig;
  }
After   change

function f_EUTRA_SS_InitialiseMPDCCH(EUTRA_CellId_Type p_CellId)
    runs on EUTRA_PTC return template(omit) EpdcchConfig_Type
  { //@sic R5-167569 sic@
    var template(omit) EpdcchConfig_Type v_EpdcchConfig := omit;
    var SysinfoType_Type v_SysinfoType := f_EUTRA_CellInfo_GetSysinfoType(p_CellId);
    var EUTRA_FDD_TDD_Mode_Type  v_EUTRA_FDD_TDD_Mode := 
    f_EUTRA_CellInfo_GetFDD_TDD(p_CellId);
    var template (omit) PdcchCandidateList_Type v_EPdcchCandidateList;
    var template (omit) FreqHoppingParameters_r13   v_FreqHoppingParameters_r13 :=omit ;
    var template (omit) EPDCCH_Config_r11 v_EPDCCH_Config_r11;
    if (v_SysinfoType == sysinfoAndBR) {
      v_EPDCCH_Config_r11 := f_EUTRA_GetEPDCCH_Config_r11(p_CellId);
      if ( v_EUTRA_FDD_TDD_Mode == FDD) {
        v_EPdcchCandidateList := cs_EPdcchCandidateList_FDD;
      } else {
        v_EPdcchCandidateList := cs_EPdcchCandidateList_TDD;
      }
      v_FreqHoppingParameters_r13 :=   

      f_EUTRA_CellInfo_GetFreqHoppingParameters_r13(p_CellId);
      v_EpdcchConfig :=  cs_EpdcchConfig(v_EPdcchCandidateList, v_EPDCCH_Config_r11,  

                                                v_FreqHoppingParameters_r13);
    }
    return v_EpdcchConfig;
  }
Change 2 – Correction to function ‘f_EUTRA_CellInfo_GetFreqHoppingParameters_r13’
	Function name
	f_EUTRA_CellInfo_GetFreqHoppingParameters_r13 ()

	Reason for change
	There is no pre-defined “get function” for the configured frequency parameter IE of the Ccell to initialize FreqHoppingParameters_r13 IE for MPDCCH configuration to SS.

	Summary of change
	Defined a “get function” for the configured FreqHoppingParameters_r13 IE of the Cell.

	TTCN module
	Common\EUTRA\EUTRA_CellInfo.ttcn

	MCC160 Comment
	


Before  change

After   change

function f_EUTRA_CellInfo_GetFreqHoppingParameters_r13(EUTRA_CellId_Type p_CellId) runs on EUTRA_PTC return FreqHoppingParameters_r13  
  {
    var EUTRA_CellSysInfo_Type v_EUTRA_CellSysInfo_Type :=              

    f_EUTRA_CellInfo_GetSYSINFO(p_CellId);

    return 

    v_EUTRA_CellSysInfo_Type.BCCH_Info.SIs[0].message_.c1.systemInformation. 

    criticalExtensions.systemInformation_r8.sib_TypeAndInfo[0].sib2.

    radioResourceConfigCommon.freqHoppingParameters_r13;

  }
