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	Reason for change:
	RAN1 has made following agreements and sent LS to RAN2 (R2-1712112, R1-1719093) to implement the signalling changes required.
· RAN1 concluded that the support of comb 4 should be optional, and agreed on introducing a new optional UE capability for support of Rel-14 SRS enhancements (currently signalled by ce-SRS-Enhancement-r14) without support of comb 4.

	
	

	Summary of change:
	1. Introduced ce-SRS-EnhancementWithoutComb4 to indicate optional capability for support of Rel-14 SRS enhancements without support of SRS comb 4.
2. Clarified existing ce-SRS-Enhancement that this capability means support of SRS combs 2 and 4.
3. Clarified that only the existing or the new capability can be included at a time.

Impact Analysis:
Impacted functionality:
TDD SRS coverage enhancement capability signalling

Interoperability issue:
If the eNB implements the CR but UE does not: 
No interoperability issue is foreseen as the UE can only include legacy capability bit, and thus the eNB behaviour should be based on legacy capability indication from the UE.

[bookmark: _Hlk495391820]If the eNB does not implement the CR but UE does: 
UE that supports other SRS coverage enhancement features but does not support SRS comb 4 includes the new capability only which the eNB cannot understand. In that case, SRS coverage enhancements cannot be applied to this UE.


	
	

	Consequences if not approved:
	UE cannot signal its optional capability for support of SRS enhancements without support of SRS comb 4.
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[bookmark: _Toc494130996]4.3.4	Physical layer parameters
[bookmark: _Toc494131071]<<unchanged sections skipped>>
4.3.4.70	ce-SRS-Enhancement-r14
This field indicates whether the UE supports SRS coverage enhancement with support of SRS combs 2 and 4, as specified in TS 36.213 [22]. A UE indicating support of ce-SRS-Enhancement-r14 shall also indicate support of ce-ModeA-r13 and shall not indicate support of ce-SRS-EnhancementWithoutComb4-r14.
[bookmark: _Toc494131072]4.3.4.70x	ce-SRS-EnhancementWithoutComb4-r14
This field indicates whether the UE supports SRS coverage enhancement with support of SRS comb 2 but without support of SRS comb 4, as specified in TS 36.213 [22]. A UE indicating support of ce-SRS-EnhancementWithoutComb4-r14 shall also indicate support of ce-ModeA-r13 and shall not indicate support of ce-SRS-Enhancement-r14.
<<unchanged sections skipped>>
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