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	Reason for change:
	Test Cases 9.2.45 and 9.2.46 have cell mapping for 7 cells and only 4 cells in the test.
The last cell mapping configuration for TC 9.1.45 has two “Z” and no “Y”

	
	

	Summary of change:
	New rows for TC 9.2.45 and 9.2.46 have been added.
Cell mapping for 9.1.45 has been corrected

	
	

	Consequences if not approved:
	Cell mapping for 4DL CA test cases will remain incorrect

	
	

	Clauses affected:
	Table E-5

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications

	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	This is the outcome of R5-180592 and one revision

R5-180592 ( R5-180592r1: removed a few entries for TC 9.2.45 which were not applicable for F-T-T-T cell distribution


< Unchanged sections omitted >
Table E-5: Cell configuration mapping for 4DL CA RRM testing
	Test Case
	36.521-3

Cell1
	36.521-3

Cell2
	36.521-3

Cell3
	36.521-3

Cell4
	36.521-3

Cell5
	36.521-3

Cell6
	36.521-3

Cell7

	8.16.51
8.16.52

8.16.53

8.16.55
8.16.56

8.16.57 Note 5
8.16.58 Note 5
8.16.59 Note 5
8.16.61 Note 5
8.16.62 Note 5
8.16.63 Note 5
	Default Test Settings for a CA_XA-YA-ZA-RA
	
	
	
	

	
	PCC
	SCC1
	SCC2
	SCC3
	Neigh
	
	
	
	

	
	Band
	
	Band
	
	Band
	
	Band
	
	Band
	
	
	
	
	

	
	X
	1
	Y
	2
	Z
	3
	R
	4
	R
	6
	
	
	
	

	
	Default Test Settings for a CA_XA-YD
	
	
	
	

	
	PCC
	SCC1
	SCC2
	SCC3
	Neigh
	
	
	
	

	
	Band
	
	Band
	
	Band
	
	Band
	
	Band
	
	
	
	
	

	
	X
	1
	Y
	2
	Y
	3
	Y
	4
	Y
	6
	
	
	
	

	
	Default Test Settings for a CA_XD-YA
	
	
	
	

	
	PCC
	SCC1
	SCC2
	SCC3
	Neigh
	
	
	
	

	
	Band
	
	Band
	
	Band
	
	Band
	
	Band
	
	
	
	
	

	
	X
	1
	X
	2
	X
	3
	Y
	4
	Y
	6
	
	
	
	

	
	Default Test Settings for a CA_XC-YC
	
	
	
	

	
	PCC
	SCC1
	SCC2
	SCC3
	Neigh
	
	
	
	

	
	Band
	
	Band
	
	Band
	
	Band
	
	Band
	
	
	
	
	

	
	X
	1
	X
	2
	Y
	3
	Y
	4
	Y
	6
	
	
	
	

	
	Default Test Settings for a CA_XA-YA-ZC
	
	
	
	

	
	PCC
	SCC1
	SCC2
	SCC3
	Neigh
	
	
	
	

	
	Band
	
	Band
	
	Band
	
	Band
	
	Band
	
	
	
	
	

	
	X
	1
	Y
	2
	Z
	3
	Z
	4
	Z
	6
	
	
	
	

	
	Default Test Settings for a CA_XA-YC-ZA
	
	
	
	

	
	PCC
	SCC1
	SCC2
	SCC3
	Neigh
	
	
	
	

	
	Band
	
	Band
	
	Band
	
	Band
	
	Band
	
	
	
	
	

	
	X
	1
	Y
	2
	Y
	3
	Z
	4
	Z
	6
	
	
	
	

	
	Default Test Settings for a CA_XC-YA-ZA
	
	
	
	

	
	PCC
	SCC1
	SCC2
	SCC3
	Neigh
	
	
	
	

	
	Band
	
	Band
	
	Band
	
	Band
	
	Band
	
	
	
	
	

	
	X
	1
	X
	2
	Y
	3
	Z
	4
	Z
	6
	
	
	
	

	
	Default Test Settings for a CA_XE
	
	
	
	

	
	PCC
	SCC1
	SCC2
	SCC3
	Neigh
	
	
	
	

	
	Band
	
	Band
	
	Band
	
	Band
	
	Band
	
	
	
	
	

	
	X
	1
	X
	2
	X
	3
	X
	4
	X
	6
	
	
	
	

	8.16.54

8.16.60 Note 5
8.16.64 Note 5
	Default Test Settings for a CA_XA-YA-ZA-RA
	
	
	
	

	
	PCC
	SCC1
	SCC2
	SCC3
	Neigh
	
	
	
	

	
	Band
	
	Band
	
	Band
	
	Band
	
	Band
	
	
	
	
	

	
	R
	1
	X
	2
	Y
	3
	Z
	4
	Z
	6
	
	
	
	

	
	Default Test Settings for a CA_XD-YA
	
	
	
	

	
	PCC
	SCC1
	SCC2
	SCC3
	Neigh
	
	
	
	

	
	Band
	
	Band
	
	Band
	
	Band
	
	Band
	
	
	
	
	

	
	Y
	1
	X
	2
	X
	3
	X
	4
	X
	6
	
	
	
	

	
	Default Test Settings for a CA_XA-YC-ZA
	
	
	
	

	
	PCC
	SCC1
	SCC2
	SCC3
	Neigh
	
	
	
	

	
	Band
	
	Band
	
	Band
	
	Band
	
	Band
	
	
	
	
	

	
	Z
	1
	X
	2
	Y
	3
	Y
	4
	Y
	6
	
	
	
	

	
	Default Test Settings for a CA_XC-YA-ZA
	
	
	
	

	
	PCC
	SCC1
	SCC2
	SCC3
	Neigh
	
	
	
	

	
	Band
	
	Band
	
	Band
	
	Band
	
	Band
	
	
	
	
	

	
	Z
	1
	X
	2
	X
	3
	Y
	4
	Y
	6
	
	
	
	

	9.1.44
9.1.46Note 3
9.1.47Note 3

	Default Test Settings for a CA_XA-YA-ZA-RA

	
	PCC
	SCC1
	Neigh
	SCC2
	Neigh
	SCC3
	Neigh

	
	Band
	
	Band
	
	Band
	
	Band
	
	Band
	
	Band
	
	Band
	

	
	X
	1
	Y
	2
	Y
	3
	Z
	4
	Z
	6
	R
	10
	R
	11

	
	Default Test Settings for a CA_XA-YD

	
	PCC
	SCC1
	Neigh
	SCC2
	Neigh
	SCC3
	Neigh

	
	Band
	
	Band
	
	Band
	
	Band
	
	Band
	
	Band
	
	Band
	

	
	X
	1
	Y
	2
	Y
	3
	Y
	4
	Y
	6
	Y
	10
	Y
	11

	
	Default Test Settings for a CA_XD-YA

	
	PCC
	SCC1
	Neigh
	SCC2
	Neigh
	SCC3
	Neigh

	
	Band
	
	Band
	
	Band
	
	Band
	
	Band
	
	Band
	
	Band
	

	
	X
	1
	X
	2
	X
	3
	X
	4
	X
	6
	Y
	10
	Y
	11

	
	Default Test Settings for a CA_XC-YC

	
	PCC
	SCC1
	Neigh
	SCC2
	Neigh
	SCC3
	Neigh

	
	Band
	
	Band
	
	Band
	
	Band
	
	Band
	
	Band
	
	Band
	

	
	X
	1
	X
	2
	X
	3
	Y
	4
	Y
	6
	Y
	10
	Y
	11

	
	Default Test Settings for a CA_XA-YA-ZC

	
	PCC
	SCC1
	Neigh
	SCC2
	Neigh
	SCC3
	Neigh

	
	Band
	
	Band
	
	Band
	
	Band
	
	Band
	
	Band
	
	Band
	

	
	X
	1
	Y
	2
	Y
	3
	Z
	4
	Z
	6
	Z
	10
	Z
	11

	
	Default Test Settings for a CA_XA-YC-ZA

	
	PCC
	SCC1
	Neigh
	SCC2
	Neigh
	SCC3
	Neigh

	
	Band
	
	Band
	
	Band
	
	Band
	
	Band
	
	Band
	
	Band
	

	
	X
	1
	Y
	2
	Y
	3
	Y
	4
	Y
	6
	Z
	10
	Z
	11

	
	Default Test Settings for a CA_XC-YA-ZA

	
	PCC
	SCC1
	Neigh
	SCC2
	Neigh
	SCC3
	Neigh

	
	Band
	
	Band
	
	Band
	
	Band
	
	Band
	
	Band
	
	Band
	

	
	X
	1
	X
	2
	X
	3
	Y
	4
	Y
	6
	Z
	10
	Z
	11

	
	Default Test Settings for a CA_XE

	
	PCC
	SCC1
	Neigh
	SCC2
	Neigh
	SCC3
	Neigh

	
	Band
	
	Band
	
	Band
	
	Band
	
	Band
	
	Band
	
	Band
	

	
	X
	1
	X
	2
	X
	3
	X
	4
	X
	6
	X
	10
	X
	11

	9.2.45
	Default Test Settings for a CA_XA-YA-ZA-RA

	
	PCC
	SCC1
	SCC2
	SCC3
	
	
	

	
	Band
	
	Band
	
	Band
	
	Band
	
	
	
	
	
	
	

	
	X
	1
	Y
	2
	Z
	3
	R
	4
	
	
	
	
	
	

	
	Default Test Settings for a CA_XA-YD

	
	PCC
	SCC1
	SCC2
	SCC3
	
	
	

	
	Band
	
	Band
	
	Band
	
	Band
	
	
	
	
	
	
	

	
	X
	1
	Y
	2
	Y
	3
	Y
	4
	
	
	
	
	
	

	
	Default Test Settings for a CA_XA-YA-ZC

	
	PCC
	SCC1
	SCC2
	SCC3
	
	
	

	
	Band
	
	Band
	
	Band
	
	Band
	
	
	
	
	
	
	

	
	X
	1
	Y
	2
	Z
	3
	Z
	4
	
	
	
	
	
	

	
	Default Test Settings for a CA_XA-YC-ZA

	
	PCC
	SCC1
	SCC2
	SCC3
	
	
	

	
	Band
	
	Band
	
	Band
	
	Band
	
	
	
	
	
	
	

	
	X
	1
	Y
	2
	Y
	3
	Z
	4
	
	
	
	
	
	

	9.1.45
	Default Test Settings for a CA_XA-YA-ZA-RA

	
	PCC
	SCC1
	Neigh
	SCC2
	Neigh
	SCC3
	Neigh

	
	Band
	
	Band
	
	Band
	
	Band
	
	Band
	
	Band
	
	Band
	

	
	R
	1
	X
	2
	X
	3
	Y
	4
	Y
	6
	Z
	10
	Z
	11

	
	Default Test Settings for a CA_XD-YA

	
	PCC
	SCC1
	Neigh
	SCC2
	Neigh
	SCC3
	Neigh

	
	Band
	
	Band
	
	Band
	
	Band
	
	Band
	
	Band
	
	Band
	

	
	Y
	1
	X
	2
	X
	3
	X
	4
	X
	6
	X
	10
	X
	11

	
	Default Test Settings for a CA_XA-YC-ZA

	
	PCC
	SCC1
	Neigh
	SCC2
	Neigh
	SCC3
	Neigh

	
	Band
	
	Band
	
	Band
	
	Band
	
	Band
	
	Band
	
	Band
	

	
	Z
	1
	X
	2
	X
	3
	Y
	4
	Y
	6
	Y
	10
	Y
	11

	
	Default Test Settings for a CA_XC-YA-ZA

	
	PCC
	SCC1
	Neigh
	SCC2
	Neigh
	SCC3
	Neigh

	
	Band
	
	Band
	
	Band
	
	Band
	
	Band
	
	Band
	
	Band
	

	
	Z
	1
	X
	2
	X
	3
	X
	4
	X
	6
	Y
	10
	Y
	11

	
9.2.46
	Default Test Settings for a CA_XA-YA-ZA-RA

	
	PCC
	SCC1
	SCC2
	SCC3
	
	
	

	
	Band
	
	Band
	
	Band
	
	Band
	
	
	
	
	
	
	

	
	R
	1
	X
	2
	Y
	3
	Z
	4
	
	
	
	
	
	

	
	Default Test Settings for a CA_XD-YA

	
	PCC
	SCC1
	SCC2
	SCC3
	
	
	

	
	Band
	
	Band
	
	Band
	
	Band
	
	
	
	
	
	
	

	
	Y
	1
	X
	2
	X
	3
	X
	4
	
	
	
	
	
	

	
	Default Test Settings for a CA_XA-YC-ZA

	
	PCC
	SCC1
	SCC2
	SCC3
	
	
	

	
	Band
	
	Band
	
	Band
	
	Band
	
	
	
	
	
	
	

	
	Z
	1
	X
	2
	Y
	3
	Y
	4
	
	
	
	
	
	

	
	Default Test Settings for a CA_XC-YA-ZA

	
	PCC
	SCC1
	SCC2
	SCC3
	
	
	

	
	Band
	
	Band
	
	Band
	
	Band
	
	
	
	
	
	
	

	
	Z
	1
	X
	2
	X
	3
	Y
	4
	
	
	
	
	
	

	Note 1:
All cells shall use the same range (mid) independently of the range information given in Table 4.4.2-1 of TS 36.508 [7].

Note 2:
X, Y, Z and R correspond to the bands in the CA Configuration is specified in 5.4.2A.1 of TS 36.521-1 [10]. E.g. for CA_2A-2A-4A-5A, X=2, Y=2, Z=4, R=5. For TDD FDD CA Configuration, FDD bands shall precede TDD bands. E.g. for CA_2A-2A-42A-66A, X=2, Y=2, Z=66, R=42.

Note 3:
These test cases require to swap the bands so that every band in the CA Configuration is used as PCC. In the most generic case XA-YA-ZA-RA, the test case shall be run four times: CA_XA-YA-ZA-RA, CA_YA-ZA-RA-XA, CA_ZA-RA- XA-YA and CA_RA- XA-YA-ZA.

Note 4:
For simplicity, this table does not consider CA Type B. For CA Type B, the corresponding Type C default test settings shall be used. For example, for CA_XB-YA-ZA, the entry for CA_XC-YA-ZA shall be used.

Note 5:
For intra band contiguous CA, CC addition shall be done in increasing frequency order to ensure Contiguous CC addition.


< End of changes >

