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< Start of modified section >

4.8.2.1.5
MAC configurations

Table 4.8.2.1.5-1: MAC-MainConfig-RBC

	Derivation Path: 36.331 clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	MAC-MainConfig-RBC ::= SEQUENCE {
	
	
	

	ul-SCH-Config
	Not present
	
	SCell_AddMod

	  ul-SCH-Config SEQUENCE {
	
	
	

	    maxHARQ-Tx
	n5
	
	

	    periodicBSR-Timer
	sf20
	
	

	
	Infinity
	
	no_periodic_BSR_or_PHR

	    retxBSR-Timer
	sf320
	
	

	
	sf10240
	
	no_periodic_BSR_or_PHR

	    ttiBundling
	FALSE
	
	

	  }
	
	
	

	  drx-Config
	Not present
	
	NOT pc_FeatrGrp_5 or SCell_AddMod

	  drx-Config CHOICE {
	
	
	pc_FeatrGrp_5 AND DRX_S

	    setup SEQUENCE {
	
	
	

	
	
	
	

	      onDurationTimer
	psf2
	
	

	
	psf5
	
	For SIG and HalfDuplex

	      drx-InactivityTimer
	psf100
	
	

	      drx-RetransmissionTimer
	psf16
	
	

	      longDRX-CycleStartOffset CHOICE {
	
	sf40 typical value in real network for real-time services.
	

	        sf40
	4
	
	For SIG

	
	0
	
	For RF

	      }
	
	
	

	      shortDRX 
	Not present
	
	

	    }
	
	
	

	  }
	
	
	

	  drx-Config CHOICE {
	
	
	pc_FeatrGrp_5 AND DRX_L

	    setup SEQUENCE {
	
	
	

	      onDurationTimer
	psf6
	
	

	      drx-InactivityTimer
	psf1920
	
	

	      drx-RetransmissionTimer
	psf16
	
	

	      longDRX-CycleStartOffset CHOICE {
	
	sf1280 typical value in real network for best-effort services.
	

	        sf1280
	4
	
	For SIG

	
	0
	
	For RF

	      }
	
	
	

	      shortDRX 
	Not present
	
	

	    }
	
	
	

	  }
	
	
	

	  timeAlignmentTimerDedicated
	sf750
	
	

	  phr-Config CHOICE {
	
	
	no_periodic_BSR_or_PHR

	    release
	NULL
	
	

	   }
	
	
	

	phr-Config
	Not present
	
	SCell_AddMod and RF

	  phr-Config CHOICE {
	
	
	

	    setup SEQUENCE {
	
	
	

	      periodicPHR-Timer
	sf500
	
	

	      prohibitPHR-Timer
	sf200
	
	

	      dl-PathlossChange
	dB3
	
	

	    }
	
	
	

	  }
	
	
	

	  sr-ProhibitTimer-r9
	Not present
	
	

	  mac-MainConfig-v1020
	Not present
	
	

	  mac-MainConfig-v1020 SEQUENCE {
	
	
	SCell_AddMod

	    sCellDeactivationTimer-r10
	rf32
	
	

	    extendedBSR-Sizes-r10
	setup
	
	

	    extendedPHR-r10
	setup
	
	

	  }
	
	
	

	  stag-ToReleaseList-r11
	Not present
	
	

	  stag-ToAddModList-r11
	Not present
	
	

	  drx-Config-v1130
	Not present
	
	

	  e-HARQ-Pattern-r12
	Not present
	
	

	  dualConnectivityPHR CHOICE {}
	Not present
	
	

	  logicalChannelSR-Config-r12 CHOICE {}
	Not present
	
	

	  extendedPHR2-r13
	Not present
	
	

	  eDRX-Config-CycleStartOffset-r13 CHOICE {}
	Not present
	
	

	  eDRX-Config-CycleStartOffset-r13 CHOICE {}
	Not present
	
	

	  drx-Config-r13 CHOICE {}
	Not present
	
	

	}
	
	
	


	Condition
	Explanation

	DRX_S
	Used for DRX configuration with small DRX cycle length

	DRX_L
	Used for DRX configuration with large DRX cycle length

	no_periodic_BSR_or_PHR
	Used to disable BSR and PHR

	For SIG
	Used for DRX configuration in Protocol testing

	For RF
	Used for DRX configuration in RRM testing

	SCell_AddMod
	Addition or modification of SCell

	HalfDuplex
	Used during Type B HalfDuplexOperation


Table 4.8.2.1.5-2: MAC-MainConfig-SRB

	Derivation Path: 36.331 clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	MAC-MainConfig-SRB ::= SEQUENCE {
	
	
	

	  ul-SCH-Config SEQUENCE {
	
	
	

	    maxHARQ-Tx
	n5
	
	

	    periodicBSR-Timer
	sf20
	
	

	    retxBSR-Timer
	sf320
	
	

	    ttiBundling
	FALSE
	
	

	  }
	
	
	

	  drx-Config CHOICE {
	
	
	

	    release 
	NULL
	
	

	  }
	
	
	

	  timeAlignmentTimerDedicated
	sf750
	
	

	  phr-Config CHOICE {
	
	
	

	    setup SEQUENCE {
	
	
	

	      periodicPHR-Timer
	sf500
	
	

	      prohibitPHR-Timer
	sf200
	
	

	      dl-PathlossChange
	dB3
	
	

	    }
	
	
	

	  }
	
	
	

	}
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