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	Reason for change:
	The current guard timer for the above mentioned test cases is not sufficient to execute the test cases. The test cases requires more than 5mins to execute due to wait timers

	
	

	Summary of change:
	Changed the guard timers to 3000

	
	

	Consequences if not approved:
	A Conformant UE may fail this test case
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2 Corrections required for NBIOT test cases
2.1 TC_22_4_8
	Object name 
	TC_22_4_8

	Reason for change
	The current guard timer for the above mentioned test cases is not sufficient to execute the test cases. The test cases requires more than 5mins to execute due to wait timers

	Summary of change
	Changed the guard timers to 3000

	Module
	NBIOT_Testsuite


Before change: 

	testcase TC_22_4_8() runs on MTC_NBIOT system SYSTEM_NBIOT {

    // @purpose

    //   NB-IoT / RRC connection establishment / Access Barring for UE with AC 0 to 9 / MO exception data / ab-Category a, b and c

    var NBIOT_PTC        v_NBIOT      := null;

    timer t_GuardTimer := int2float(300);

    v_NBIOT := NBIOT_PTC.create alive;

    f_MTC_ConnectPTCs_NBIOT(system, v_NBIOT);

    v_NBIOT.start(f_TC_22_4_8_NBIOT());

    t_GuardTimer.start;

    f_MTC_MainLoop_NBIOT(t_GuardTimer);

  }


After change: 

	testcase TC_22_4_8() runs on MTC_NBIOT system SYSTEM_NBIOT {

    // @purpose

    //   NB-IoT / RRC connection establishment / Access Barring for UE with AC 0 to 9 / MO exception data / ab-Category a, b and c

    var NBIOT_PTC        v_NBIOT      := null;

    timer t_GuardTimer := int2float(3000);  

    v_NBIOT := NBIOT_PTC.create alive;

    f_MTC_ConnectPTCs_NBIOT(system, v_NBIOT);

    v_NBIOT.start(f_TC_22_4_8_NBIOT());

    t_GuardTimer.start;

    f_MTC_MainLoop_NBIOT(t_GuardTimer);

  }


