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	Reason for change:
	According to the description for ASN.1 field UE-CategoryDL in 36.331 6.3.6, “For ASN.1 compatibility, a UE indicating DL category 0 or m1 shall also indicate any of the categories (1..5) in ue-Category (without suffix), which is ignored by the eNB.”  (see also 36.306 Table 4.1A-6).
Currenly in the checking of ue-Category it is mandated that the PICS parameter corresponding to the reported category is set to TRUE. This can cause an unfair INCONCLUSIVE verdict in the case of a CAT-M1 or CAT-0 UE.



	
	

	Summary of change:
	Skip the checking of ue-Category IE in the case of a CAT-M1 or CAT-0 UE.

	
	

	Consequences if not approved:
	A conformant CAT-M1 UE will fail the test case if PICS paramters are set correctly.
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	Function name
	fl_EUTRA_CommonChecks_r8()

	Reason for change
	According to the description for ASN.1 field UE-CategoryDL in 36.331 6.3.6, “For ASN.1 compatibility, a UE indicating DL category 0 or m1 shall also indicate any of the categories (1..5) in ue-Category (without suffix), which is ignored by the eNB.”  (see also 36.306 Table 4.1A-6).
Currenly in the checking of ue-Category it is mandated that the PICS paramter corresponding to the reported category is set to TRUE. This can cause an unfair INCONCLUSIVE verdict in the case of a CAT-M1 or CAT-0 UE.



	Summary of change
	Skip the checking of ue-Category IE in the case of a CAT-M1 or CAT-0 UE.

	TTCN module
	RRC_OtherFunctions.ttcn

	MCC160 Comment
	


Before change
	function fl_EUTRA_CommonChecks_r8(UE_EUTRA_Capability p_ReceivedCapabilityMsg)

  { // @sic R5s120250 sic@

    var UE_EUTRA_Capability v_ReceivedCapabilityMsg;

    v_ReceivedCapabilityMsg := p_ReceivedCapabilityMsg;

    // check the reported UE Category vs. UE Category PICS items

    f_CheckUE_Category (v_ReceivedCapabilityMsg); // @sic R5-123325 sic@

    // check the reported EUTRA bands vs. EUTRA bands PICS items

    f_CheckUE_SupportedEUTRA_Bands (v_ReceivedCapabilityMsg);

  } // fl_EUTRA_CommonChecks_r8


After change
	  function f_CheckUE_Category(UE_EUTRA_Capability p_ReceivedCapabilityMsg)

function fl_EUTRA_CommonChecks_r8(UE_EUTRA_Capability p_ReceivedCapabilityMsg)

  { // @sic R5s120250 sic@

    var UE_EUTRA_Capability v_ReceivedCapabilityMsg;

    v_ReceivedCapabilityMsg := p_ReceivedCapabilityMsg;

    if (not pc_ue_CategoryDL_0 and not pc_ue_CategoryDL_M1)
    {
        // check the reported UE Category vs. UE Category PICS items
        f_CheckUE_Category (v_ReceivedCapabilityMsg); // @sic R5-123325 sic@

    }
    // check the reported EUTRA bands vs. EUTRA bands PICS items

    f_CheckUE_SupportedEUTRA_Bands (v_ReceivedCapabilityMsg);

  } // fl_EUTRA_CommonChecks_r8


