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	Reason for change:
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Change 1 

	Function name
	f_EUTRA_CellConfig_Def

	Reason for change
	There are cases where normal cell is set to LAA frequency due to the inter-frequency neighbour cell requirement for SCell or PCell.

I.e: TCs 8.2.4.21.2, 8.3.1.17.2, 8.3.1.18.2.

In this case the SRBs should not be configured

	Summary of change
	Skipping configuration of SRBs for cell with LAA frequencies.

	TTCN module
	\Common\EUTRA\EUTRA_ConfigurationSteps.ttcn

	MCC160 Comment
	


Before change

  function f_EUTRA_CellConfig_Def(EUTRA_CellId_Type p_CellId,

                                  template (omit) CA_CellInitialConfig_Type p_CA_CellInitialConfig := omit,//@sic R5s150252 sic@

                                  EUTRA_CyclicPrefix_Type p_CyclicPrefixLength := normal) runs on EUTRA_PTC

  { /* @sic R5s150338: f_EUTRA_SS_DRB1_DefConfig removed; p_DiscardULDataUM, p_UseBigGrants added sic@ */

    /* @sic R5s170597 - Cleanup of UL grant Configuration: p_DiscardULDataUM, p_UseBigGrants removed sic@ */

    f_EUTRA_SS_ConfigureActiveCell(p_CellId, p_CA_CellInitialConfig, p_CyclicPrefixLength); //@sic R5s150252 sic@

    f_EUTRA_SS_ConfigureSRBs(p_CellId);
    f_EUTRA_SS_ConfigureUE_Category(p_CellId); //@sic R5w150203r1 sic@

  }
After change

function f_EUTRA_CellConfig_Def(EUTRA_CellId_Type p_CellId,

                                  template (omit) CA_CellInitialConfig_Type p_CA_CellInitialConfig := omit,//@sic R5s150252 sic@

                                  EUTRA_CyclicPrefix_Type p_CyclicPrefixLength := normal) runs on EUTRA_PTC

  { /* @sic R5s150338: f_EUTRA_SS_DRB1_DefConfig removed; p_DiscardULDataUM, p_UseBigGrants added sic@ */

    /* @sic R5s170597 - Cleanup of UL grant Configuration: p_DiscardULDataUM, p_UseBigGrants removed sic@ */

    f_EUTRA_SS_ConfigureActiveCell(p_CellId, p_CA_CellInitialConfig, p_CyclicPrefixLength); //@sic R5s150252 sic@

    if (not f_EUTRA_CellInfo_IsLAA(p_CellId))

      {f_EUTRA_SS_ConfigureSRBs(p_CellId);}
    f_EUTRA_SS_ConfigureUE_Category(p_CellId); //@sic R5w150203r1 sic@

  }
