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	Reason for change:
	The agreed BL CR to introduce EN-DC in X2AP contained some errors that need to be corrected

	
	

	Summary of change:
	§9.2.98, the range of the IE is changed from “0..maxnoofNRNeighbours” to “1..maxnoofNRNeighbours”. This is also to align with ASN.1
§9.2.111 and §9.2.105 define both the NR Cell Global Identifier. Both Chapters refer to different specifications (38.401 vs 37.340), only 9.2.111 is actually used. 9.2.105 is voided, reference in 9.2.111 is changed to 38.401.

	
	

	Consequences if not approved:
	

	
	

	Clauses affected:
	9.2.98, 9.2.105, 9.2.111

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications

	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	


<<<<<<<<<<<<<<<<<<<< First Change >>>>>>>>>>>>>>>>>>>>

9.2.98
NR Neighbour Information

This IE contains cell configuration information of NR cells that a neighbour node may need for the X2 AP interface.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	NR Neighbour Information
	
	1 .. <maxnoofNRNeighbours>
	
	
	–
	

	>NR Neighbour Information
	
	
	
	
	
	

	 >>NRPCI
	M
	
	INTEGER (0..1007, …)
	NR Physical Cell ID
	–
	

	>>NR-CGI
	M
	
	9.2.111
	
	–
	

	>>NR-ARFCN
	M
	
	NR ARFCN

9.2.106
	This IE may be refined.
	
	

	>>TAC
	M
	
	OCTET STRING(2)
	Tracking Area Code
	–
	


	Range bound
	Explanation

	maxnoofNRNeighbours
	Maximum no. of neighbour NR cells associated to a given served cell. Value is 1024.


<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>

9.2.105
Void
Void.


	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	


<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>

9.2.111
NR CGI

The NR Cell Global Identifier (NR CGI) is used to globally identify an NR cell (see TS 38.401 [34]).

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	PLMN Identity
	M
	
	9.2.4
	 

	NR Cell Identity
	M
	
	BIT STRING (36)
	The leftmost bits of the NR Cell Identity IE value correspond to the value of the en-gNB ID IE contained in the Global en-gNB ID IE (defined in section 9.2.112) identifying the en-gNB that controls the cell.


<<<<<<<<<<<<<<<<<<<< End of Changes >>>>>>>>>>>>>>>>>>>>
