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{Start of changes}

5.2A
Operating bands for CA

E-UTRA carrier aggregation is designed to operate in the operating bands defined in Tables 5.2A-1 and 5.2A-2.

<Unchanged Sections Skipped>
Table 5.2A-2: Inter-band CA operating bands (two bands)

	E-UTRA CA Band
	E-UTRA Band

(Table 5.2-1)

	CA_1-3
	1, 3

	CA_1-1-3
	1, 3

	CA_1-1-5
	1, 5

	<Unchanged Sections Skipped>

	CA_2-12-12
	2, 12

	CA_2-13
	2, 13

	CA_2-2-13
	2, 13

	CA_2-14
	2, 14

	CA_2-17
	2, 17

	CA_2-28
	2, 28

	CA_2-29
	2, 29

	<Unchanged Sections Skipped>

	CA_13-48-48
	13, 48

	CA_13-66
	13, 66

	CA_13-66-66
	13, 66

	CA_14-30
	14, 30

	CA_14-66
	14, 66

	CA_14-66-66
	14, 66

	CA_18-281
	18, 28

	CA_19-21
	19, 21

	CA_19-282
	19, 28

	<Unchanged Sections Skipped>

	CA_66-66-70
	66,70

	NOTE 1: The frequency range in band 28 is restricted for this CA band combination to 703-733 MHz for the UL and 758-788 MHz for the DL

NOTE 2: The frequency range in band 28 is restricted for this CA band combination to 718-748 MHz for the UL and 773-803 MHz for the DL


Table 5.2A-2a: Inter-band CA operating bands (three bands)

	E-UTRA CA Band
	E-UTRA Band

(Table 5.2-1)

	CA_1-3-5
	1, 3, 5

	CA_1-1-3-5
	1, 3, 5

	<Unchanged Sections Skipped>

	CA_2-13-46
	2, 13, 46

	CA_2-13-66
	2, 13, 66

	CA_2-13-66-66
	2, 13, 66

	CA_2-14-30
	2, 14, 30

	CA_2-14-66
	2, 14, 66

	CA_2-2-29-30
	2, 29, 30

	CA_2-29-30
	2, 29, 30

	CA_2-29-66
	2, 29, 66

	<Unchanged Sections Skipped>

	CA_12-30-66-66
	12, 30, 66

	CA_13-46-66
	13, 46, 66

	CA_13-48-66
	13, 48, 66

	CA_14-30-66
	14, 30, 66

	CA_19-21-42
	19, 21, 42

	CA_20-38-40
	20, 38, 40

	CA_20-38-40-40
	20, 38, 40

	CA_21-28-42
	21, 28, 42

	CA_20-38-40
	20, 38, 40

	CA_28-41-42
	28, 41, 42

	CA_29-30-66
	29, 30, 66

	CA_29-46-66
	29, 46, 66

	CA_29-66-70
	29, 66, 70

	CA_29-66-66-70
	29, 66, 70

	NOTE 1: The frequency range in band 28 is restricted for this CA band combination to 703-733 MHz for the UL and 758-788 MHz for the DL

NOTE 2: The frequency range in band 28 is restricted for this CA band combination to 718-748 MHz for the UL and 773-803 MHz for the DL


<Unchanged Sections Skipped>
Table 5.2A-2c: Inter-band CA operating bands (five bands)
	E-UTRA CA Band
	E-UTRA Band

(Table 5.2-1)

	CA_1-3-7-20-28
	1, 3, 7, 20, 28

	CA_1-3-7-20-42
	1, 3, 7, 20, 42

	CA_1-3-8-11-28
	1, 3, 8, 11, 28


Table 5.2A-3: Intra-band non-contiguous CA operating bands (with two sub-blocks)

	E-UTRA CA Band
	E-UTRA Band

(Table 5.2-1)

	CA_1-1
	1

	CA_2-2
	2

	CA_3-3
	3

	CA_4-4
	4

	CA_5-5
	5

	CA_7-7
	7

	CA_12-12
	12

	CA_23-23
	23

	CA_25-25
	25

	CA_40-40
	40

	CA_41-41
	41

	CA_42-42
	42

	CA_43-43
	43

	CA_46-46
	46

	CA_48-48
	48

	CA_66-66
	66


Table 5.2A-4: Intra-band non-contiguous CA operating bands (with three sub-blocks)

	E-UTRA CA Band
	E-UTRA Band

(Table 5.2-1)

	CA_66-66-66
	66


5.2B
Operating bands for UL-MIMO
E-UTRA UL-MIMO in Rel-10 is designed to operate in the operating bands defined in Table 5.2-1.

<Unchanged Sections Skipped>
5.4.2A
Channel bandwidth for CA

For intra-band contiguous carrier aggregation Aggregated Channel Bandwidth, Aggregated Transmission Bandwidth Configuration and Guard Bands are defined as follows, see Figure 5.4.2A-1.

The requirements for carrier aggregation in this specification are defined for carrier aggregation configurations with associated bandwidth combination sets. For inter-band carrier aggregation, a carrier aggregation configuration is a combination of operating bands, each supporting a carrier aggregation bandwidth class. For intra-band contiguous carrier aggregation, a carrier aggregation configuration is a single operating band supporting a carrier aggregation bandwidth class.

For each carrier aggregation configuration, requirements are specified for all bandwidth combinations contained in a bandwidth combination set, which is indicated per supported band combination in the UE radio access capability. A UE can indicate support of several bandwidth combination sets per band combination.

Requirements for intra-band contiguous carrier aggregation are defined for the carrier aggregation configurations and bandwidth combination sets specified in Table 5.4.2A.1-1. Requirements for inter-band carrier aggregation are defined for the carrier aggregation configurations and bandwidth combination sets specified in Table 5.4.2A.1-2 and 5.4.2A.1-2a. Requirements for intra-band non-contiguous carrier aggregation are defined for the carrier aggregation configurations and bandwidth combination sets specified in Table 5.4.2A.1-3 and Table 5.4.2A.1-4.

The DL component carrier combinations for a given CA configuration shall be symmetrical in relation to channel centre unless stated otherwise in table 5.4.2A.1-1, 5.4.2A.1-2, 5.4.2A.1-2a and 5.4.2A.1-2b.

5.4.2A.1
Channel bandwidths per operating band for CA

<Unchanged Sections Skipped>
Table 5.4.2A.1-2: E-UTRA CA configurations and bandwidth combination sets defined for inter-band CA (two bands)
	E-UTRA CA configuration / Bandwidth combination set

	E-UTRA CA Configuration
	Uplink CA configurations (NOTE 4)
	E-UTRA Bands
	1.4
MHz
	3
MHz
	5
MHz
	10
MHz
	15
MHz
	20
MHz
	Maximum aggregated bandwidth

[MHz]
	Bandwidth combination set

	CA_1A-3A
	CA_1A-3A
	1
	
	
	Yes
	Yes
	Yes
	Yes
	40
	0

	
	
	3
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	
	
	1
	
	
	Yes
	Yes
	Yes
	Yes
	40
	1

	
	
	3
	
	Yes
	Yes
	Yes
	Yes
	Yes
	
	

	CA_1A-1A-3A
	-
	1
	See CA_1A-1A Bandwidth combination set 0 in Table 5.4.2A.1-3
	60
	0

	
	
	3
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	<Unchanged Sections Skipped>

	CA_2C-12A
	-
	2
	See CA_2C Bandwidth combination set 0 in Table 5.4.2A.1-1
	50
	0

	
	
	12
	
	
	Yes
	Yes
	
	
	
	

	CA_2A-13A
	CA_2A-13A
	2
	
	
	Yes
	Yes
	Yes
	Yes
	30
	0

	
	
	13
	
	
	
	Yes
	
	
	
	

	
	
	2
	
	
	Yes
	Yes
	
	
	20
	1

	
	
	13
	
	
	
	Yes
	
	
	
	

	CA_2A-2A-13A
	-
	2
	See CA_2A-2A Bandwidth Combination Set 0 in Table 5.4.2A.1-3
	50
	0

	
	
	13
	
	
	
	Yes
	
	
	
	

	CA_2A-14A
	-
	2
	
	
	Yes
	Yes
	Yes
	Yes
	30
	0

	
	
	14
	
	
	Yes
	Yes
	
	
	
	

	CA_2A-17A
	-
	2
	
	
	Yes
	Yes
	
	
	20
	0

	
	
	17
	
	
	Yes
	Yes
	
	
	
	

	CA_2A-28A
	-
	2
	
	
	Yes
	Yes
	Yes
	Yes
	40
	0

	
	
	28
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_2A-29A
	-
	2
	
	
	Yes
	Yes
	
	
	20
	0

	
	
	29
	
	Yes
	Yes
	Yes
	
	
	
	

	
	
	2
	
	
	Yes
	Yes
	
	
	20
	1

	
	
	29
	
	
	Yes
	Yes
	
	
	
	

	
	
	2
	
	
	Yes
	Yes
	Yes
	Yes
	30
	2

	
	
	29
	
	
	Yes
	Yes
	
	
	
	

	<Unchanged Sections Skipped>

	CA_13A-66B
	-
	13
	
	
	Yes
	Yes
	
	
	30
	0

	
	
	66
	See CA_66B Bandwidth combination set 0 in Table 5.4.2A.1-1
	
	

	CA_13A-66C
	-
	13
	
	
	Yes
	Yes
	
	
	50
	0

	
	
	66
	See CA_66C Bandwidth combination set 0 in Table 5.4.2A.1-1
	
	

	CA_13A-66D
	-
	13
	
	
	Yes
	Yes
	
	
	70
	0

	
	
	66
	See CA_66D Bandwidth combination set 0 in Table 5.4.2A.1-1
	
	

	CA_14A-30A
	-
	14
	
	
	Yes
	Yes
	
	
	20
	0

	
	
	30
	
	
	Yes
	Yes
	
	
	
	

	CA_14A-66A
	-
	14
	
	
	Yes
	Yes
	
	
	30
	0

	
	
	66
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_14A-66A-66A
	-
	14
	
	
	Yes
	Yes
	
	
	50
	0

	
	
	66
	See CA_66A-66A Bandwidth combination set 0 in Table 5.4.2A.1-3
	
	

	CA_18A-28A
	CA_18A-28A
	18
	
	
	Yes
	Yes
	Yes
	
	25
	0

	
	
	28
	
	
	Yes
	Yes
	
	
	
	

	CA_19A-21A
	CA_19A-21A
	19
	
	
	Yes
	Yes
	Yes
	
	30
	0

	
	
	21
	
	
	Yes
	Yes
	Yes
	
	
	

	CA_19A-28A
	-
	19
	
	
	Yes
	Yes
	Yes
	
	25
	0

	
	
	28
	
	
	Yes
	Yes
	
	
	
	

	<Unchanged Sections Skipped>

	CA_66C-70A
	-
	66
	See CA_66C Bandwidth combination set 0 in Table 5.4.2A.1-1
	55
	0

	
	
	70
	
	
	Yes
	Yes
	Yes
	
	
	

	CA_66C-70C
	-
	66
	See the CA_66C Bandwidth combination set 0 in Table 5.4.2A.1-1
	65
	0

	
	
	70
	See the CA_70C Bandwidth combination set 0 in Table 5.4.2A.1-1
	
	

	NOTE 1:
The CA Configuration refers to a combination of an operating band and a CA bandwidth class specified in Table 5.4.2A-1 (the indexing letter). Absence of a CA bandwidth class for an operating band implies support of all classes.

NOTE 2:
For each band combination, all combinations of indicated bandwidths belong to the set.

NOTE 3:
For the supported CC bandwidth combinations, the CC downlink and uplink bandwidths are equal.

NOTE 4:
Uplink CA configurations are the configurations supported by the present release of specifications.

NOTE 5: 
For TDD inter-band Carrier Aggregtion only non-simultaneous Rx/Tx uplink CA configurations can be supported by UE supporting corresponding DL CA configuration without simultaneous Rx/Tx.

NOTE 6: 
Void
NOTE 7:
Power imbalance between downlink carriers on Band 20 and Band 28 is assumed to be within [6dB].
NOTE 8:
For the corresponding CA configuration, UE may not support Pcell transmissions in this E-UTRA band


Table 5.4.2A.1-2a: E-UTRA CA configurations and bandwidth combination sets defined for inter-band CA (three bands)
	E-UTRA CA configuration / Bandwidth combination set

	E-UTRA CA Configuration
	Uplink CA configurations (NOTE 5)
	E-UTRA Bands
	1.4
MHz
	3
MHz
	5
MHz
	10
MHz
	15
MHz
	20
MHz
	Maximum aggregated bandwidth

[MHz]
	Bandwidth combination set

	CA_1A-3A-5A
	CA_1A-3A CA_1A-5A6 CA_3A-5A
	1
	
	
	Yes
	Yes
	Yes
	Yes
	50
	0

	
	
	3
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	
	
	5
	
	
	Yes
	Yes
	
	
	
	

	
	
	1
	
	
	Yes
	Yes
	
	
	40
	1

	
	
	3
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	
	
	5
	
	
	Yes
	Yes
	
	
	
	

	CA_1A-1A-3A-5A
	-
	1
	See CA_1A-1A Bandwidth Combination Set 0 in Table 5.4.2A.1-3
	70
	0

	
	
	3
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	
	
	5
	
	
	Yes
	Yes
	
	
	
	

	<Unchanged Sections Skipped>

	CA_2A-13A-66A-66C
	-
	2
	
	
	Yes
	Yes
	Yes
	Yes
	90
	0

	
	
	13
	
	
	Yes
	Yes
	
	
	
	

	
	
	66
	See CA_66A-66C Bandwidth Combination Set 0 in Table 5.4.2A.1-3
	
	

	CA_2A-13A-66B
	-
	2
	
	
	Yes
	Yes
	Yes
	Yes
	50
	0

	
	
	13
	
	
	Yes
	Yes
	
	
	
	

	
	
	66
	See CA_66B Bandwidth combination set 0 in Table 5.4.2A.1-1
	
	

	CA_2A-13A-66C
	-
	2
	
	
	Yes
	Yes
	Yes
	Yes
	70
	0

	
	
	13
	
	
	Yes
	Yes
	
	
	
	

	
	
	66
	See CA_66C Bandwidth combination set 0 in Table 5.4.2A.1-1
	
	

	CA_2A-14A-30A
	-
	2
	
	
	Yes
	Yes
	Yes
	Yes
	40
	0

	
	
	14
	
	
	Yes
	Yes
	
	
	
	

	
	
	30
	
	
	Yes
	Yes
	
	
	
	

	CA_2A-14A-66A
	-
	2
	
	
	Yes
	Yes
	Yes
	Yes
	50
	0

	
	
	14
	
	
	Yes
	Yes
	
	
	
	

	
	
	66
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_2A-29A-30A
	-
	2
	
	
	Yes
	Yes
	Yes
	Yes
	40
	0

	
	
	29
	
	
	Yes
	Yes
	
	
	
	

	
	
	30
	
	
	Yes
	Yes
	
	
	
	

	CA_2A-2A-29A-30A
	-
	2
	See CA_2A-2A Bandwidth Combination Set 0 in Table 5.4.2A.1-3
	60
	0

	
	
	29
	
	
	Yes
	Yes
	
	
	
	

	
	
	30
	
	
	Yes
	Yes
	
	
	
	

	CA_2C-29A-30A
	-
	2
	See CA_2C Bandwidth Combination set 0 in Table 5.4.2A.1-1
	60
	0

	
	
	29
	
	
	Yes
	Yes
	
	
	
	

	
	
	30
	
	
	Yes
	Yes
	
	
	
	

	<Unchanged Sections Skipped>

	CA_13A-46C-66A
	-
	13
	
	
	Yes
	Yes
	
	
	70
	0

	
	
	46
	See CA_46C Bandwidth Combination Set 0 in Table 5.4.2A.1-1
	
	

	
	
	66
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_13A-46D-66A
	-
	13
	
	
	Yes
	Yes
	
	
	90
	0

	
	
	46
	See CA_46D Bandwidth Combination Set 0 in Table 5.6A.1-1
	
	

	
	
	66
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_13A-48A-66A 
	-
	13
	
	
	Yes
	Yes
	
	
	50
	0

	
	
	48
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	
	
	66
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_14A-30A-66A
	-
	14
	
	
	Yes
	Yes
	
	
	40
	0

	
	
	30
	
	
	Yes
	Yes
	
	
	
	

	
	
	66
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_14A-30A-66A-66A
	-
	14
	
	
	Yes
	Yes
	
	
	60
	0

	
	
	30
	
	
	Yes
	Yes
	
	
	
	

	
	
	66
	See CA_66A-66A Bandwidth combination set 0 in Table 5.4.2A.1-3
	
	

	CA_19A-21A-42A
	CA_19A-21A, CA_19A-42A6, CA_21A-42A
	19
	
	
	Yes
	Yes
	Yes
	
	50
	0

	
	
	21
	
	
	Yes
	Yes
	Yes
	
	
	

	
	
	42
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_19A-21A-42C
	CA_19A-21A, CA_19A-42A6, CA_21A-42A
	19
	
	
	Yes
	Yes
	Yes
	
	70
	0

	
	
	21
	
	
	Yes
	Yes
	Yes
	
	
	

	
	
	42
	See CA_42C Bandwidth combination set 0 in Table 5.4.2A.1-1
	
	

	CA_20A-38A-40A
	-
	20
	
	
	Yes
	Yes
	Yes
	
	55
	0

	
	
	38
	
	
	
	Yes
	Yes
	Yes
	
	

	
	
	40
	
	
	
	Yes
	Yes
	Yes
	
	

	<Unchanged Sections Skipped>

	CA_29A-66C-70A
	-
	29
	
	
	Yes
	Yes
	
	
	65
	0

	
	
	66
	See CA_66C Bandwidth combination set 0 in Table 5.4.2A.1-1
	
	

	
	
	70
	
	
	Yes
	Yes
	Yes
	
	
	

	CA_29A-66C-70C
	-
	29
	
	
	Yes
	Yes
	
	
	75
	0

	
	
	66
	See the CA_66C Bandwidth combination set 0 in Table 5.4.2A.1-1
	
	

	
	
	70
	See the CA_70C Bandwidth combination set 0 in Table 5.4.2A.1-1
	
	

	NOTE 1:
The CA Configuration refers to a combination of an operating band and a CA bandwidth class specified in Table 5.4.2A-1 (the indexing letter). Absence of a CA bandwidth class for an operating band implies support of all classes.

NOTE 2:
For each band combination, all combinations of indicated bandwidths belong to the set.

NOTE 3:
For the supported CC bandwidth combinations, the CC downlink and uplink bandwidths are equal.

NOTE 4:
A terminal which supports a DL CA configuration shall support all the lower order fallback DL CA combinations and it shall support at least one bandwidth combination set for each of the constituent lower order DL combinations containing all the bandwidths specified within each specific combination set of the upper order DL combination.

NOTE 5: 
Uplink CA configurations are the configurations supported by the present release of specifications.

NOTE 6: 
If the UE supports any uplink CA configuration for corresponding downlink CA configuration it shall support this uplink CA configuration.

NOTE 7:
UL carrier shall be supported in Band 3 only. Power imbalance between downlink carriers on Band 7 and Band 38 is assumed to be within [6dB].

NOTE 8:
UL carrier shall be supported in Band 20 only. Power imbalance between downlink carriers on Band 7 and Band 38 is assumed to be within [6dB] 

NOTE 9:
UL carrier is only supported on Band 1 or Band 3 not Band 41 because the fall back mode 1UL/2DL CA_1A-41A has the limitation that UL carrier is only supported on Band 1.

NOTE 10: UL carrier is only supported on Band 1 or Band 42 not Band 41 because the fall back mode 1UL/2DL CA_1A-41A has the limitation that UL carrier is only supported on Band 1.
NOTE 11:
UL carrier is only supported on Band 1 or Band 5 not Band 41 because the fall back mode 1UL/2DL CA_1A-41A has the limitation that UL carrier is only supported on Band 1.
NOTE 12:
Power imbalance between downlink carriers on Band 20 and Band 28 is assumed to be within [6dB].


Table 5.4.2A.1-2b: E-UTRA CA configurations and bandwidth combination sets defined for inter-band CA (four bands)

	E-UTRA CA configuration / Bandwidth combination set

	E-UTRA CA Configuration
	Uplink CA configurations (NOTE 5)
	E-UTRA Bands
	1.4
MHz
	3
MHz
	5
MHz
	10
MHz
	15
MHz
	20
MHz
	Maximum aggregated bandwidth

[MHz]
	Bandwidth combination set

	CA_1A-3A-5A-7A
	CA_1A-3A, CA_1A-5A6, CA_1A-7A, CA_3A-5A, CA_3A-7A, CA_5A-7A
	1
	
	
	Yes
	Yes
	Yes
	Yes
	70
	0

	
	
	3
	
	
	
	Yes
	Yes
	Yes
	
	

	
	
	5
	
	
	Yes
	Yes
	
	
	
	

	
	
	7
	
	
	
	Yes
	Yes
	Yes
	
	

	CA_1A-3A-5A-7A-7A
	CA_1A-3A, CA_1A-5A6, CA_1A-7A, CA_3A-5A, CA_3A-7A, CA_5A-7A
	1
	
	
	Yes
	Yes
	Yes
	Yes
	90
	0

	
	
	3
	
	
	
	Yes
	Yes
	Yes
	
	

	
	
	5
	
	
	Yes
	Yes
	
	
	
	

	
	
	7
	See CA_7A-7A Bandwidth Combination Set 3 in Table 5.4.2A.1-3
	
	

	<Unchanged Sections Skipped>

	CA_2A-5A-30A-66A-66A
	-
	2
	
	
	Yes
	Yes
	Yes
	Yes
	80
	0

	
	
	5
	
	
	Yes
	Yes
	
	
	
	

	
	
	30
	
	
	Yes
	Yes
	
	
	
	

	
	
	66
	See CA_66A-66A Bandwidth Combination Set 3 in Table 5.4.2A.1-3
	
	

	CA_2A-5B-30A-66A
	-
	2
	
	
	Yes
	Yes
	Yes
	Yes
	70
	0

	
	
	5
	See CA_5B Bandwidth Combination Set 0 in Table 5.4.2A.1-1
	
	

	
	
	30
	
	
	Yes
	Yes
	
	
	
	

	
	
	66
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_2A-12A-30A-66A
	-
	2
	
	
	Yes
	Yes
	Yes
	Yes
	60
	0

	
	
	12
	
	
	Yes
	Yes
	
	
	
	

	
	
	30
	
	
	Yes
	Yes
	
	
	
	

	
	
	66
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_2A-14A-30A-66A
	-
	2
	
	
	Yes
	Yes
	Yes
	Yes
	60
	0

	
	
	14
	
	
	Yes
	Yes
	
	
	
	

	
	
	30
	
	
	Yes
	Yes
	
	
	
	

	
	
	66
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_3A-7A-8A-20A
	-
	3
	
	
	Yes
	Yes
	Yes
	Yes
	70
	0

	
	
	7
	
	
	
	Yes
	Yes
	Yes
	
	

	
	
	8
	
	
	Yes
	Yes
	
	
	
	

	
	
	20
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_3A-7A-20A-28A7
	-
	3
	
	
	Yes
	Yes
	Yes
	Yes
	80
	0

	
	
	7
	
	
	
	Yes
	Yes
	Yes
	
	

	
	
	20
	
	
	
	Yes
	Yes
	Yes
	
	

	
	
	28
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_3A-7A-20A-32A
	-
	3
	
	
	Yes
	Yes
	Yes
	Yes
	80
	0

	
	
	7
	
	
	
	Yes
	Yes
	Yes
	
	

	
	
	20
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	
	
	32
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_3A-7A-20A-42A
	-
	3
	
	
	Yes
	Yes
	Yes
	Yes
	80
	0

	
	
	7
	
	
	
	Yes
	Yes
	Yes
	
	

	
	
	20
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	
	
	42
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_3A-8A-11A-28A
	-
	3
	
	
	Yes
	Yes
	Yes
	Yes
	60
	0

	
	
	8
	
	
	Yes
	Yes
	
	
	
	

	
	
	11
	
	
	Yes
	Yes
	
	
	
	

	
	
	28
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_3A-19A-21A-42A
	-
	3
	
	
	Yes
	Yes
	Yes
	Yes
	70
	0

	
	
	19
	
	
	Yes
	Yes
	Yes
	
	
	

	
	
	21
	
	
	Yes
	Yes
	Yes
	
	
	

	
	
	42
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_3A-28A-41A-42A
	CA_41A-42A
	3
	
	
	Yes
	Yes
	Yes
	Yes
	70
	0

	
	
	28
	
	
	Yes
	Yes
	
	
	
	

	
	
	41
	
	
	
	Yes
	Yes
	Yes
	
	

	
	
	42
	
	
	
	Yes
	Yes
	Yes
	
	

	CA_3A-28A-41A-42C
	-
	3
	
	
	Yes
	Yes
	Yes
	Yes
	90
	0

	
	
	28
	
	
	Yes
	Yes
	
	
	
	

	
	
	41
	
	
	
	Yes
	Yes
	Yes
	
	

	
	
	42
	See CA_42C Bandwidth combination set 1 in Table 5.4.2A.1-1
	
	

	CA_3A-28A-41C-42A
	-
	3
	
	
	Yes
	Yes
	Yes
	Yes
	90
	0

	
	
	28
	
	
	Yes
	Yes
	
	
	
	

	
	
	41
	See CA_41C Bandwidth Combination Set 0 in Table 5.4.2A.1-1
	
	

	
	
	42
	
	
	
	Yes
	Yes
	Yes
	
	

	NOTE 1:
The CA Configuration refers to a combination of an operating band and a CA bandwidth class specified in Table 5.4.2A -1 (the indexing letter). Absence of a CA bandwidth class for an operating band implies support of all classes.

NOTE 2:
For each band combination, all combinations of indicated bandwidths belong to the set.

NOTE 3:
For the supported CC bandwidth combinations, the CC downlink and uplink bandwidths are equal.
NOTE 4:
A terminal which supports a DL CA configuration shall support all the lower order fallback DL CA combinations and it shall support at least one bandwidth combination set for each of the constituent lower order DL combinations containing all the bandwidths specified within each specific combination set of the upper order DL combination.
NOTE 5:
Uplink CA configurations are the configurations supported by the present release of specifications.

NOTE 6:
If the UE supports any uplink CA configuration for corresponding downlink CA configuration it shall support this uplink CA configuration.
NOTE 7:
Power imbalance between downlink carriers on Band 20 and Band 28 is assumed to be within [6dB].

NOTE 8:
UL carrier is only supported on Band 1, Band 3 or Band 5 not Band 41 because the fall back mode 2DL/1UL CA_1A-41A has the limitation that UL carrier is only supported on Band 1.


Table 5.4.2A.1-2c: E-UTRA CA configurations and bandwidth combination sets defined for inter-band CA (five bands)
	E-UTRA CA configuration / Bandwidth combination set

	E-UTRA CA Configuration
	Uplink CA configurations (NOTE 5)
	E-UTRA Bands
	1.4
MHz
	3
MHz
	5
MHz
	10
MHz
	15
MHz
	20
MHz
	Maximum aggregated bandwidth

[MHz]
	Bandwidth combination set

	CA_1A-3A-7A-20A-28A7
	-
	1
	
	
	Yes
	Yes
	Yes
	Yes
	100
	0

	
	
	3
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	
	
	7
	
	
	
	Yes
	Yes
	Yes
	
	

	
	
	20
	
	
	
	Yes
	Yes
	Yes
	
	

	
	
	28
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_1A-3A-7A-20A-42A
	-
	1
	
	
	Yes
	Yes
	Yes
	Yes
	100
	0

	
	
	3
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	
	
	7
	
	
	
	Yes
	Yes
	Yes
	
	

	
	
	20
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	
	
	42
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_1A-3A-8A-11A-28A
	-
	1
	
	
	Yes
	Yes
	Yes
	Yes
	80
	0

	
	
	3
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	
	
	8
	
	
	Yes
	Yes
	
	
	
	

	
	
	11
	
	
	Yes
	Yes
	
	
	
	

	
	
	28
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	NOTE 1:
The CA Configuration refers to a combination of an operating band and a CA bandwidth class specified in Table 5.4.2A-1 (the indexing letter). Absence of a CA bandwidth class for an operating band implies support of all classes.

NOTE 2:
For each band combination, all combinations of indicated bandwidths belong to the set.

NOTE 3:
For the supported CC bandwidth combinations, the CC downlink and uplink bandwidths are equal.
NOTE 4:
A terminal which supports a DL CA configuration shall support all the lower order fallback DL CA combinations and it shall support at least one bandwidth combination set for each of the constituent lower order DL combinations containing all the bandwidths specified within each specific combination set of the upper order DL combination.
NOTE 5:
Uplink CA configurations are the configurations supported by the present release of specifications.
NOTE 6:
If the UE supports uplink CA for corresponding downlink CA it shall support this uplink CA configuration.
NOTE 7:
Power imbalance between downlink carriers on Band 20 and Band 28 is assumed to be within [6dB].


Table 5.4.2A.1-3: E-UTRA CA configurations and bandwidth combination sets defined for non-contiguous intra-band CA (with two sub-blocks)
	
	
	E-UTRA CA configuration / Bandwidth combination set

	E-UTRACA configuration
	Uplink CA configurations (NOTE 1)
	Component carriers in order of increasing carrier frequency
	Maximum aggregated bandwidth [MHz]
	Bandwidth combination set

	
	
	Channel bandwidths for carrier [MHz]
	Channel bandwidths for carrier [MHz]
	Channel bandwidths for carrier [MHz]
	Channel bandwidths for carrier [MHz]
	Channel bandwidths for carrier [MHz]
	
	

	CA_1A-1A
	-
	5, 10, 15, 20
	5, 10, 15, 20
	
	
	
	40
	0

	CA_2A-2A
	-
	5, 10, 15, 20
	5, 10, 15, 20
	
	
	
	40
	0

	CA_3A-3A
	-
	5, 10, 15, 20
	5, 10, 15, 20
	
	
	
	40
	0

	
	
	5, 10
	5, 10, 15, 20
	
	
	
	30
	1

	
	
	5
	3
	
	
	
	10
	2

	
	
	3, 5
	5
	
	
	
	
	

	CA_4A-4A
	CA_4A-4A
	5, 10, 15, 20
	5, 10, 15, 20
	
	
	
	40
	0

	
	
	5, 10
	5, 10
	
	
	
	20
	1

	CA_5A-5A
	-
	5,10
	5,10
	
	
	
	20
	0

	
	
	3
	5
	
	
	
	8
	1

	CA_7A-7A
	-
	5
	15
	
	
	
	40
	0

	
	
	10
	10, 15
	
	
	
	
	

	
	
	15
	15, 20
	
	
	
	
	

	
	
	20
	20
	
	
	
	
	

	
	
	5, 10, 15, 20
	5, 10, 15, 20
	
	
	
	40
	1

	
	
	5, 10, 15, 20
	5, 10
	
	
	
	30
	2

	
	
	10, 15, 20
	10, 15, 20
	
	
	
	40
	3

	CA_12A-12A
	-
	5
	5
	
	
	
	10
	0

	CA_23A-23A
	-
	5
	10
	
	
	
	15
	0

	CA_25A-25A
	-
	5, 10
	5, 10
	
	
	
	20
	0

	
	
	5, 10, 15, 20
	5, 10, 15, 20
	
	
	
	40
	1

	CA_40A-40A
	-
	10, 20
	10, 20
	
	
	
	40
	0

	
	
	10,15,20
	10,15,20
	
	
	
	40
	1

	CA_40A-40C
	-
	20
	See CA_40C Bandwidth Combination Set 1 in Table 5.4.2A.1-1
	
	
	60
	0

	
	
	See CA_40C Bandwidth Combination Set 1 in Table 5.4.2A.1-1
	20
	
	
	
	

	CA_40C-40C
	-
	See CA_40C Bandwidth Combination Set 1 in Table 5.4.2A.1-1
	See CA_40C Bandwidth Combination Set 1 in Table 5.4.2A.1-1
	
	80
	0

	CA_41A-41A
	-
	10, 15, 20
	10, 15, 20
	
	
	
	40
	0

	
	
	5, 10, 15, 20
	5, 10, 15, 20
	
	
	
	40
	1

	CA_41A-41C
	CA_41C
	5, 10, 15, 20
	See CA_41C Bandwidth Combination Set 1 in Table 5.4.2A.1-1
	
	
	60
	0

	
	
	See CA_41C Bandwidth Combination Set 1 in Table 5.4.2A.1-1
	5, 10, 15, 20
	
	
	
	

	CA_41A-41D
	CA_41C
	5, 10, 15, 20
	See CA_41D Bandwidth Combination Set 0 in Table 5.4.2A.1-1
	
	80
	0

	
	
	See CA_41D Bandwidth Combination Set 0 in Table 5.4.2A.1-1
	5, 10, 15, 20
	
	
	

	CA_41C-41C
	CA_41C
	See CA_41C Bandwidth Combination Set 0 in Table 5.4.2A.1-1
	See CA_41C Bandwidth Combination Set 0 in Table 5.4.2A.1-1
	
	80
	0

	CA_41C-41D
	CA_41C
	See CA_41C Bandwidth Combination Set 0 in Table 5.4.2A.1-1
	See CA_41D Bandwidth Combination Set 0 in Table 5.4.2A.1-1
	100
	0

	CA_42A-42A
	-
	5, 10, 15, 20
	5, 10, 15, 20
	
	
	
	40
	0

	CA_42A-42C
	-
	5, 10, 15, 20
	See CA_42C Bandwidth Combination Set 0 in Table 5.4.2A.1-1
	
	
	60
	0

	
	
	See CA_42C Bandwidth Combination Set 0 in Table 5.4.2A.1-1
	5, 10, 15, 20
	
	
	
	

	CA_42A-42D
	-
	5, 10, 15, 20
	See CA_42D Bandwidth Combination Set 0 in Table 5.4.2A.1-1
	
	80
	0

	
	
	See CA_42D Bandwidth Combination Set 0 in Table 5.4.2A.1-1
	5, 10, 15, 20
	
	
	

	CA_42C-42C
	-
	See CA_42C Bandwidth Combination Set 0 in Table 5.4.2A.1-1
	See CA_42C Bandwidth Combination Set 0 in Table 5.4.2A.1-1
	
	80
	0

	CA_43A-43A
	-
	5, 10, 15, 20
	5, 10, 15, 20
	
	
	
	40
	0

	CA_46A-46A2
	-
	20
	20
	
	
	
	40
	0

	CA_46A-46C2
	-
	20
	See CA_46C Bandwidth Combination Set 0 in Table 5.4.2A.1-1
	
	
	60
	0

	
	
	See CA_46C Bandwidth Combination Set 0 in Table 5.4.2A.1-1
	20
	
	
	
	

	CA_46A-46D2
	-
	20
	See CA_46D Bandwidth Combination Set 0 in Table 5.4.2A.1-1
	
	80
	0

	
	
	See CA_46D Bandwidth Combination Set 0 in Table 5.4.2A.1-1
	20
	
	
	

	CA_48A-48A
	-
	5, 10, 15, 20
	5, 10, 15, 20
	
	
	
	40
	0

	CA_48A-48C
	-
	5, 10, 15, 20
	See CA_48C Bandwidth Combination Set 0 in Table 5.4.2A.1-1
	
	
	60
	0

	
	
	See CA_48C Bandwidth Combination Set 0 in Table 5.4.2A.1-1
	5, 10, 15, 20
	
	
	
	

	CA_48A-48D
	-
	5, 10, 15, 20
	See CA_48D Bandwidth Combination Set 0 in Table 5.4.2A.1-1
	
	80
	0

	
	
	See CA_48D Bandwidth Combination Set 0 in Table 5.4.2A.1-1
	5, 10, 15, 20
	
	
	

	CA_48C-48C
	-
	See CA_48C Bandwidth Combination Set 0 in Table 5.4.2A.1-1
	See CA_48C Bandwidth Combination Set 0 in Table 5.4.2A.1-1
	
	80
	0

	CA_48C-48D
	-
	See CA_48C Bandwidth Combination Set 0 in Table 5.4.2A.1-1
	See CA_48D Bandwidth Combination Set 0 in Table 5.4.2A.1-1
	100
	0

	
	
	See CA_48D Bandwidth Combination Set 0 in Table 5.4.2A.1-1
	See CA_48C Bandwidth Combination Set 0 in Table 5.4.2A.1-1
	
	

	CA_48A-48E
	-
	5, 10, 15, 20
	See CA_48E Bandwidth Combination Set 0 in Table 5.4.2A.1-1
	100
	0

	
	
	See CA_48E Bandwidth Combination Set 0 in Table 5.4.2A.1-1
	5, 10, 15, 20
	
	

	CA_66A-66A
	-
	5, 10, 15, 20
	5, 10, 15, 20
	
	
	
	40
	0

	CA_66A-66B
	-
	5, 10, 15, 20
	See CA_66B Bandwidth Combination Set 0 in Table 5.4.2A.1-1
	
	
	40
	0

	
	
	See CA_66B Bandwidth Combination Set 0 in Table 5.4.2A.1-1
	5, 10, 15, 20
	
	
	
	

	CA_66A-66C
	-
	5, 10, 15, 20
	See CA_66C Bandwidth Combination Set 0 in Table 5.4.2A.1-1
	
	
	60
	0

	
	
	See CA_66C Bandwidth Combination Set 0 in Table 5.4.2A.1-1
	5, 10, 15, 20
	
	
	
	

	NOTE 1:
Uplink CA configurations are the configurations supported by the present release of specifications. 

NOTE 2:
Restricted to E-UTRA operation when inter-band carrier aggregation is configured. The downlink operating band is paired with the uplink operating band (external) of the carrier aggregation configuration that is supporting the configured Pcell.


Table 5.4.2A.1-4: E-UTRA CA configurations and bandwidth combination sets defined for non-contiguous intra-band CA (with three sub-blocks)

	
	
	E-UTRA CA configuration / Bandwidth combination set

	E-UTRACA configuration
	Uplink CA configurations (NOTE 1)
	Component carriers in order of increasing carrier frequency
	Maximum aggregated 
bandwidth [MHz]
	Bandwidth combination set

	
	
	Channel bandwidths for carrier [MHz]
	Channel bandwidths for carrier [MHz]
	Channel bandwidths for carrier [MHz]
	Channel bandwidths for carrier [MHz]
	Channel bandwidths for carrier [MHz]
	
	

	CA_66A-66A-66A
	-
	5, 10, 15, 20
	5, 10, 15, 20
	5, 10, 15, 20
	
	
	60
	0


5.4.2B
Channel bandwidth for UL-MIMO
5.4.2B.1
Channel bandwidths per operating band for UL- MIMO
For UL-MIMO, the channel bandwidths specified in Table 5.4.2.1-1 in present document apply for the UL-MIMO operating bands.

{End of changes}





























































































