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4
Recommended Test Case Applicability

NOTE 2:
To meet the validation requirements from certification bodies then there is a need to uniquely reference the FDD and TDD branch of common FDD and TDD test cases. The FDD and TDD branches of common FDD and TDD test cases can be referenced by amending a "FDD" or "TDD" suffix to the test case clause number. For example for AM RLC test case 7.2.3.13 the FDD and TDD branches can be identified by "7.2.3.13 FDD" and "7.2.3.13 TDD".

Table 4-1: Applicability of tests and additional information for testing

	Clause
	TC Title
	Release
	Applicability
	
	Additional Information
	
	
	

	
	
	
	Condition
	Comment
	Specific ICS
	Specific IXIT
	Number of TC Executions
	Release other RAT

	6
	IDLE MODE
	
	
	
	
	
	
	

	…
	
	
	
	
	
	
	
	

	11
	General Tests
	
	
	
	
	
	
	

	11.1.1
	MT-SMS over SGs / Idle mode
	Rel-8
	C22
	UEs supporting E-UTRA and MT SMS over SGs, and combined EPS/IMSI attach (with or without pre-configuration) and NOT Category M1
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	11.1.2
	MT-SMS over SGs / Active mode
	Rel-8
	C22
	UEs supporting E-UTRA and MT SMS over SGs, and combined EPS/IMSI attach (with or without pre-configuration) and NOT Category M1
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	11.1.3
	MO-SMS over SGs / Idle mode
	Rel-8
	C23
	UEs supporting E-UTRA and MO SMS over SGs, and combined EPS/IMSI attach (with or without pre-configuration) and NOT Category M1
	pc_eFDD
	
	Note 14
	

	
	
	
	
	
	pc_eTDD
	
	
	

	11.1.4
	MO-SMS over SGs / Active mode
	Rel-8
	C23
	UEs supporting E-UTRA and MO SMS over SGs, and combined EPS/IMSI attach (with or without pre-configuration) and NOT Category M1
	pc_eFDD
	
	Note 14
	

	
	
	
	
	
	pc_eTDD
	
	
	

	11.1.5
	Multiple MO-SMS over SGs / Idle mode
	Rel-9
	C164
	UEs supporting E-UTRA and concatenated multiple MO SMS over SGs and NOT Category M1
	pc_eFDD
	
	Note 3, Note 14
	

	
	
	
	
	
	pc_eTDD
	
	
	

	11.1.6
	Multiple MO-SMS over SGs / Active mode
	Rel-9
	C164
	UEs supporting E-UTRA and concatenated multiple MO SMS over SGs and NOT Category M1
	pc_eFDD
	
	Note 3, Note 14
	

	
	
	
	
	
	pc_eTDD
	
	
	

	11.2.1
	Emergency bearer services / Normal cell / NORMAL-SERVICE / Local Emergency Numbers List sent in the Attach / PDN connect new emergency EPS bearer context / Service request / Emergency PDN disconnect
	Rel-9
	C71
	UEs supporting E-UTRA and IMS emergency call
	pc_eFDD, pc_eTDD, pc_IPv4, pc_IPv6, pb_IPv4_DHCPv4_AAUP
	
	
	

	…
	
	
	
	
	
	
	
	


Table 4-1a: Applicability of tests Conditions

	…


	C164
IF (A.4.1-1/1 OR A.4.1-1/2) AND A.4.4-1/72 AND A.4.4-2/2 AND NOT A.4.3.2-2A/1 THEN R ELSE N/A

	…



Table 4-1b: Number of TC Executions - Notes

	…

	Note 3:
This TC can optionally be executed by Rel-8 UE and onwards till the release indicated in the Release column.

	…

	Note 14:
For UEs supporting IMS, it is recommended to execute this test case with pc_SMS_IP_MT=FALSE.

	…


A.4
ICS proforma tables

A.4.1
UE Implementation Types

Table A.4.1-1: UE Radio Technologies

	Item
	UE Radio Technologies
	Ref.
	Release
	Mnemonic
	Comments

	1
	E-UTRA FDD
	36.101
	Rel-8
	pc_eFDD
	

	2
	E-UTRA TDD
	36.101
	Rel-8
	pc_eTDD
	

	3
	HRPD
	C.S0024-A
	Rel-8
	pc_HRPD
	

	4
	1xRTT
	C.S0002-A
	Rel-8
	pc_1xRTT
	

	5
	WLAN
	IEEE Std 802.11
	
	pc_eWLAN
	

	6
	UTRA
	21.904, 5
	R99
	pc_UTRA
	

	7
	GERAN
	21.904, 5
	R99
	pc_GERAN
	

	8
	NB-IoT
	36.101
	Rel-13
	pc_NB
	


< intermediate section removed >
A.4.2
UE Service Capabilities

< intermediate section removed >

Table A.4.3.2-2A: Additional UE Downlink Category

	Item
	UE Category
	Ref.
	Release
	Mnemonic
	Comments

	1
	Category DL M1
	36.306, 4.1A
	Rel-13
	pc_ue_CategoryDL_M1
	Only in combination with Category UL M1


< intermediate section removed >

A.4.4
Additional information

Table A.4.4-1: Additional information

	Item
	Additional information
	Ref.
	Release
	Mnemonic
	Comments

	…
	
	
	
	
	

	121
	Support of extended DRX
	24.301, 5.3.12
	Rel-13
	pc_edrx
	

	122
	Support of CE mode A
	36.306, 4.3.29.1
	Rel-13
	pc_CEmodeA
	Mandatory for CAT M1 UE

	123
	Support of CE mode B
	36.306, 4.3.29.2
	Rel-13
	pc_CEmodeB
	

	…
	
	
	
	
	

	128
	Support of extended Long DRX cycle
	36.306, 4.3.19.4
	Rel-13
	pc_extendedLongDRX
	

	…
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