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<Beginning of Changes >
Annex F (normative):
Measurement uncertainties and Test Tolerances

The requirements of this clause apply to all applicable tests in the present document.

F.1
Acceptable uncertainty of Test System (normative)

See TS 36.521-1 [10] Annex F1.

F.1.1
Measurement of test environments
See TS 36.521-1 [10] Annex F1.1.

F.1.2
Measurement of RRM requirements

Table F.1.2-1: Maximum Test System Uncertainty for RRM Requirements

	Subclause
	Maximum Test System Uncertainty1
	Derivation of Test System Uncertainty

	4.2.1 E-UTRA FDD - FDD cell re-selection intra frequency
	Noc ±1.0 dB averaged over BWConfig
Ês1 / Noc ±0.3 dB averaged over BWConfig
Ês2 / Noc ±0.3 dB averaged over BWConfig
	Note:

Ês1 / Noc is the ratio of cell 1 signal / AWGN

Ês2 / Noc is the ratio of cell 2 signal / AWGN

	4.2.2 E-UTRA TDD - TDD cell re-selection intra frequency
	Same as 4.2.1
	

	4.2.3 E-UTRA FDD - FDD cell re-selection inter frequency
	Noc1 ±1.0 dB averaged over BWConfig
Ês1 / Noc1 ±0.3 dB averaged over BWConfig
Noc2 ±1.0 dB averaged over BWConfig
Ês2 / Noc2 ±0.3 dB averaged over BWConfig
	Note:

Noc1 is the AWGN on cell 1 frequency 

Ês1 / Noc1 is the ratio of cell 1 signal / AWGN

Noc2 is the AWGN on cell 2 frequency

Ês2 / Noc2 is the ratio of cell 2 signal / AWGN

	4.2.4 E-UTRA FDD - TDD cell re-selection inter frequency
	Same as 4.2.3
	

	4.2.5 E-UTRA TDD - FDD cell re-selection inter frequency
	Same as 4.2.3
	

	4.2.6 E-UTRA TDD - TDD cell re-selection inter frequency
	Same as 4.2.3
	

	< Unchanged lines skipped >

	6.2.1 E-UTRAN FDD - Contention Based Random Access Test
	Test 1 and Test 2:

Noc ±1.0 dB averaged over BWConfig
Ês / Noc ±0.3 dB averaged over BWConfig
Uplink absolute power measurement ±1.0 dB

Uplink relative power measurement ±0.7 dB

±3Ts Uplink signal transmit timing relative to downlink
	Note:

Ês1 / Noc1 is the ratio of cell 1 signal / AWGN

TS = 1/(15000 x 2048) seconds, the basic timing unit defined in TS 36.211 [9]

	6.2.2 E-UTRAN FDD - Non Contention Based Random Access Test
	Same as 6.2.1
	Same as 6.2.1

	6.2.3 E-UTRAN TDD - Contention Based Random Access Test
	Same as 6.2.1
	Same as 6.2.1

	6.2.4 E-UTRAN TDD - Non Contention Based Random Access Test
	Same as 6.2.1
	Same as 6.2.1

	6.2.5 E-UTRAN FDD – Contention Based Random Access Test for 5MHz bandwidth
	Same as 6.2.1
	Same as 6.2.1

	6.2.6 E-UTRAN FDD – Non-contention Based Random Access Test for 5MHz bandwidth
	Same as 6.2.1
	Same as 6.2.1

	6.2.7 E-UTRAN FDD – Non-Contention Based Random Access Test for SCell in sTAG
	Test 1, Test 2 and Test 3

Noc1 ±1.0 dB averaged over BWConfig
Ês1 / Noc1 ±0.3 dB averaged over BWConfig
Noc2 ±1.0 dB averaged over BWConfig
Ês2 / Noc2 ±0.3 dB averaged over BWConfig
Uplink absolute power measurement ±1.0

 dB

Uplink relative power measurement ±0.7 dB

±3Ts Uplink signal transmit timing relative to downlink
	Note:

Noc1 is the AWGN on cell 1 frequency
Ês1 / Noc1 is the ratio of cell 1 signal / AWGN
Noc2 is the AWGN on cell 2 frequency
Ês2 / Noc2 is the ratio of cell 2 signal / AWGN
TS = 1/(15000 x 2048) seconds, the basic timing unit defined in TS 36.211 [9]

	6.2.8 E-UTRAN TDD – Non-Contention Based Random Access Test for SCell in sTAG
	Same as 6.2.7
	Same as 6.2.7

	6.2.10 E-UTRAN FDD - Contention based random access test for Cat-M1 UEs in normal coverage
	Test 1 and Test 2:

Noc ±1.0 dB averaged over BWConfig
Ês / Noc ±0.3 dB averaged over BWConfig
Uplink absolute power measurement ±1.0 dB

Uplink relative power measurement ±0.7 dB

±3Ts Uplink signal transmit timing relative to downlink
	Note:

Ês1 / Noc1 is the ratio of cell 1 signal / AWGN

TS = 1/(15000 x 2048) seconds, the basic timing unit defined in TS 36.211 [9]

	6.2.11 E-UTRAN HD-FDD - Contention based random access test for Cat-M1 UEs in normal coverage
	Same as 6.2.10
	Same as 6.2.10

	6.2.12 E-UTRAN TDD Contention Based Random Access Test for Cat-M1 UEs in Normal Coverage
	Same as 6.2.10
	Same as 6.2.10

	6.2.13 E-UTRAN FDD Contention Based Random Access Test for Cat-M1 UEs in Enhanced Coverage
	Test 1 and Test 2:

Noc ±1.0 dB averaged over BWConfig
Ês / Noc ±0.3 dB averaged over BWConfig
Uplink absolute power measurement ±1.0 dB

Uplink relative power measurement ±0.7 dB

±3Ts Uplink signal transmit timing relative to downlink
	Note:

Ês1 / Noc1 is the ratio of cell 1 signal / AWGN

TS = 1/(15000 x 2048) seconds, the basic timing unit defined in TS 36.211 [9]

	6.2.14 E-UTRAN HD-FDD Contention Based Random Access Test for Cat-M1 UEs in Enhanced Coverage
	Same as 6.2.13
	Same as 6.2.13

	6.2.15 E-UTRAN TDD Contention Based Random Access Test for Cat-M1 UEs in Enhanced Coverage
	Same as 6.2.13
	Same as 6.2.13

	6.2.16 Contention Based Random Access Test for UE category NB1 UEs In-band mode in normal coverage
	Noc ±1.0 dB averaged over NB-IoT Cell BWConfig
Ês / Noc ±0.3 dB averaged over NB-IoT Cell BWConfig
Uplink absolute power measurement ±1.0 dB

Uplink relative power measurement ±0.7 dB

±3Ts Uplink signal transmit timing relative to downlink
	Note:

Ês / Noc is the ratio of Ncell 1 signal / AWGN

TS = 1/(15000 x 2048) seconds, the basic timing unit defined in TS 36.211 [9]

	6.2.17 Contention Based Random Access Test for UE category NB1 UEs In-band mode in Enhanced Coverage
	Same as 6.2.16
	Same as 6.2.16

	6.3.1 Redirection from E-UTRAN FDD to UTRAN FDD
	E-UTRA cell

Noc ±1.0 dB averaged over BWConfig
Ês / Noc ±0.3 dB averaged over BWConfig
UTRA cell

Ioc ±0.7 dB
Ior/Ioc ±0.3 dB

CPICH Ec/Ior ±0.1 dB

SCH Ec/Ior ±0.1 dB
	Note:

Noc is the AWGN on cell 1 frequency 

Ês / Noc is the ratio of cell 1 signal / AWGN

Ioc is the AWGN on Cell 2 (UTRA) frequency

Ior/Ioc is the ratio of Cell 2 signal/AWGN

CPICH Ec/Ior and SCH_Ec/Ior are the fractions of Cell 2 power assigned to the CPICH and SCH physical channels

	6.3.2 Redirection from E-UTRAN TDD to UTRAN FDD
	Same as 6.3.1
	Same as 6.3.1


<Unchanged text skipped >
F.3.2
Measurement of RRM requirements

Because the relationships between the Test system uncertainties and the Test Tolerances are often complex, it is not always possible to give a simple derivation of the Test Requirement in this document. The analysis is recorded in 3GPP TR 36 903 [20].

Table F.3.2-1: Derivation of Test Requirements (RRM tests)

	Test
	Minimum Requirement in TS 36.133
	Test Tolerance
(TT)
	Test Requirement in TS 36.521-3

	4.2.1 E-UTRA FDD – FDD cell re-selection intra frequency
	During T1:

Noc: -98dBm/15kHz
Ês1 / Noc: +16.00dB

Ês2 / Noc: -infinity

During T2:

Noc: -98dBm/15kHz
Ês1 / Noc: +13.00dB

Ês2 / Noc: +16.00dB

During T3:

Noc: -98dBm /15kHz
Ês1 / Noc: +16.00dB

Ês2 / Noc: +13.00dB
	During T1:

0dB
0dB

0dB

During T2:

0dB
0dB

+0.45dB

During T3:

0dB
+0.45dB

0dB
	During T1:

Noc: -98dBm/15kHz
Ês1 / Noc: +16.00dB

Ês2 / Noc: -infinity

During T2:

Noc: -98dBm/15kHz
Ês1 / Noc: +13.00dB

Ês2 / Noc: +16.45dB

During T3:

Noc: -98dBm /15kHz
Ês1 / Noc: +16.45dB

Ês2 / Noc: +13.00dB

	4.2.2 E-UTRA TDD – TDD cell re-selection intra frequency
	Same as 4.2.1
	Same as 4.2.1
	Same as 4.2.1

	4.2.3 E-UTRA FDD - FDD cell re-selection inter frequency
	During T0:

Noc1: -98dBm/15kHz
Ês1 / Noc1: -4.00dB

Noc2: -98dBm/15kHz
Ês2 / Noc2: +14.00dB

During T1:

Noc1: -98dBm/15kHz
Ês1 / Noc1: +14.00dB

Noc2: -98dBm/15kHz
Ês2 / Noc2: -4.00dB

During T2:

Noc1: -98dBm/15kHz
Ês1 / Noc1: +14.00dB

Noc2: -98dBm/15kHz
Ês2 / Noc2: -infinity

During T3:

Noc1: -98dBm /15kHz
Ês1 / Noc1: +14.00dB

Noc2: -98dBm/15kHz
Ês2 / Noc2: +12.00dB
	During T0:

-1.35dB
+0.3dB

-1.35dB
+0.4dB

During T1:

-1.35dB
+2.4dB

-1.35dB
+0.3dB

During T2:

-1.35dB
+2.4dB

-1.35dB
0dB

During T3:

-1.35dB
+2.4dB

-1.35dB
+2.4dB
	During T0:

Noc1: -99.35dBm/15kHz
Ês1 / Noc1: -3.70dB

Noc2: -99.35dBm/15kHz
Ês2 / Noc2: +14.40dB

During T1:

Noc1: -99.35dBm/15kHz
Ês1 / Noc1: +16.40dB

Noc2: -99.35dBm/15kHz
Ês2 / Noc2: -3.70dB

During T2:

Noc1: -99.35dBm/15kHz
Ês1 / Noc1: +16.40dB

Noc2: -99.35dBm/15kHz
Ês2 / Noc2: -infinity

During T3:

Noc1: -99.35dBm /15kHz
Ês1 / Noc1: +16.40dB

Noc2: -99.35dBm/15kHz
Ês2 / Noc2: +14.40dB

	4.2.4 E-UTRA FDD - TDD cell re-selection inter frequency
	Same as 4.2.3
	Same as 4.2.3
	Same as 4.2.3

	4.2.5 E-UTRA TDD - FDD cell re-selection inter frequency
	Same as 4.2.3
	Same as 4.2.3
	Same as 4.2.3

	4.2.6 E-UTRA TDD - TDD cell re-selection inter frequency
	Same as 4.2.3
	Same as 4.2.3
	Same as 4.2.3

	< Unchanged lines skipped >

	6.2.1 E-UTRAN FDD - Contention Based Random Access Test
	Test 1 and Test 2

Absolute uplink power:

Normal conditions ±9dB
Extreme conditions ±12dB
Relative uplink power step:

Normal conditions ±3dB
Extreme conditions ±5dB
Uplink timing Te: ±12Ts
	1.5dB
1.5dB

0.7dB
0.7dB

3Ts
	Test 1 and Test 2

Absolute uplink power:

Normal conditions ±10.5dB
Extreme conditions ±13.5dB
Relative uplink power step:

Normal conditions ±3.7dB
Extreme conditions ±5.7dB

Uplink timing Te: ±15Ts

	6.2.2 E-UTRAN FDD - Non Contention Based Random Access Test
	Same as 6.2.1
	Same as 6.2.1
	Same as 6.2.1

	6.2.3 E-UTRAN TDD - Contention Based Random Access Test
	Same as 6.2.1
	Same as 6.2.1
	Same as 6.2.1

	6.2.4 E-UTRAN TDD - Non Contention Based Random Access Test
	Same as 6.2.1
	Same as 6.2.1
	Same as 6.2.1

	6.2.5 E-UTRAN FDD – Contention Based Random Access Test for 5MHz bandwidth
	Same as 6.2.1
	Same as 6.2.1
	Same as 6.2.1

	6.2.6 E-UTRAN FDD – Non-contention Based Random Access Test for 5MHz bandwidth
	Same as 6.2.1
	Same as 6.2.1
	Same as 6.2.1

	6.2.7 E-UTRAN FDD – Non-Contention Based Random Access Test for SCell in sTAG
	Test 1, Test 2 and Test 3

Absolute uplink power:

Normal conditions ±9dB
Extreme conditions ±12dB
Relative uplink power step:

Normal conditions ±3dB
Extreme conditions ±5dB
Uplink timing Te: ±12Ts
	1.5dB
1.5dB

0.7dB
0.7dB

3Ts
	Test 1, Test 2 and Test 3

Absolute uplink power:

Normal conditions ±10.5dB
Extreme conditions ±13.5dB
Relative uplink power step:

Normal conditions ±3.7dB
Extreme conditions ±5.7dB

Uplink timing Te: ±15Ts

	6.2.8 E-UTRAN TDD – Non-Contention Based Random Access Test for SCell in sTAG
	Same as 6.2.7
	Same as 6.2.7
	Same as 6.2.7

	6.2.10 E-UTRAN FDD - Contention based random access test for Cat-M1 UEs in normal coverage
	Test 1 and Test 2

Absolute uplink power:

Normal conditions ±9dB

Extreme conditions ±12dB

Relative uplink power step:

Normal conditions ±3dB

Extreme conditions ±5dB

Timing Te: ±24Ts

rsrp-ThresholdsPrach {24, 27, 33}

Noc: -103dBm/15kHz

Ês / Noc: +3dB
	1.5dB

1.5dB

0.7dB

0.7dB

3Ts

{0, 0, -2} for normal 

 {-3, -3, -5} for extreme

-0.4dB

-0.3dB
	Test 1 and Test 2

Absolute uplink power:

Normal conditions ±10.5dB

Extreme conditions ±13.5dB

Relative uplink power step:

Normal conditions ±3.7dB

Extreme conditions ±5.7dB

Uplink timing Te: ±27Ts

rsrp-ThresholdsPrach {24, 27, 31} for normal conditions and {21, 24, 28} for extreme conditions
Noc: -103.4dBm/15kHz

Ês / Noc: +2.7dB

	6.2.11 E-UTRAN HD-FDD - Contention based random access test for Cat-M1 UEs in normal coverage
	Same as 6.2.10
	Same as 6.2.10
	Same as 6.2.10

	6.2.12 E-UTRAN TDD Contention Based Random Access Test for Cat-M1 UEs in Normal Coverage
	Same as 6.2.1
	Same as 6.2.10
	Same as 6.2.10

	6.2.13 E-UTRAN FDD Contention Based Random Access Test for Cat-M1 UEs in Enhanced Coverage
	Test 1 and Test 2

Absolute uplink power:

Normal conditions ±9dB

Extreme conditions ±12dB

Relative uplink power step:

Normal conditions ±3dB

Extreme conditions ±5dB

Timing Te: ±48Ts

rsrp-ThresholdsPrach {23, 37, 47}
Noc: -98dBm/15kHz

Ês / Noc: -12dB
	1.5dB

1.5dB

0.7dB

0.7dB

3Ts

{-2, 1, 0} for normal 

 {-5, 4, 3} for extreme

-1.1dB

0.6dB
	Test 1 and Test 2

Absolute uplink power:

Normal conditions ±10.5dB

Extreme conditions ±13.5dB

Relative uplink power step:

Normal conditions ±3.7dB

Extreme conditions ±5.7dB

Uplink timing Te: ±51Ts

rsrp-ThresholdsPrach {21, 38, 47} for normal conditions and {18, 41, 50} for extreme conditions

Noc: -99.1dBm/15kHz

Ês / Noc: -11.4dB

	6.2.14 E-UTRAN HD-FDD Contention Based Random Access Test for Cat-M1 UEs in Enhanced Coverage
	Same as 6.2.13
	Same as 6.2.13
	Same as 6.2.13

	6.2.15 E-UTRAN TDD Contention Based Random Access Test for Cat-M1 UEs in Enhanced Coverage
	Same as 6.2.13
	Same as 6.2.13
	Same as 6.2.13

	6.2.16 Contention Based Random Access Test for UE category NB1 UEs In-band mode in normal coverage
	Absolute uplink power:

Normal conditions ±9dB
Extreme conditions ±12dB
Relative uplink power step:

Normal conditions ±2dB
Extreme conditions ±4dB
Uplink timing Te: ±80Ts
rsrp-ThresholdsPrach {40, 55}
Ês / Noc: 3dB
	1.4dB
1.4dB
0.7dB
0.7dB

3Ts
{0, -1} for normal 

 {0, -4} for extreme
0.1dB
	Absolute uplink power:

Normal conditions ±10.4dB
Extreme conditions ±13.4dB
Relative uplink power step:

Normal conditions ±2.7dB
Extreme conditions ±4.7dB

Uplink timing Te: ±83Ts
rsrp-ThresholdsPrach {40, 54} for normal conditions and {40, 51}  for extreme conditions
Ês / Noc: 3.1dB

	6.2.17 Contention Based Random Access Test for UE category NB1 UEs In-band mode in Enhanced Coverage
	Absolute uplink power:

Normal conditions ±13.3dB
Extreme conditions ±16.3dB
Relative uplink power step:

Normal conditions ±2dB
Extreme conditions ±4dB
Uplink timing Te: ±80Ts
rsrp-ThresholdsPrach {35, 56}
	1.0dB
1.0dB

0.7dB
0.7dB

3Ts
{-1, 1} for normal 

 {-4, 4} for extreme
	Absolute uplink power:

Normal conditions ±14.3dB
Extreme conditions ±17.3dB
Relative uplink power step:

Normal conditions ±2.7dB
Extreme conditions ±4.7dB

Uplink timing Te: ±83Ts
rsrp-ThresholdsPrach {34, 57} for normal conditions and {31, 60}  for extreme conditions 

	6.3.1 Redirection from E-UTRAN FDD to UTRAN FDD
	During T1:

E-UTRA Cell 1

Noc: -98dBm/15kHz

Ês / Noc: +4dB

UTRA Cell 2

Ioc: -70dBm/3.84MHz

Ior / Ioc: -infinity

During T2:

E-UTRA Cell 1

Noc: -98dBm/15kHz

Ês / Noc: 4dB

UTRA Cell 2

Ioc: -70dBm/3.84MHz

Ior / Ioc: 0.02 dB
	During T1:

0dB

0dB

0dB

During T2:

0dB 

0dB 

0dB

0.4dB
	During T1:

E-UTRA Cell 1

Noc: -98dBm/15kHz

Ês / Noc: +4dB

UTRA Cell 2

Ioc: -70dBm/3.84MHz

Ior / Ioc: -infinity

During T2:

E-UTRA Cell 1

Noc: -98dBm/15kHz

Ês / Noc: 4dB

UTRA Cell 2

Ioc: -70dBm/3.84MHz

Ior / Ioc: 0.42dB

	6.3.2 Redirection from E-UTRAN TDD to UTRAN FDD
	Same as 6.3.1
	Same as 6.3.1
	Same as 6.3.1


<End of changes >
