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	Reason for change:
	Normal coverage and enhanced coverage terms are widely used in category NB1 sections of the the specification. But it is not clearly defined anywhere how they are defined. In section 3.6.1 in TS 36.133, they are defined based on NSCH Es/Iot and NRS Es/Iot. But it is not clearly stated if they are defined with respect to serving cell or neighbour cell, and that is clarified in this CR.

	
	

	Summary of change:
	Change #1: Clarified that the coverage level is defined with respect to the serving cell


	
	

	Consequences if not approved:
	The coverage level is defined incorrectly defined for the UEs in enhanced coverage for cat-NB1. 
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	Other comments:
	


3.6.1
Applicability of requirements in this specification version

Unchanged part omitted
-
The requirements for UE category NB1 are derived assuming UE category NB1and a single antenna receiver. UE category NB1 is defined in [31].
-
The requirements for normal coverage shall apply for UE category NB1 provided that the radio condition of its serving cell are: NSCH Ês/Iot ( -6 dB and NRS Ês/Iot ( -6 dB.

-
The requirements for enhanced coverage shall apply for UE category NB1 provided that the radio condition of its serving cell are: -15dB ( NSCH Ês/Iot  < -6 dB and -15 ( NRS Ês/Iot < -6 dB.
-
The measurement accuracy requirements in section 9.22 for intra-frequency and inter-frequency absolute NRSRQ accuracy for UE Category NB1 apply only in idle mode.

-
The measurement accuracy requirements in section 9.22 for intra-frequency and inter-frequency absolute NRSRP accuracy for UE Category NB1 apply also in idle mode.

End of Change
