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START OF CHANGE
8.1.2.7
Applicability of Enhanced Downlink Control Channel Performance Requirements
For UE which supports downlink control channel Type A or Type B interference mitigation capabilities the tests from Table 8.1.2.7-1 rows corresponding should be applied in accordance to the supported UE-EUTRA-Capability [7].
Table 8.1.2.7-1: Applicability rules for enhanced downlink control channel performance requirements

	Test set
	UE-EUTRA-Capability [7]
	Test category
	Test list
	Applicability notes

	1
	cch-InterfMitigation-RefRecTypeA-r13 (Enhanced downlink control channel interference mitigation Type A receiver for 2 CRS antenna ports for UEs with 2 receiver antenna ports)
	FDD
	PDCCH/PCFICH
	8.4.1.2.5 Test 1

8.4.1.2.6 Test 1
	

	
	
	
	PHICH
	8.5.1.2.5 Test 1

8.5.1.2.6 Test 1
	

	
	
	
	EPDCCH
	8.8.4.1 Test 1

8.8.6.1 Test 1
	

	
	
	TDD
	PDCCH/PCFICH
	8.4.2.2.5 Test 1

8.4.2.2.6 Test 1
	

	
	
	
	PHICH
	8.5.2.2.5 Test 1

8.5.2.2.6 Test 1
	

	
	
	
	EPDCCH
	8.8.4.2 Test 1

8.8.5.1 Test 1
	

	2
	cch-InterfMitigation-RefRecTypeA-r13 (Enhanced downlink control channel interference mitigation Type A receiver for 4 CRS antenna ports for UEs with 2 receiver antenna ports)
	FDD
	PDCCH/PCFICH
	8.4.1.2.9 Test 1
	UE may skip the tests 8.4.1.2.6 and 8.4.2.2.6 defined for test set 1

	
	
	TDD
	PDCCH/PCFICH
	8.4.2.2.9 Test 1
	

	3
	cch-InterfMitigation-RefRecTypeB-r13
	FDD
	PDCCH/PCFICH
	8.4.1.2.5 Test 1

8.4.1.2.7 Test 1

8.4.1.2.8 Test 1
	UE may skip the tests defined for test set 1

	
	
	
	PHICH
	8.5.1.2.5 Test 1

8.5.1.2.7 Test 1

8.5.1.2.8 Test 1
	

	
	
	
	EPDCCH
	8.8.4.1 Test 1

8.8.6.1 Test 1
	

	
	
	TDD
	PDCCH/PCFICH
	8.4.2.2.7 Test 1

8.4.2.2.8 Test 1
	

	
	
	
	PHICH
	8.5.2.2.7 Test 1

8.5.2.2.8 Test 1
	

	
	
	
	EPDCCH
	8.8.4.2 Test 1

8.8.5.1 Test 1
	

	4
	MMSE-IRC DL Control Channel interference mitigation receiver for UEs with 4 receiver antenna ports [TS 36.306 Section 6.6.5]
	FDD
	PDCCH/PCFICH
	8.10.2.1.4 Test 1
	

	
	
	TDD
	PDCCH/PCFICH
	8.10.2.2.4 Test 1
	


<SKIP UNCHANGED PART>
8.1.2.11
Applicability CRS interference mitigation receivers performance requirements

For UE which supports CRS interference mitigation capabilities the tests from Table 8.1.2.11-1 should be applied in accordance to the support UE capabilities (UE-EUTRA-Capability [7]).
Table 8.1.2.11-1: Applicability rules for CRS interference mitigation performance requirements
	Test set
	UE-EUTRA-Capability [7]
	Test list
	Notes

	
	
	FDD
	TDD
	

	1
	crs-InterfMitigationTM1toTM9-r13 
(CRS-IM with 2 CRS antenna ports for PDSCH for UEs with 2 receiver antenna ports)
	8.2.1.4.1E Test 1

8.3.1.1G Test 1
	8.2.2.4.1E Test 1

8.3.2.1H Test 1
	

	2
	crs-InterfMitigationTM10-r13
	8.3.1.3.4 Test 1

8.3.1.3.5 Test 1
	8.3.2.3.4 Test 1

8.3.2.3.5 Test 1
	

	3
	crs-InterfMitigationTM1toTM9-r13 
(CRS-IM with 4 CRS antenna ports for PDSCH for UEs with 2 receiver antenna ports)
	8.2.1.4.1F Test 1

8.3.1.1G Test 1
	8.2.2.4.1F Test 1

8.3.2.1H Test 1
	UE may skip the tests defined for test set 1

	4
	crs-InterfMitigationTM1toTM9-r13 
(CRS-IM with 2 CRS antenna ports for PDSCH for UEs with 4 receiver antenna ports)
	8.10.1.1.10 Test 1

8.10.1.1.12 Test 1
	8.10.1.2.10 Test 1

8.10.1.2.12 Test 1
	UE may skip the tests defined for test set 1

	5
	crs-InterfMitigationTM1toTM9-r13 
(CRS-IM with 4 CRS antenna ports for PDSCH for UEs with 4 receiver antenna ports)
	8.10.1.1.11 Test 1

8.10.1.1.12 Test 1
	8.10.1.2.11 Test 1

8.10.1.2.12 Test 1
	UE may skip the tests defined for test sets 1,3 and 4


END OF CHANGE
