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	Reason for change:
	For intra-gNB-DU handover (including intra-gNB-DU/inter-cell and intra-gNB-DU/intra-cell), there is no description on how gNB-DU can know which user data coming from gNB-CU should be transmitted with the new configuration. On the other hand, the gNB-CU also can not know which UL data received from gNB-DU should be deciperred with new key. 

	
	

	Summary of change:
	1) Change the tile of 8.2.1.2 as intra-gNB-DU handover.
2) Add similar description on UL/DL tunnel ID handling as in MR-DC (TS 37.340).
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	The gNB-CU and gNB-DU cannot be interoperable during intra-gNB-CU handover.

	
	

	Clauses affected:
	8.2.1.2

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications

	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	


////////////////////////////////////////////////////////// Start of change /////////////////////////////////////////////////////////////////////////////
8.2.1.2
Intra-gNB-DU handover
This procedure is used for the case that UE moves from one cell to another cell within the same gNB-DU or for the case that intra-cell handover is performed during NR operation, and supported by UE Context Modification (gNB-CU initiated) procedure as specified in TS 38.473 [4]. When the intra-cell handover is performed, the gNB-CU provides new UL GTP TEID to the gNB-DU and gNB-DU provides new DL GTP TEID to the gNB-CU.The gNB-DU shall continue sending UL PDCP PDUs to the gNB-CU with the previous UL GTP TEID until it re-establishes the RLC, and use the new UL GTP TEID after RLC re-establishment. The gNB-CU shall continue sending DL PDCP PDUs to the gNB-DU with the previous DL GTP TEID until it performs PDCP re-establishment or PDCP data recovery, and use the new DL GTP TEID starting with the PDCP re-establishment or data recovery.
:
