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8.16.65
5DL PCell in FDD CA Event Triggered Reporting with 4 Deactivated SCells in Non-DRX
8.16.65.1
Test purpose

To verify the UE’s ability to make correct reportings of Events A1, A2 and A6 under deactivated SCells in non-DRX within the requirements in TS 36.133 [4] section 8.3.3.2.1.

8.16.65.2
Test applicability

This test case applies to all types of E-UTRA UE release 11 and forward that support 5DL with Intra-band contiguous and Inter-band CA or 5DL with Intra-band non-contiguous and Inter-band CA. Applicability requires support for FGI bit 111.
This test case applies to all types of E-UTRA UE release 12 and forward that support 5DL with Inter-band CA. Applicability requires support for FGI bit 111.
This test case also applies to all types of E-UTRA UE release 12 and forward that support 5DL CA with FDD-TDD. Applicability requires support for FGI bit 111.
8.16.65.3
Minimum conformance requirements

Same minimum conformance requirements as in clause 8.16.27.3

The normative reference for this requirement is TS 36.133 [4] clause 8.3.3.2.1 and A.8.16.65.

8.16.65.4
Test description

8.16.65.4.1
Initial conditions
Test Environment: Normal, as defined in TS 36.508 [7] clause 4.1.

Frequencies to be tested: According to Annex E table E-6 and TS 36.508 [7] clauses 4.4.2 and 4.3.1 for different CA bandwidth classes.

Channel Bandwidth to be tested: The largest aggregated bandwidth combination supported by UE from Table 8.16.65.5-1 and Table 8.16.65.5-2 as defined in TS 36.508 [7] clause 4.3.1 for different CA configurations as defined in TS 36.521-1 [10] clause 5.4.2A.

1.
Connect the SS (node B emulator) and faders and AWGN noise sources to the UE antenna connectors as shown in TS 36.508 [7] Annex A, Figure A.64 as appropriate.

2.
The general test parameter settings are set up according to Table 8.16.65.4.1-1.

3.
Propagation conditions are set according to Annex B clauses B.0.

4.
Message contents are defined in clause 8.16.65.4.3.

5.
Cell 1 is the PCell on the FDD PCC F1, Cell 2 is a SCell on the TDD SCC F2, Cell 3 is a SCell on the TDD SCC F3, Cell 4 is a SCell on the TDD SCC F4, Cell 5 is a SCell on the TDD SCC F5 and Cell 6 is a neighbour cell on the TDD SCC F5. Cell 1 is the cell used for connection setup with the power levels set according to Annex C.0 and C.1 for this test. Cell 2, Cell 3, Cell 4, Cell5 and Cell 6 shall be powered OFF.
<Unchanged Sections Skipped…>

8.16.66
5DL PCell in TDD CA Event Triggered Reporting with 4 Deactivated SCells in Non-DRX
Editor’s note: This test case is incomplete. The following aspects are either missing or not yet determined:

-
Test Applicability and TS 36.523-2 is undefined.

8.16.66.1
Test purpose

To verify the UE’s ability to make correct reportings of Events A1, A2 and A6 under deactivated SCells in non-DRX within the requirements in TS 36.133 [4] section 8.3.3.2.1.

8.16.66.2
Test applicability

This test case applies to all types of E-UTRA UE release 11 and forward that support 5DL with Intra-band contiguous and Inter-band CA or 5DL with Intra-band non-contiguous and Inter-band CA or 5DL with Intra-band non-contiguous and Intra-band contiguous CA. Applicability requires support for FGI bit 111.
This test case applies to all types of E-UTRA UE release 12 and forward that support 5DL with Inter-band CA. Applicability requires support for FGI bit 111.
This test case also applies to all types of E-UTRA UE release 12 and forward that support 5DL CA with FDD-TDD. Applicability requires support for FGI bit 111.
8.16.66.3
Minimum conformance requirements

Same minimum conformance requirements as in clause 8.16.27.3

The normative reference for this requirement is TS 36.133 [4] clause 8.3.3.2.1 and A.8.16.66.

8.16.66.4
Test description

8.16.66.4.1
Initial conditions
Test Environment: Normal, as defined in TS 36.508 [7] clause 4.1.

Frequencies to be tested: According to Annex E table E-6 and TS 36.508 [7] clauses 4.4.2 and 4.3.1 for different CA bandwidth classes.

Channel Bandwidth to be tested: The largest aggregated bandwidth combination supported by UE from Table 8.16.66.5-1 and Table 8.16.66.5-2 as defined in TS 36.508 [7] clause 4.3.1 for different CA configurations as defined in TS 36.521-1 [10] clause 5.4.2A.

1.
Connect the SS (node B emulator) and faders and AWGN noise sources to the UE antenna connectors as shown in TS 36.508 [7] Annex A, Figure A.64 as appropriate.

2.
The general test parameter settings are set up according to Table 8.16.66.4.1-1.

3.
Propagation conditions are set according to Annex B clauses B.0.

4.
Message contents are defined in clause 8.16.66.4.3.

5.
Cell 1 is the PCell on the TDD PCC F1, Cell 2 is a SCell on the FDD SCC F2, Cell 3 is a SCell on the FDD SCC F3, Cell 4 is a SCell on the FDD SCC F4, Cell 5 is a SCell on the FDD SCC F5 and Cell 6 is a neighbour cell on the FDD SCC F5. Cell 1 is the cell used for connection setup with the power levels set according to Annex C.0 and C.1 for this test. Cell 2, Cell 3, Cell 4, Cell5 and Cell 6 shall be powered OFF.
<Unchanged Sections Skipped…>

8.16.72
5DL TDD CA Event Triggered Reporting with Deactivated SCells in Non-DRX
8.16.72.1
Test purpose

To verify the UE’s ability to make correct reportings of Events A1, A2 and A6 under deactivated SCells in non-DRX within the requirements in TS 36.133 [4] section 8.3.3.2.1.

8.16.72.2
Test applicability

This test case applies to all types of E-UTRA UE release 11 and forward that support 5DL with Intra-band contiguous and Inter-band CA or 5DL with Intra-band non-contiguous and Inter-band CA or 5DL with Intra-band non-contiguous and Intra-band contiguous CA.

This test case applies to all types of E-UTRA UE release 12 and forward that support 5DL with Intra-band contiguous CA, or 5DL with Inter-band CA.
8.16.72.3
Minimum conformance requirements

Same minimum conformance requirements as in clause 8.16.27.3

The normative reference for this requirement is TS 36.133 [4] clause 8.3.3.2.1 and A.8.16.72.

8.16.72.4
Test description

8.16.72.4.1
Initial conditions
Test Environment: Normal, as defined in TS 36.508 [7] clause 4.1.

Frequencies to be tested: According to Annex E table E-6 and TS 36.508 [7] clauses 4.4.2 and 4.3.1 for different CA bandwidth classes.

Channel Bandwidth to be tested: The largest aggregated bandwidth combination supported by UE from Table 8.16.72.5-1 as defined in TS 36.508 [7] clause 4.3.1 for different CA configurations as defined in TS 36.521-1 [10] clause 5.4.2A.

1.
Connect the SS (node B emulator) and faders and AWGN noise sources to the UE antenna connectors as shown in TS 36.508 [7] Annex A, Figure A.64a as appropriate.

2.
The general test parameter settings are set up according to Table 8.16.72.4.1-1.

3.
Propagation conditions are set according to Annex B clauses B.0.

4.
Message contents are defined in clause 8.16.72.4.3.

5.
Cell 1 is the PCell on the TDD PCC F1, Cell 2 is a SCell on the TDD SCC F2, Cell 3 is a SCell on the TDD SCC F3, Cell 4 is a SCell on the TDD SCC F4, Cell 5 is a SCell on the TDD SCC F5 and Cell 6 is a neighbour cell on the TDD SCC F5. Cell 1 is the cell used for connection setup with the power levels set according to Annex C.0 and C.1 for this test. Cell 2, Cell 3, Cell 4, Cell 5 and Cell 6 shall be powered OFF.
<Unchanged Sections Skipped…>

8.16.74
5DL TDD CA Event Triggered Reporting on Deactivated SCell with PCell and SCell Interruptions in Non-DRX

Editor’s note: This test case is incomplete. The following aspects are either missing or not yet determined:

- Applicability Release to be confirmed and necessary FGI bits to be determined

- Square brackets “K (0 ≤ K ≤ [3])” remain in one core requirement, but do not affect this test case  

- The entry for Annex E is missing

- Test System Uncertainty and Test Tolerance are undefined

8.16.74.1
Test purpose

To verify the UE’s ability to make a correct reporting of event A6 on deactivated SCell with PCell and SCell interruptions in non-DRX as defined in TS 36.133[4] within the requirements in section 8.3.3.2.1 while at the same time fulfilling the requirements on interruption rate.

8.16.74.2
Test applicability

This test case applies to all types of E-UTRA UE release 11 and forward that support 5DL with Intra-band contiguous and Inter-band CA or 5DL with Intra-band non-contiguous and Inter-band CA or 5DL with Intra-band non-contiguous and Intra-band contiguous CA. Applicability requires support for FGI bit 111.

This test case applies to all types of E-UTRA UE release 12 and forward that support 5DL with Intra-band contiguous CA, or 5DL with Inter-band CA. Applicability requires support for FGI bit 111.

8.16.74.3
Minimum conformance requirements

When no DRX is in use the UE shall be able to identify a new detectable FDD or TDD cell on a secondary component carrier within Tidentify_scc, according to the parameter measCycleSCell where Tidentify_scc = 20 measCycleSCell
A cell shall be considered detectable when

-
RSRP related side condition given in Clause 9.1 are fulfilled for a corresponding Band,

-
 SCH_RP|dBm and SCH Ês/Iot according to Annex B.2.7 for a corresponding Band

The measurement period for deactivated scell measurements is Tmeasure_scc according to the parameter measCycleSCell where Tmeasure_scc = 5 measCycleSCell. The UE shall be capable of performing RSRP and RSRQ measurements for 8 identified cells on a secondary component carrier, and the UE physical layer shall be capable of reporting measurements to higher layers with the measurement period of Tmeasure_scc.

The measurement accuracy for all measured cells shall be as specified in the TS 36.133[4] sub-clause 9.1.11 (Carrier aggregation measurement accuracy).

A UE may reconfigure the receiver bandwidth or turn on/off one of the RF chains when performing measurements on one or two SCCs with deactivated SCell. This may cause interruptions on PCell or an activated SCell or both that are specified in Section 7.8.

Reported measurements contained in event triggered measurement reports shall meet the requirements in clause 9.

The UE shall not send any event triggered measurement reports, as long as no reporting criteria are fulfilled.

The measurement reporting delay is defined as the time between an event that will trigger a measurement report and the point when the UE starts to transmit the measurement report over the air interface. This requirement assumes that the measurement report is not delayed by other RRC signalling on the DCCH. This measurement reporting delay excludes a delay uncertainty resulted when inserting the measurement report to the TTI of the uplink DCCH. The delay uncertainty is: 2 x TTIDCCH. This measurement reporting delay excludes a delay which is caused by no UL resources for UE to send the measurement report.

The event triggered measurement reporting delay, measured without L3 filtering shall be less than Tidentify_scc defined in TS 36.133[4] Clause 8.3.3.2.1. When L3 filtering is used or IDC autonomous denial is configured an additional delay can be expected.

If a cell which has been detectable at least for the time period Tidentify_scc defined in TS 36.133[4] clause 8.3.3.2.1 becomes undetectable for a period ≤ 5 seconds and then the cell becomes detectable again and triggers an event, the event triggered measurement reporting delay shall be less than Tmeasure_scc provided the timing to that cell has not changed more than ( 50 Ts and the L3 filter has not been used. When L3 filtering is used an additional delay can be expected.

The normative reference for this requirement is TS 36.133 [4] clause 8.3.3.2.1 and A.8.16.74.

8.16.74.4
Test description

8.16.74.4.1
Initial conditions

Test Environment: Normal, as defined in TS 36.508 [7] clause 4.1.

Frequencies to be tested: According to Annex E table E-6 and TS 36.508 [7] clauses 4.4.2 and 4.3.1 for different CA bandwidth classes.

Channel Bandwidth to be tested: The largest aggregated bandwidth combination supported by UE from Table 8.16.74.5-1 as defined in TS 36.508 [7] clause 4.3.1 for different CA configurations as defined in TS 36.521-1 [10] clause 5.4.2A.

1.
Connect the SS (node B emulator) and AWGN noise sources to the UE antenna connectors as shown in TS 36.508 [7] Annex A, Figure A.63 as appropriate for UE with 2Rx RF band and Annex A, Figure [TBD] for 4Rx capable UE without any 2Rx RF bands.

2.
The general test parameter settings are set up according to Table 8.16.74.4.1-1.

3.
Propagation conditions are set according to Annex B clauses B.0.

4.
Message contents are defined in clause 8.16.74.4.3.

5.
There are Six E-UTRA FDD carriers and five cells: Cell1, Cell2, Cell3, Cell4, Cell5 and cell6. Cell 1 is PCell on the TDD primary component (RF Channel 1), Cell 2 is SCell on the TDD secondary component (RF Channel 2), Cell 3 is SCell on the TDD secondary component (RF Channel 3), Cell 4 is SCell on the TDD secondary component (RF Channel 4) and Cell 5 is SCell on the TDD secondary component (RF Channel 5) and Cell 6 is the neighbour cell on the TDD secondary component (RF Channel 5). PCell (Cell 1) is the cell used for connection setup with the power level set according to Annex C.0 and C.1 for this test. Cell 2, Cell 3, Cell 4, Cell 5 and Cell 6 shall be powered OFF.

<Unchanged Sections Skipped…>

8.16.76
5 DL PCell in TDD CA activation and deactivation of known SCell in non-DRX

Editor’s note: This test case is incomplete. The following aspects are either missing or not yet determined:

-Test System Uncertainty and Test Tolerance are undefined

8.16.76.1
Test purpose

The purpose of this test is to verify that the SCell activation and deactivation times are within the requirements stated in section 7.7 for UE configured with three downlink SCells, when the SCell is known by the UE at the time of activation and PCell is in TDD.

8.16.76.2
Test applicability

This test applies to all types of E-UTRA UE release 12 and forward that support E-UTRA FDD and TDD and 5DL CA with TDD as PCell. Applicability requires support for FGI bit 111.

8.16.76.3
Minimum conformance requirements

While activating a SCell if the UE does not receive any command to activate, deactivate, configure or deconfigure any other SCell during the SCell activation delay then the UE shall meet the SCell activation delay requirements specified in section 7.7.2. 

While activating a SCell if any other SCell is activated, deactivated, configured or deconfigured by the UE then the UE shall meet the SCell activation delay requirements (Tactivate_total) according to the following expression:
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Where:

Tactivate_total is the total time to activate a SCell and is expressed in subframes.

Tactivate_basic is the SCell activation delay specified in section 7.7.2;

Ki (0 ≤ Ki ≤ [3]) is the number of times the other ith SCell is activated, deactivated, configured or deconfigured while the SCell is being activated.

N (2≤N≤4) is the maximum number of SCells supported by the UE.

While activating a SCell:

-
The interruption on the PCell and/or on the activated SCell due to the SCell activation specified in section 7.8.2 shall not occur before subframe n+5 and not occur after subframe n+11 if:

-
the PCell and/or the activated SCell being interrupted and the SCell being activated belong to E-UTRA TDD, or

-
the activated SCell being interrupted and the SCell being activated belong to E-UTRA FDD and the PCell belongs to E-UTRA TDD.

-
Otherwise, the interruption on PCell and/or on the activated SCell due to the SCell activation specified in section 7.8.2 shall not occur before subframe n+5 and not occur after subframe n+9.

Starting from the subframe specified in section 4.3 of [3] and until the UE has completed the SCell activation, the UE shall report CQI index = 0 (out of range) if the UE has available uplink resources to report CQI for a SCell.

The UE shall deactivate a SCell and meet the SCell deactivation delay requirements specified in section 7.7.3 regardless of whether any other SCell is activated, deactivated, configured or deconfigured or not by the UE during the SCell deactivation delay.

While deactivating a SCell:

-
The interruption on the PCell and/or on the activated SCell due to the SCell deactivation specified in section 7.8.2 shall not occur before subframe n+5 and not occur after subframe n+11 if:

-
the PCell and/or the activated SCell being interrupted and the SCell being deactivated belong to E-UTRA TDD or

-
the activated SCell being interrupted and the SCell being deactivated belong to E-UTRA FDD and the PCell belongs to E-UTRA TDD.

-
Otherwise, the interruption on PCell and/or the activated SCell due to the SCell deactivation specified in section 7.8.2 shall not occur before subframe n+5 and not occur after subframe n+9.

The normative reference for this requirement is TS 36.133 [4] clauses 7.7, 7.8 and A.8.16.76.

8.16.76.4
Test description

8.16.76.4.1
Initial conditions

Test Environment: Normal, as defined in TS 36.508 [7] clause 4.1.

Frequencies to be tested: According to Annex E table E-6 and TS 36.508 [7] clauses 4.4.2 and 4.3.1 for different CA bandwidth classes.

Channel Bandwidth to be tested: The largest aggregated bandwidth combination supported by UE from Table 8.16.60.5-1 as defined in TS 36.508 [7] clause 4.3.1, for different CA configurations as defined in TS 36.521-1 [10] clause 5.4.2A.

1.
Connect the SS (node B emulator) and AWGN noise sources to the UE antenna connectors as shown in TS 36.508 [7] Annex A, Figure group A.63 as appropriate for UE with 2Rx RF band and Annex A, Figure TBD for 4Rx capable UE without any 2Rx RF bands.

2.
The general test parameter settings are set up according to Table 8.16.76.4.1-1.

3.
Propagation conditions are set according to Annex B clauses B.0.

4.
Message contents are defined in clause 8.16.76.4.3.

5.
Cell 1 is the PCell on the primary component carrier, Cell 2 is the SCell on RF channel number 2, Cell 3 is the deactivated SCell on RF channel number 3, Cell 4 is the deactivated SCell on RF channel number 4 and Cell 5 is the deactivated SCell on RF channel number 5. Cell 1 is the cell used for connection setup with the power levels set according to Annex C.0 and C.1 for this test. Cell 2, Cell 3, Cell 4 and Cell5 shall be powered OFF.

<Unchanged Sections Skipped…>

9.2.47
5 DL PCell in FDD RSRQ for E-UTRAN in Carrier Aggregation

Editor’s Note: This test case is incomplete. The following items are missing or are incomplete:

- Test tolerances are undefined

- Connection Diagram is undefined in TS 36.508

9.2.47.1
Test purpose

To verify that TDD-FDD RSRQ absolute and relative measurement accuracy in carrier aggregation with PCell in FDD are within the specified limits under AWGN propagation conditions. This test will verify the absolute accuracy of intra-frequency RSRQ measurements for the primary component carrier, the absolute accuracy of intra-frequency RSRQ measurements for the secondary component carrier and also the relative inter-frequency RSRQ accuracy requirement between primary and secondary component carriers.

9.2.47.2
Test applicability

This test applies to all types of E-UTRA FDD and TDD UE Release 12 and forward that support 5DL TDD-FDD CA with FDD as PCell.

9.2.47.3
Minimum conformance requirements

The RSRQ measurements of cells on the primary component carrier shall meet the intra-frequency absolute accuracy requirements defined in TS 36.133 [4] clause 9.1.5.1. The RSRQ measurements of cells on any of the secondary component carrier(s) shall meet the intra-frequency absolute accuracy requirements defined in TS 36.133 [4] clause 9.1.5.1.
The accuracy requirements in Table 9.2.47.3-1 are valid under the following conditions:

-
Cell specific reference signals are transmitted either from one, two or four antenna ports.

-
Conditions defined in TS 36.101 [2] Clause 7.3 for reference sensitivity are fulfilled.

-
RSRP|dBm according to Annex I.3.1 for a corresponding Band

Table 9.2.47.3-1: RSRQ Intra frequency absolute accuracy

	Accuracy
	Conditions

	Normal condition
	Extreme condition
	Ês/Iot
	Io Note 1 range

	
	
	
	E-UTRA operating band groups Note 4
	Minimum Io
	Maximum Io

	dB
	dB
	dB
	
	dBm/15kHz Note 3
	dBm/BWChannel

	(2.5
	(4
	(-3 dB
	FDD_A, TDD_A
	-121
	-50

	
	
	
	FDD_C, TDD_C
	-120
	-50

	
	
	
	FDD_D
	-119.5
	-50

	
	
	
	FDD_E, TDD_E
	-119
	-50

	
	
	
	FDD_F
	-118.5
	-50

	
	
	
	FDD_G
	-118
	-50

	
	
	
	FDD_H
	-117.5
	-50

	
	
	
	FDD_N
	-114.5
	-50

	(3.5
	(4
	(-6 dB
	Note 2
	Note 2
	Note 2

	NOTE 1:
Io is assumed to have constant EPRE across the bandwidth.

NOTE 2:
The same bands and the same Io conditions for each band apply for this requirement as for the corresponding highest accuracy requirement.

NOTE 3:
The condition level is increased by ∆>0, when applicable, as described in Sections I.4.2 and I.4.3.

NOTE 4:
E-UTRA operating band groups are as defined in Section 3.5.


When measurements of cells on the primary component carrier are compared with measurements of cells on any of the secondary component carrier(s), the applicable relative accuracy requirements are the RSRQ inter-frequency accuracy requirements defined in TS 36.133 [4] clause 9.1.6.2.

The accuracy requirements in Table 9.2.47.3-2 are valid under the following conditions:

-
Cell specific reference signals are transmitted either from one, two or four antenna ports.

-
Conditions defined in TS 36.101 [2] Clause 7.3 for reference sensitivity are fulfilled.


-
RSRP1,2|dBm according to Annex I.3.4 for a corresponding Band


-
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Table 9.2.47.3-2: RSRQ Inter frequency relative accuracy

	Accuracy
	Conditions

	Normal condition
	Extreme condition
	Ês/Iot Note 2
	Io Note 1 range

	
	
	
	E-UTRA operating band groups Note 5
	Minimum Io
	Maximum Io

	dB
	dB
	dB
	
	dBm/15kHz Note 4
	dBm/BWChannel

	(3
	(4
	(-3 dB
	FDD_A, TDD_A
	-121
	-50

	
	
	
	FDD_C, TDD_C
	-120
	-50

	
	
	
	FDD_D
	-119.5
	-50

	
	
	
	FDD_E, TDD_E
	-119
	-50

	
	
	
	FDD_F
	-118.5
	-50

	
	
	
	FDD_G
	-118
	-50

	
	
	
	FDD_H
	-117.5
	-50

	
	
	
	FDD_N
	-114.5
	-50

	(4
	(4
	(-6 dB
	Note 3
	Note 3
	Note 3

	NOTE 1:
Io is assumed to have constant EPRE across the bandwidth.

NOTE 2:
The parameter Ês/Iot is the minimum Ês/Iot of the pair of cells to which the requirement applies.

NOTE 3:
The same bands and the same Io conditions for each band apply for this requirement as for the corresponding highest accuracy requirement.

NOTE 4:
The condition level is increased by ∆>0, when applicable, as described in Sections I.4.2 and I.4.3.

NOTE 5:
E-UTRA operating band groups are as defined in Section 3.5.


The reporting range of RSRQ is defined from -34 dB to 2.5 dB with 0.5 dB resolution. The mapping of measured quantity is defined in table 9.1.7-1. The range in the signalling may be larger than the guaranteed accuracy range.

Table 9.2.47.3-3: RSRQ measurement report mapping

	Reported value
	Measured quantity value
	Unit

	RSRQ_-30
	RSRQ ( -34
	dB

	RSRQ_-29
	-34 ( RSRQ < -33.5
	dB

	…
	…
	…

	RSRQ_-02
	-20.5 ( RSRQ < -20
	dB

	RSRQ_-01
	-20 ( RSRQ < -19.5
	dB

	RSRQ_00
	RSRQ ( -19.5
	dB

	RSRQ_01
	-19.5 ( RSRQ < -19
	dB

	RSRQ_02
	-19 ( RSRQ < -18.5
	
dB


	…
	…
	…

	RSRQ_32
	-4 ( RSRQ < -3.5
	dB

	RSRQ_33
	-3.5 ( RSRQ < -3
	dB

	RSRQ_34
	-3 ( RSRQ
	dB

	RSRQ_35
	-3 ( RSRQ < -2.5
	dB

	RSRQ_36
	-2.5 ( RSRQ < -2
	dB

	…
	…
	…

	RSRQ_45
	2 ( RSRQ < 2.5
	dB

	RSRQ_46
	2.5 ( RSRQ
	dB


The normative reference for this requirement is TS 36.133 [4] clauses 9.1.5.1, 9.1.6.2, 9.1.7, 9.1.11, and A.9.2.47.

9.2.47.4
Test description

9.2.47.4.1
Initial conditions

Test Environment: Normal, TL/VL, TL/VH, TH/VL, TH/VH; as defined in TS 36.508 [7] clause 4.1.

Frequencies to be tested: According to Annex E table E-6 and TS 36.508 [7] clauses 4.4.2 and 4.3.1 for different CA bandwidth classes.

Channel Bandwidth to be tested: The largest aggregated bandwidth combination supported by UE from Table 9.2.47.5-1 as defined in TS 36.508 [7] clause 4.3.1 for different CA configurations as defined in TS 36.521-1 [10] clause 5.4.2A.

1.
Connect the SS (node B emulator) and AWGN noise sources to the UE antenna connectors as shown in TS 36.508 [7] Annex A, Figure [TBD] as appropriate.

2.
Propagation conditions are set according to Annex B clause B.0.

3.
Message contents are defined in clause 9.2.47.4.3.

4.
Cell 1 is PCell in FDD on the primary component carrier, Cell 2 is SCell on SCC1, Cell 3 is SCell on SCC2, Cell 4 is SCell on SCC3 and Cell 5 is SCell on SCC4. Cell 1 is the cell used for connection setup with the power levels set according to Annex C.0 and C.1 for this test. Cell 2, Cell 3, Cell 4, and Cell 5 shall be powered OFF.

<< End of changes >>
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