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<< Many Sections are skipped >>

4.5.9
Out of Coverage, Test Loopback Activation, V2X setup (State 5A-V2X)

The same assumptions and definitions apply as in clause 4.5.8. State 5A-V2X shall be invoked either in Receive Mode or in Transmit Mode, depending on the test purpose.
4.5.9.1
Initial conditions

System Simulator:

-
No E-UTRA cell configured

-
1 GNSS simulator

-
1 simulated V2X UE (transmitter or receiver according to specific test case configuration)

User Equipment:

-
The UE shall be in Out of Coverage, V2X setup state (State 5-V2X)

4.5.9.2
Definition of system information messages

None.

4.5.9.3
Procedure

Table 4.5.9.3-1: Out of Coverage, Test Loopback Activation, V2X setup procedure (state 5-V2X to state 5A-V2X)

	Step
	Procedure
	Message Sequence

	
	
	U - S
	Message

	1
	Trigger UE to activate UE test loop mode.

NOTE: The activation of UE test loop mode may be performed by MMI or AT command (+CATM).
	-
	-

	2A
	Trigger UE to close UE test loop back mode E (Receive Mode).
NOTE: Closing of UE test loop mode E may be performed by MMI or AT command (+CCUTLE)
	-
	-

	2B
	Trigger UE to close UE test loop back mode E (Transmit Mode).

NOTE: Closing of UE test loop mode E may be performed by MMI or AT command (+CCUTLE)
	-
	-

	3
	Trigger UE to reset or clear the current UTC time that has been calculated from GNSS.

NOTE:
The UTC time can be reset or clear on the UE using AT command (+CUTCR).
	-
	-

	Note 1:  If State 5A-V2X was invoked in Receive Mode use Step 2A; if State 5A-V2X was invoked in Transmit Mode use Step 2B.


4.5.9.4
Specific message contents

All specific message contents shall be referred to clause 4.7I with the exceptions below.

Table 4.5.9.4-1: AT COMMAND: +CATM (Step 1)
	Derivation Path: Table 4.7I-1: +CATM with condition Activation


Table 4.5.9.4-2A: AT COMMAND: +CCUTLE (Step 2A)
	Derivation Path: Table 4.7I-2: +CCUTLE with condition Close and Receive.


Table 4.5.9.4-2B: AT COMMAND: +CCUTLE (Step 2B)

	Derivation Path: Table 4.7I-2: +CCUTLE with condition Close and Transmit.


Table 4.5.9.4-3: AT COMMAND: +CUTCR (Step 3)

	Derivation Path: Table 4.7I-3: +CUTCR


<< Many Sections are skipped >>

4.7I
Default AT Command message and information element

-
AT Command +CATM

This AT Command is sent by the SS to the UE.

Table 4.7I-1: +CATM

	Derivation Path: 27.007 clause 15

	Field
	Value/remark
	Comment
	Condition

	+CATM=
	
	
	

	  <status>
	0
	
	Activation

	  <status>
	1
	
	Deactivation


	Condition
	Explanation

	Activation
	Activate UE test loop mode.

	Deactivation
	Deactivate UE test loop mode


-
AT Command +CCUTLE

This AT Command is sent by the SS to the UE.
Table 4.7I-2: +CCUTLE

	Derivation Path: 27.007 clause 15

	Field
	Value/remark
	Comment
	Condition

	+ CCUTLE =
	
	
	

	  <status> 
	1
	
	Open

	  <status>
	0
	
	Close

	    <direction>
	1
	
	Transmit

	    <direction>
	0
	
	Receive

	      <format>
	1
	
	Receive

	      <length>
	1
	
	Receive

	      <monitor_list>
	HEX ‘0000AA’
	
	Receive


	Condition
	Explanation

	Open
	Open UE test loop back mode E.

	Close
	Close UE test loop back mode E

	Transmit
	UE is configured to transmit V2X communication packets

	Receive
	UE is configured to receive V2X communication packets


-
AT Command +CUTCR
This AT Command is sent by the SS to the UE.

Table 4.7I-3: +CUTCR
	Derivation Path: 27.007 clause 15

	Field
	Value/remark
	Comment
	Condition

	+CUTCR
	
	This AT command has no additional fields
	


-
AT Command +CUSPCREQ
This AT Command is sent by the SS to the UE.

Table 4.7I-4: +CUSPCREQ
	Derivation Path: 27.007 clause 15

	Field
	Value/remark
	Comment
	Condition

	+CUSPCREQ
	
	This AT command has no additional fields
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