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	Rev
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	Source to WG
	Work Item
	Clauses affected
	Other Aff Specs

	36.508
	1142
	-
	Rel-15
	Removal of square brackets for GNSS for V2X setups
	F
	15.1.0
	RAN5#79
	R5-182376
	Spirent Communications, European Commission
	LTE_V2X-UEConTest
	
	

	36.508
	1149
	1
	Rel-15
	Addition of V2XoverLTEUu in V2X management data object configuration
	F
	15.1.0
	RAN5#79
	R5-183182
	CATT
	LTE_V2X-UEConTest
	
	

	36.521-1
	4168
	1
	Rel-15
	Addition and correction of GNSS information for V2X to clause 14
	F
	15.1.2
	RAN5#79
	R5-183803
	Spirent Communications, European Commission
	LTE_V2X-UEConTest
	
	

	36.521-1
	4169
	1
	Rel-15
	Deletion of GNSS information for V2X from annex C.2
	F
	15.1.2
	RAN5#79
	R5-183804
	Spirent Communications, European Commission
	LTE_V2X-UEConTest
	
	

	36.521-1
	4190
	1
	Rel-15
	Update to Maximum Power Reduction (MPR) for V2X Communication / Power class 3 / Simultaneous E-UTRA V2X sidelink and E-UTRA uplink transmission
	F
	15.1.2
	RAN5#79
	R5-183885
	LG Electronics
	LTE_V2X-UEConTest
	
	

	36.521-1
	4191
	1
	Rel-15
	Introduction of Maximum Power Reduction (MPR) for V2X Communication / Power class 2 / Non-contiguous allocation of PSCCH and PSSCH / Non-concurrent with E-UTRA uplink transmissions
	F
	15.1.2
	RAN5#79
	R5-183886
	LG Electronics
	LTE_V2X-UEConTest
	
	

	36.521-1
	4192
	1
	Rel-15
	Update to Configured UE transmitted Output Power for V2X Communication / Simultaneous E-UTRA V2X sidelink and E-UTRA uplink transmission
	F
	15.1.2
	RAN5#79
	R5-183887
	LG Electronics
	LTE_V2X-UEConTest
	
	

	36.521-1
	4194
	1
	Rel-15
	Introduction of General ON/OFF time mask for V2X Communication / Simultaneous E-UTRA V2X sidelink and E-UTRA uplink transmissions
	F
	15.1.2
	RAN5#79
	R5-183888
	LG Electronics
	LTE_V2X-UEConTest
	
	

	36.521-1
	4204
	-
	Rel-15
	Update to UE Maximum Output Power for V2X Communication / Non-concurrent with E-UTRA uplink transmission
	F
	15.1.2
	RAN5#79
	R5-182590
	LG Electronics
	LTE_V2X-UEConTest
	
	

	36.521-1
	4205
	-
	Rel-15
	Update to UE Maximum Output Power for V2X Communication / Simultaneous E-UTRA V2X sidelink and E-UTRA uplink transmission
	F
	15.1.2
	RAN5#79
	R5-182591
	LG Electronics
	LTE_V2X-UEConTest
	
	

	36.521-1
	4206
	-
	Rel-15
	Update to UE Maximum Output Power for V2X Communication / Intra-band contiguous multi-carrier operation
	F
	15.1.2
	RAN5#79
	R5-182592
	LG Electronics
	LTE_V2X-UEConTest
	
	

	36.521-1
	4207
	1
	Rel-15
	Introduction of Maximum Power Reduction (MPR) for V2X Communication / Power class 2 / Contiguous allocation of PSCCH and PSSCH / Non-concurrent with E-UTRA uplink transmissions
	F
	15.1.2
	RAN5#79
	R5-183805
	LG Electronics
	LTE_V2X-UEConTest
	
	

	36.521-1
	4214
	1
	Rel-15
	Completion of V2X Performance TC 14.8
	F
	15.1.2
	RAN5#79
	R5-183806
	Qualcomm UK Ltd
	LTE_V2X-UEConTest
	
	

	36.521-1
	4307
	-
	Rel-15
	Introduction of new V2X test case 6.3.5G.2 Power Control Absolute power tolerance for V2X Communication / Simultaneous E-UTRA V2X sidelink and E-UTRA uplink transmissions
	F
	15.1.2
	RAN5#79
	R5-182904
	CAICT
	LTE_V2X-UEConTest
	
	

	36.521-1
	4308
	-
	Rel-15
	Update the minimum conformance requirements, message contents and test requirement for V2X test case 6.3.5G.3
	F
	15.1.2
	RAN5#79
	R5-182906
	CAICT
	LTE_V2X-UEConTest
	
	

	36.521-1
	4309
	1
	Rel-15
	Introduction of new V2X test case 6.5.1G.2 Frequency error for V2X Communication / Simultaneous E-UTRA V2X sidelink and E-UTRA uplink transmissions
	F
	15.1.2
	RAN5#79
	R5-183808
	CAICT
	LTE_V2X-UEConTest
	
	

	36.521-1
	4311
	1
	Rel-15
	Update Annex F.3.2 for V2X test cases 6.3.5G.2 and 6.3.5G.3 according to R4-1805742
	F
	15.1.2
	RAN5#79
	R5-183809
	CAICT
	LTE_V2X-UEConTest
	
	

	36.521-1
	4329
	-
	Rel-15
	Addition and correction of GNSS information for V2X for receiver tests
	F
	15.1.2
	RAN5#79
	R5-183713
	Spirent Communications, European Commission
	LTE_V2X-UEConTest
	
	

	36.521-1
	4330
	1
	Rel-15
	Addition and correction of GNSS information for V2X for transmitter tests – part 1
	F
	15.1.2
	RAN5#79
	R5-183801
	Spirent Communications, European Commission
	LTE_V2X-UEConTest
	
	

	36.521-1
	4331
	1
	Rel-15
	Addition and correction of GNSS information for V2X for transmitter tests – part 2
	F
	15.1.2
	RAN5#79
	R5-183802
	Spirent Communications, European Commission
	LTE_V2X-UEConTest
	
	

	36.521-3
	2181
	1
	Rel-15
	V2X: Update to timing accuracy test cases
	F
	15.1.0
	RAN5#79
	R5-183810
	Qualcomm Wireless GmbH
	LTE_V2X-UEConTest
	
	

	36.521-3
	2194
	-
	Rel-15
	Adding OCNG patter for V2X Sidelink test cases
	F
	15.1.0
	RAN5#79
	R5-182767
	Bureau Veritas
	LTE_V2X-UEConTest
	
	

	36.521-3
	2196
	1
	Rel-15
	Introduction of V2X RRM TC12.4
	F
	15.1.0
	RAN5#79
	R5-183811
	SGS Wireless
	LTE_V2X-UEConTest
	
	

	36.523-1
	4495
	-
	Rel-15
	Editorial: corrections of typos and styles following GNSS CR
	F
	15.1.0
	RAN5#79
	R5-182377
	Spirent Communications, European Commission
	LTE_V2X-UEConTest
	
	

	36.523-1
	4510
	-
	Rel-15
	Corrections to V2X TC 24.1.16
	F
	15.1.0
	RAN5#79
	R5-182475
	Qualcomm Japan Inc
	LTE_V2X-UEConTest
	
	

	36.523-1
	4511
	-
	Rel-15
	Corrections to V2X Sidelink Communication test case 24.1.19
	F
	15.1.0
	RAN5#79
	R5-182476
	Qualcomm Japan Inc
	LTE_V2X-UEConTest
	
	

	36.523-1
	4517
	-
	Rel-15
	Correction on V2X Sidelink test case 24.1.15
	F
	15.1.0
	RAN5#79
	R5-182549
	CATT
	LTE_V2X-UEConTest
	
	

	36.523-1
	4518
	1
	Rel-15
	Addition of new V2X test case “V2X Uplink Communication / UE in RRC_Connected on an E-UTRAN cell / Utilisation of the UL SPS resources configured by eNB/ Transmission”
	F
	15.1.0
	RAN5#79
	R5-183183
	CATT
	LTE_V2X-UEConTest
	
	

	36.523-1
	4519
	1
	Rel-15
	Addition of new V2X test case “V2X Downlink Communication / UE in IDLE or RRC_Connected on an E-UTRAN cell / UE receives the V2X data via MBMS”
	F
	15.1.0
	RAN5#79
	R5-183184
	CATT
	LTE_V2X-UEConTest
	
	

	36.523-1
	4520
	1
	Rel-15
	Addition of new V2X test case “V2X Downlink Communication / UE in IDLE or RRC_Connected on an E-UTRAN cell / UE receives the V2X data via SC-PTM”
	F
	15.1.0
	RAN5#79
	R5-183185
	CATT
	LTE_V2X-UEConTest
	
	

	36.523-1
	4521
	1
	Rel-15
	Addition of new V2X test case 24.2.1
	F
	15.1.0
	RAN5#79
	R5-183186
	CATR
	LTE_V2X-UEConTest
	
	

	36.523-1
	4522
	1
	Rel-15
	Addition of new V2X test case 24.2.2
	F
	15.1.0
	RAN5#79
	R5-183187
	CATR
	LTE_V2X-UEConTest
	
	

	36.523-1
	4523
	1
	Rel-15
	Addition of new V2X test case 24.2.3
	F
	15.1.0
	RAN5#79
	R5-183188
	CATR
	LTE_V2X-UEConTest
	
	

	36.523-1
	4548
	1
	Rel-15
	New test case for V2X Sidelink CBR measurement and report
	F
	15.1.0
	RAN5#79
	R5-183189
	Sporton, MCC TF160
	LTE_V2X-UEConTest
	
	

	36.523-1
	4549
	1
	Rel-15
	New test case for V2X Sidelink using Tx parameters based on measured CBR and PPPP
	F
	15.1.0
	RAN5#79
	R5-183190
	Sporton, MCC TF160
	LTE_V2X-UEConTest
	
	

	36.523-2
	1165
	1
	Rel-15
	Addition of applicability and tests conditions for V2X test cases
	F
	15.1.0
	RAN5#79
	R5-183191
	CATT
	LTE_V2X-UEConTest
	
	

	36.523-2
	1167
	1
	Rel-15
	Addition of test applicability for new V2X TC24.2.1,TC24.2.2 and TC24.2.3
	F
	15.1.0
	RAN5#79
	R5-183192
	CATR
	LTE_V2X-UEConTest
	
	

	36.523-3
	4168
	-
	Rel-14
	V2X: Test Model updates
	F
	14.3.0
	RAN5#79
	R5-182291
	MCC TF160
	LTE_V2X-UEConTest
	
	

	37.571-4
	0102
	-
	Rel-14
	V2X: Test Model updates
	F
	14.2.0
	RAN5#79
	R5-182292
	MCC TF160
	LTE_V2X-UEConTest
	
	


