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<Section of change: start>
Table E-1: Cell configuration mapping for RRM testing

	Test Case
	Description
	36.521-3 Cell1
	36.521-3 Cell2
	36.521-3 Cell3
	CA Type

(Note 2)

	4.2.1
	RRC IDLE / E-UTRAN Cell Reselection / FDD - FDD cell re-selection intra frequency case
	Cell1
	Cell11
	
	

	4.2.2
	RRC IDLE / E-UTRAN Cell Reselection / TDD - TDD cell re-selection intra frequency case
	Cell1
	Cell11
	
	

	4.2.3
	RRC IDLE / E-UTRAN Cell Reselection / FDD - FDD cell re-selection inter frequency case
	Cell6
	Cell23
	
	

	4.2.4
	RRC IDLE / E-UTRAN Cell Reselection / FDD - TDD cell re-selection inter frequency case
	Cell1
	Cell31
	Dual mode in single PLMN
	

	4.2.5
	RRC IDLE / E-UTRAN Cell Reselection / TDD - FDD cell re-selection inter frequency case
	Cell31
	Cell1
	
	

	4.2.6
	RRC IDLE / E-UTRAN Cell Reselection / TDD - TDD cell re-selection inter frequency case
	Cell6
	Cell23
	
	

	4.2.7
	RRC IDLE / E-UTRAN Cell Reselection / FDD – FDD Inter frequency case in the existence of non-allowed CSG cell
	Cell23
	Cell6
	Cell3
	

	4.2.8
	RRC IDLE / E-UTRAN Cell Reselection / TDD – TDD Inter frequency case in the existence of non-allowed CSG cell
	Cell23
	Cell6
	Cell3
	

	4.2.9
	RRC IDLE / E-UTRAN Cell Reselection / E-UTRAN FDD-FDD intra-frequency Cell Re-selection case for 5MHz Bandwidth
	Cell1
	Cell11
	
	

	4.2.12
	E-UTRAN FDD – FDD Intra frequency case for Cat-M1 UE in normal coverage
	Cell1
	Cell11
	
	

	4.2.13
	E-UTRAN HD – FDD Intra frequency case for Cat-M1 UE in normal coverage
	Cell1
	Cell11
	
	

	4.2.14
	E-UTRAN TDD – TDD Intra frequency case for Cat-M1 UE in normal coverage
	Cell1
	Cell11
	
	

	4.2.15
	E-UTRAN FDD – FDD Intra frequency case for Cat-M1 UE in enhanced coverage
	Cell1
	Cell11
	
	

	4.2.16
	E-UTRAN HD – FDD Intra frequency case for Cat-M1 UE in enhanced coverage
	Cell1
	Cell11
	
	

	4.2.17
	E-UTRAN TDD – TDD Intra frequency case for Cat-M1 UE in enhanced coverage
	Cell1
	Cell11
	
	

	4.2.20
	E-UTRAN FDD – FDD Intra frequency case for UE Category 1bis
	Cell1
	Cell11
	
	

	4.2.21
	E-UTRAN TDD – TDD Intra frequency case for UE Category 1bis
	Cell1
	Cell11
	
	

	4.2.22
	E-UTRAN FDD - FDD cell re-selection intra frequency case for UE configured with highSpeedEnhancedMeasFlag
	Cell1
	Cell11
	
	

	4.2.23
	E-UTRAN TDD - TDD cell re-selection intra frequency case for UE configured with highSpeedEnhancedMeasFlag
	Cell1
	Cell11
	
	

	<Unchanged rows omitted>
	<Unchanged rows omitted>
	<Unchanged rows omitted>
	<Unchanged rows omitted>
	<Unchanged rows omitted>
	<Unchanged rows omitted>

	8.2.10
	E-UTRAN TDD Intra-frequency identification of a new CGI of E-UTRA cell using autonomous gaps with DRX for Cat-M1 UE in CEModeB
	Cell1
	Cell2
	
	

	8.2.11
	E-UTRAN TDD-TDD intra-frequency event triggered reporting for UE configured with highSpeedEnhancedMeasFlag in synchronous cells
	Cell1
	Cell11
	
	

	<Unchanged rows omitted>
	<Unchanged rows omitted>
	<Unchanged rows omitted>
	<Unchanged rows omitted>
	<Unchanged rows omitted>
	<Unchanged rows omitted>
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