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1. Corrections to test case 6.2.1.8a.2
Change 1 – ts_GSM_LocationReject
	Object name 
	ts_GSM_LocationReject

	Reason for change
	Following implementation of prose CR R5-174454, in function ts_GSM_LocationReject the UTRAN authentication step ts_MM_Authentication is used instead of GSM authentication step ts_G_Authentication which which causes UE authentication failure.

	Summary of change
	Replace call to the UTRAN authentication step ts_MM_Authentication with GSM authentication ts_G_Authentication step.

	Module
	

	Label
	WA#

	MCC160
	


Before:
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Test Step Group Ref. GSM_Speciic/

Objective

Defaults

GComments: Sends a Location Updiate Reject wih the provided reject cause

Nr JI Label JI Behaviour Description JI Caonstraint Ref JI Comments

1 +15_6_gefTmpCellConfiginto (b_Cell) @sic RAS090167 sic@

2 +15_G_RR_Con_Est (p_Cell)

3 +1s_6_Loc_UpdatingRequest (p_Cellid)

4 +15_53_SecurtyDownloadstart (cs_doma @sic R&-174454, RE-173740 sic@
in, tev_Start) Startintegriyfor Reject messages

5 Authentication

6 +15_RRC_Secutty @sic RE-174454, RE-173740 sic@
(p_celg, Startintegriyfor Reject messages
tev_AuthcK,
tev_AuthK,
tev_AUTKCGSM,
TRUE,
cs_domain)
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Test Step Id: ts_GSM_LocationReject (o_Cellld : INTEGER; p_Cause : RejCau)

TestStep Group Re. GSM_Specifel

Objectve
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comments Sends a Location Update Relectwith the proided eiectcause
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1 +1s_G_SafTmpCaliConfiginfo (p_Cellc) @sic R5090187 sic@

2 +s_G_RR_Con_Est (p_Cellld )

3 +ts_G_Loc_UpdatingRequest (p_Cellld )

4 +1s_55_SecurityDownloadStart ( cs_doma @sic R5-174454, R6-173740 sic@
in, tev_Start) Start integrity for Reject messages.

s 0. Autheriitonp_Calley Autnertiation

6 +5_G_Ciphering_Made_Sefting (p_Celld, @sic R5-174454, R6-173740 sic@
tsc_PhyCh0) Start integrity for Reject messages.

7 5.L216_L2_DATA_REQ cas_6_L2_DATA_REQ (p_Celld, 0,1





