Page 1



3GPP TSG-RAN WG5 Testing 
R5s180262
15 Dec 2017 – 31 Dec 2018
	CR-Form-v11.2

	CHANGE REQUEST

	

	
	36.523-3
	CR
	4143
	rev
	-
	Current version:
	14.3.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	


	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	
	Core Network
	


	

	Title:

	Correction to NB-IoT TC 22.2.7

	
	

	Source to WG:
	Rohde & Schwarz

	Source to TSG:
	R5

	
	

	Work item code:
	TEI13_Test, NB_IOT-UEConTest
	
	Date:
	2018-04-11

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-14

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)
Rel-13
(Release 13)
Rel-14
(Release 14)
Rel-15
(Release 15)
Rel-16
(Release 16)

	
	

	Reason for change:
	The guard timer for this testcase needs to be increased since the UEs supporting multiple bands may need longer to detect the cells.

	
	

	Summary of change:
	Increased the guard timer to 1200s

	
	

	Consequences if not approved:
	A conformant UE may fail the test case

	
	

	Clauses affected:
	22.2.7

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications

	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	


Table of Contents
2Table of Contents

1
Overview
3
2
Corrections required
3
2.1
TC_22_2_7()
3



1 Overview

This document lists all the changes needed to correct issues in the ATS iWD-TTCN3-B2017-06_D18wk12 related to the title of this CR.

Contact:
Hans Rohnert

hans.rohnert@rohde-schwarz.com
2 Corrections required

2.1 TC_22_2_7()
	Function name
	TC_22_2_7 ()

	Reason for change
	The guard timer for this testcase needs to be increased since the UEs supporting multiple bands may need longer to detect the cells.

	Summary of change
	Increased the guard timer to 1200s.

	TTCN module
	NBIOT_Testsuite.ttcn

	MCC160 Comment
	


Before Change:

	testcase TC_22_2_7() runs on MTC_NBIOT system SYSTEM_NBIOT {
    // @purpose
    //   NB-IoT / Cell reselection using cell status and cell reservations / Access control class 11 to 15
    var NBIOT_PTC        v_NBIOT      := null;
    var EUTRA_PTC        v_EUTRA      := null;
    timer t_GuardTimer := int2float(600); 
    v_NBIOT := NBIOT_PTC.create alive;
    f_MTC_ConnectPTCs_NBIOT(system, v_NBIOT, v_EUTRA);
    v_NBIOT.start(f_TC_22_2_7_NBIOT());
    t_GuardTimer.start;
    f_MTC_MainLoop_NBIOT(t_GuardTimer);
  }


After Change:

	testcase TC_22_2_7() runs on MTC_NBIOT system SYSTEM_NBIOT {
    // @purpose
    //   NB-IoT / Cell reselection using cell status and cell reservations / Access control class 11 to 15
    var NBIOT_PTC        v_NBIOT      := null;
    var EUTRA_PTC        v_EUTRA      := null;
    timer t_GuardTimer := int2float(1200);
    v_NBIOT := NBIOT_PTC.create alive;
    f_MTC_ConnectPTCs_NBIOT(system, v_NBIOT, v_EUTRA);
    v_NBIOT.start(f_TC_22_2_7_NBIOT());
    t_GuardTimer.start;
    f_MTC_MainLoop_NBIOT(t_GuardTimer);
  }


