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	Reason for change:
	The frequency range for the CA_NS_04 additional spurious requirements starts at 0 Hz. This is not feasible to test since the behaviour of available high end spectrum analyzers is undefined at around 0 Hz. 

It is not feasible to test the requirements in this low range since it can lead to unfair fails of a device only because of the behaviour of the analyzer used.

To solve this issue it is proposed that the lower limit it set to 9kHz, the same limit as for the spurious emissions TC.

	
	

	Summary of change:
	 Change the lower limit of the CA_NS_04 additional spurious emissions to 9kHz

	
	

	Consequences if not approved:
	Untestable requirements remain in the specification.
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< Unchanged sections omitted >
6.6.3.3A.8
Minimum requirement for CA_41C (network signalled value "CA_NS_04")

When "CA_NS_04" is indicated in the cell, the power of any UE emission shall not exceed the levels specified in Table 6.6.3.3A.8-1. This requirement also applies for the frequency ranges that are less than FOOB (MHz) in Table 6.6.3.1A-1 from the edge of the aggregated channel bandwidth. 
Table 6.6.3.3A.8-1: Additional requirements 

	Frequency band


	Spectrum emission limit (dBm)
	Measurement bandwidth 

	2490.5 MHz ≤ f < 2495 MHz
	-13
	1 MHz

	9 kHz < f < 2490.5 MHz
	-25
	1 MHz


< End of changes >


