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	Reason for change:
	This Cat. A CR corrects the requirement’s specific performance metrics and required UL signal conditions for the UTRA FDD, UTRA TDD and E-UTRA BS demodulation requirements, which up to now were treated by single general metric which was not correct for all the requirements. 

	
	

	Summary of change:
	· 8.3.3: corrections of the UTRA FDD performance metrics, 
· 8.4.3: corrections of the UTRA TDD performance metrics
· 8.5.3: corrections of the E-UTRA performance metrics.

	
	

	Consequences if not approved:
	Incorrect generalization of the performance metrics for the BS demodulation requirements would exist. 
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	8.3.3, 8.4.3, 8.5.3
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	Other comments:
	Rel-15 specification will be corrected accordingly before the June 2018 deadline, based on the latest version of the Rel-14 specification. 



------------------------------ Modified section ------------------------------
[bookmark: _Toc494454539]8.3.3	Test pPurpose
The test shall verify the receiver's ability to achieve throughput the specified performance metrics under the specified measurement channels and conditions for a given Ec/N0 or Eb/N0 SNR for each of the demodulation performance requirements specified in subclauses 8.2 to 8.12 of 3GPP TS 25.104 [9].
------------------------------ Next modified section ------------------------------
[bookmark: _Toc494454547]8.4.3	Test pPurpose
The test shall verify the receiver's ability to achieve the specified performance metrics under the specified measurement channels and conditions for a given Îor/Ioc SNR for each of the demodulation performance requirements specified in subclauses 8.2 to 8.5 of 3GPP TS 25.105 [10].
------------------------------ Next modified section ------------------------------
[bookmark: _Toc494454555]8.5.3	Test pPurpose
The test shall verify the receiver's ability to achieve the specified performance metrics throughput under the specified measurement channels and conditions for a given SNR or SINR for each of the demodulation performance requirements specified in subclauses 8.2 to 8.4 of 3GPP TS 36.104 [11].
------------------------------ End of modified sections ------------------------------
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