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8.1
E-UTRAN related UE identities

The following E-UTRAN related UE identities are used at cell level:

-
C-RNTI: unique identification used for identifying RRC Connection and scheduling;

-
Semi-Persistent Scheduling C-RNTI: unique identification used for semi-persistent scheduling;

-
Temporary C-RNTI: identification used for the random access procedure;

-
TPC-PUSCH-RNTI: identification used for the power control of PUSCH;

-
TPC-PUCCH-RNTI: identification used for the power control of PUCCH;

-
SL-RNTI: identification used for sidelink communication scheduling;
-
SL-V-RNTI: identification used for V2X sidelink communication scheduling;

-
Random value for contention resolution: during some transient states, the UE is temporarily identified with a random value used for contention resolution purposes.

-
SRS-TPC-RNTI: identification used for triggering group SRS and power control of SRS for SRS-only SCells.
-
SL Semi-Persistent Scheduling V-RNTI: identification used for semi-persistent scheduling for V2X sidelink communication.

-
UL Semi-Persistent Scheduling V-RNTI: identification used for multiple semi-persistent scheduling for UE capable of V2X communication
In DC, two C-RNTIs are independently allocated to the UE: one for MCG, and one for SCG.
The following E-UTRAN related UE identities are used at E-UTRAN level:

-
Resume ID: unique identification used for the RRC connection resume procedure;
8.2
Network entity related Identities

The following identities are used in E-UTRAN for identifying a specific network entity TS 36.413 [25]:

-
Globally Unique MME Identity (GUMMEI): used to identify MME globally. The GUMMEI is constructed from the PLMN identity the MME belongs to, the group identity of the MME group the MME belongs to and the MME code (MMEC) of the MME within the MME group.

NOTE:
GUMMEI or S-TMSI containing the MMEC is provided by the UE to the eNB according to TS 23.401 [17], TS 24.301 [20] and TS 36.331 [16].

-
E-UTRAN Cell Global Identifier (ECGI): used to identify cells globally. The ECGI is constructed from the PLMN identity the cell belongs to and the Cell Identity (CI) of the cell. The included PLMN is the one given by the first PLMN entry in SIB1, according to TS 36.331 [16].

-
eNB Identifier (eNB ID): used to identify eNBs within a PLMN. The eNB ID is contained within the CI of its cells.

-
Global eNB ID: used to identify eNBs globally. The Global eNB ID is constructed from the PLMN identity the eNB belongs to and the eNB ID. The MCC and MNC are the same as included in the E-UTRAN Cell Global Identifier (ECGI).
-
The Global eNB ID of RN is the same as its serving DeNB.
-
Tracking Area identity (TAI): used to identify tracking areas. The TAI is constructed from the PLMN identity the tracking area belongs to and the TAC (Tracking Area Code) of the Tracking Area.

-
CSG identity (CSG ID): used to identify a CSG within a PLMN.

-
EPS Bearer ID / E-RAB ID:

-
The value of the E-RAB ID used at S1 and X2 interfaces to identify an E-RAB allocated to the UE is the same as the EPS Bearer ID value used at the Uu interface to identify the associated EPS Bearer (and also used at the NAS layer as defined in TS 36.413 [25]).

The following identities are broadcast in every E-UTRAN cell (SIB1): CI, TAC, CSG ID (if any) and one or more PLMN identities.
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