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	Reason for change:
	The NR UE Measurement report IE with RRC Container IE in the 36.423 RRC TRANSFER in message, its semantic description  is current referring to the NR UE Measurement report of TS38.331. This will require MeNB to dig into the 38.331 ASN.1 structure detail in order to extract the NR measurementReport message.


	
	

	Summary of change:
	Rev1:

The IE name is changed back to original, then resulted to change in tabular only (i.e. no change in procedure text and ASN.1)
Rev0:

The NR UE Measurement report IE its name is changed to UL-DCCH-MessageNR IE and its semantic description is changed to say it includes  UL-DCCH-Message as defined in TS38.331 .

Impact assessment towards the previous version of the specification (same release):

This CR has an impact with the previous version of the specification (same release) under functional point of view. The impact can be considered isolated, because the changes concern to only the RRC Transfer message its RRC container.
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9.1.4.21
RRC TRANSFER

This message is sent by the MeNB to the en-gNB or by the en-gNB to the MeNB to transfer an RRC message. 

Direction: MeNB ( en-gNB or en-gNB ( MeNB.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.13
	
	YES
	reject

	MeNB UE X2AP ID
	M
	
	eNB UE X2AP ID

9.2.24
	Allocated at the MeNB.
	YES
	reject

	SgNB UE X2AP ID
	M
	
	en-gNB UE X2AP ID

9.2.100
	Allocated at the en-gNB.
	YES
	reject

	MCG split SRB
	
	0..1
	
	
	
	

	
> RRC Container
	O
	
	OCTET STRING
	RRC message encapsulated in a PDCP-C PDU and ciphered with the key of the MeNB
	YES
	reject

	
> SRB Type
	M
	
	ENUMERATED (srb1, srb2, ...)
	The SRB type
	YES
	reject

	
> Delivery status
	O
	
	9.2.104
	DL RRC delivery status of MCG split SRB
	YES
	reject

	NR UE Measurement Report
	
	0..1
	
	
	
	

	
> RRC Container
	M 
	
	OCTET STRING
	Includes the UL-DCCH-Message as defined in subclause 6.2.1 of TS 38.331 [31] containing the MeasurementReport message.
	YES
	reject

	MeNB UE X2AP ID Extension
	O
	
	Extended eNB UE X2AP ID

9.2.86
	Allocated at the MeNB.
	YES
	reject
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