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<< Unchanged sections omitted >>
Table 7.3A.5.5-6: Reference sensitivity QPSK PREFSENS for intra-band non-contiguous + inter-band

	CA Configuration
	Testpoint ID 
	PCC
	SCC1
	SCC2

	
	
	Band
	NRB
	Requirement (dBm)
	Band
	NRB
	Requirement (dBm)
	Band
	NRB
	Requirement (dBm)

	CA_2A-2A-XA

or
CA_XA-2A-2A
	1
	2
	100
	-91.3
	2
	25
	-90.11
	X
	Highest NRB
	PREFSENS

	
	2
	2
	100
	-94.0
	2
	25
	-90.11
	X
	Highest NRB
	PREFSENS

	
	3
	2
	100
	-91.3
-94.08
	2
	100
	-86.71
	X
	Highest NRB
	PREFSENS

	
	4
	X
	Highest NRB
	PREFSENS
	2
	100
	-91.3
	2
	100
	-91.3

	CA_3A-3A-XA

or

CA_XA-3A-3A
	1
	3
	100
	-90.3
-93.08
	3
	25
	-89.81
	X
	Highest NRB
	PREFSENS

	
	2
	3
	100
	-90.3
-93.08
	3
	25
	-96.3
	X
	Highest NRB
	PREFSENS

	
	3
	3
	100
	-90.3
-93.08
	3
	100
	-86.26
	X
	Highest NRB
	PREFSENS

	
	4
	3
	100
	-90.3
	3
	50
	-88.21
	X
	Highest NRB
	PREFSENS

	
	5
	3
	100
	-90.3
	3
	50
	-93.3
	X
	Highest NRB
	PREFSENS

	
	6
	X
	Highest NRB
	PREFSENS
	3
	100
	-90.3
-93.08
	3
	100
	-90.3
-93.08

	
	7
	X
	Highest NRB
	PREFSENS
	3
	100
	-90.3
	3
	50
	-93.3

	CA_4A-4A-XA

or

CA_XA-4A-4A
	1
	4
	100
	-93.3

-968
	4
	25
	-99.3

-1028
	X
	Highest NRB
	PREFSENS

	
	2
	4
	100
	-93.3

-968
	4
	100
	-93.3

-968
	X
	Highest NRB
	PREFSENS

	
	3
	X
	Highest NRB
	PREFSENS
	4
	100
	-93.3

-968
	4
	100
	-93.3

-968

	CA_4A-4A-12A
	1
	4
	100
	-93.3

-968
	4
	25
	-99.3

-1028
	12
	50
	-93.5

	
	2
	4
	100
	-93.3

-968
	4
	100
	-93.3

-968
	12
	50
	-93.5

	
	3
	12
	50
	-93.5
	4
	100
	-93.3

-968
	4
	25
	-99.3

-1028

	
	4
	12
	50
	-93.5
	4
	100
	-87.87
-90.57,8
	4
	100
	-87.87
-90.57,8

	CA_4A-4A-13A
	1
	4
	100
	-93.3

-968
	4
	25
	-99.3

-1028
	13
	50
	-93.3

	
	2
	4
	100
	-93.3

-968
	4
	100
	-93.3

-968
	13
	50
	-93.3

	
	3
	13
	50
	-93.3
	4
	100
	-93.3

-968
	4
	100
	-93.3

-968

	
	4
	4
	50
	-96.3

-998
	4
	100
	-93.3

-968
	13
	50
	-93.3

	CA_7A-7A-XA

or

CA_XA-7A-7A
	1
	7
	100
	-91.3
	7
	25
	-97.3
	X
	Highest NRB
	PREFSENS

	
	2
	7
	100
	-91.3
	7
	25
	-97.3
	X
	Highest NRB
	PREFSENS

	
	3
	7
	100
	-91.3
	7
	50
	-94.3
	X
	Highest NRB
	PREFSENS

	
	4
	7
	100
	-91.3
	7
	50
	-94.3
	X
	Highest NRB
	PREFSENS

	
	5
	7
	100
	-91.3
	7
	75
	-92.5
	X
	Highest NRB
	PREFSENS

	
	6
	7
	100
	-91.3
	7
	75
	-92.5
	X
	Highest NRB
	PREFSENS

	
	7
	7
	100
	-91.3
	7
	100
	-91.3
	X
	Highest NRB
	PREFSENS

	
	8
	7
	100
	-91.3
	7
	100
	-91.3
	X
	Highest NRB
	PREFSENS

	
	9
	7
	50
	-94.3
	7
	100
	-91.3
	X
	Highest NRB
	PREFSENS

	
	10
	7
	50
	-94.3
	7
	100
	-91.3
	X
	Highest NRB
	PREFSENS

	
	11
	7
	50
	-94.3
	7
	25
	-97.3
	X
	Highest NRB
	PREFSENS

	
	12
	7
	50
	-94.3
	7
	25
	-97.3
	X
	Highest NRB
	PREFSENS

	
	13
	X
	Highest NRB
	PREFSENS
	7
	50
	-94.3
	7
	100
	-91.3

	
	14
	X
	Highest NRB
	PREFSENS
	7
	100
	-91.3
	7
	100
	-91.3

	CA_7A-42A-42A
	1
	42
	100
	-91.5
-93.78
	42
	25
	-97.5

-99.78
	7
	100
	-89.6

	
	2
	42
	100
	-91.5
-93.78
	42
	100
	-91.5

-93.78
	7
	100
	-89.6

	
	3
	7
	100
	-91.3
	42
	100
	-89.4
	42
	100
	-89.4

	CA_12A-66A-66A
	1
	66
	100
	-92.8

-95.58
	66
	25
	-98.8

-101.58
	12
	50
	-93.5

	
	2
	66
	100
	-92.8

-95.58
	66
	100
	-92.8

-95.58
	12
	50
	-93.5

	
	3
	12
	25
	-96.5
	66
	100
	-92.8

-95.58
	66
	25
	-98.8

-101.58

	
	4
	12
	25
	-96.5
	66
	100
	-92.8

-95.58
	66
	50
	-95.8

-98.58

	
	5
	12
	50
	-93.5
	66
	100
	-92.8

-95.58
	66
	75
	-94.0

-96.78

	
	6
	12
	50
	-93.5
	66
	100
	-87.37

-90.07,8
	66
	100
	-87.37

-90.07,8

	CA_29A-66A-66A
	1
	66
	100
	-92.8

-95.58
	66
	100
	-92.8

-95.58
	29
	50
	-93.3

	
	2
	66
	100
	-92.8

-95.58
	66
	25
	-98.8

-101.58
	29
	50
	-93.3

	CA_42A-42A-XA

or

CA_XA-42A-42A
	1
	42
	100
	-92
-94.28
	42
	25
	-98
-100.28
	X
	Highest NRB
	PREFSENS

	
	2
	42
	100
	-92
-94.28
	42
	100
	-92
-94.28
	X
	Highest NRB
	PREFSENS

	
	3
	X
	Highest NRB
	PREFSENS
	42
	100
	-92
-94.28
	42
	100
	-92
-94.28

	CA_46A-46A-66A
	1
	66
	100
	-92.8

-95.58
	46
	100
	-88.5
	46
	100
	-88.5

	
	2
	66
	100
	-92.8

-95.58
	46
	100
	-88.5
	46
	100
	-88.5

	CA_66A-66A-XA

or

CA_XA-66A-66A
	1
	66
	100
	-92.8

-95.58
	66
	25
	-98.8

-101.58
	X
	Highest NRB
	PREFSENS

	
	2
	66
	100
	-92.8

-95.58
	66
	100
	-92.8

-95.58
	X
	Highest NRB
	PREFSENS

	
	3
	X
	Highest NRB
	PREFSENS
	66
	100
	-92.8

-95.58
	66
	100
	-92.8

-95.58

	Note 1:
Requirements with additional relaxation (ΔRIBNC) as per Table 7.3A.0-3.

Note 2:
“Testpoint ID” refers to IDs in Table 7.3A.5.4.1-4.

Note 3:
The reference measurement channel is specified in A.3.2 with one sided dynamic OCNG Pattern OP.1 FDD/TDD as described in Annex A.5.1.1/A.5.2.1.

Note 4:
The signal power is specified per port.

Note 5:
PREFSENS refers to the PCC band’s single carrier reference sensitivity according to table 7.3.5-1.

Note 6:
Void

Note 7:
Reference sensitivity for the high band for which the 3rd harmonic of the low band is within transmission bandwidth, as specified Note 5 in Table 7.3A.0-0a.

Note 8:
Applicable only if operation with 4 antenna ports is supported in the band with carrier aggregation configured.


<< End of changes >>
