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	Function name
	ts_SS_ReconfigEnhFACH_toFACH_r8: ts_SS_RB1_ToRB4_Cfg_r8

	Reason for change
	In the current ttcn implementation Special HE case is not configured while reconfiguration to enhanced cell fach. This causes a compliant test case to fail during reconfiguration to enhanced cell with special HE since we are not handling the special HE case while trying to reconfigure enhance for radio bearer.

	Summary of change
	Updated the reconfiguration of Enhanced FACH for special HE from ts_SS_RB1_ToRB4_Cfg_r8 to ts_SS_RB1_ToRB4_Cfg_r8_SpecialHE

	TTCN module
	HS8.mp

	MCC160 Comment
	


Before change
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[TestSten 10 ts_55_ReconfigEnhFACH _IoFACH 18 (
p_Cellld : INTEGER
)

Test Step Group Ref. R8_M_EFULS!

Objective: To reconfigure 5 from Enhanced FACH UL with connection to Enhanced FACH UL without connetion
Defaults: RRC_Defl
Comments:
Nr JI Label JI Behaviour Description JI Caonstraint Ref JI Verdict JI Comments
1 +15_SefTmpCellinfo (p_Celllc)
2 [(tey_TmpCellinfo.celiConfig = cell_FACH_
UL_SRB)]
3 +It_Reconfig_DL_S§
4 +15_85_AGCH_Madity
p_Cellld,
tev_HSUPA_Cf,
oMIT,

©_ActvateNow
)

5 +15_SetCellCiy (p_Celld, cell_FACH_UL.
_SRB_NoConn)
6 [tey_TrmpCellinfo.cellConfig = cell_FACH_U
LPS)
7 +1s_CRLC_Rel (tsc_CelDedicated, tsc_R
B25)
8 + It_Reconfig_DL_SS
g +15_85_AGCH_Madity (
p_Cellld,
tov_HSUPA_Cf,
oMIT,

©_ActvateNow
)

10 +15_SetCellCiy (p_Cellld, cell_FACH_UL.
_SRB_NoConn)
1" [tey_TmpCellinfo.cellConfig = cell_FACH_U

L_Th_PS]
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+1s_CRLC_Rel (tsc_CellDedicated, tsc_R
B_DTCH_E_DCH_MAC1)
+ It_Reconfig_DL_SS
+15_85_AGCH_Madity (
p_Cellld,
tov_HSUPA_Cf,
oMIT,
©_ActvateNow
)
+15_SetCellCiy (p_Cellld, cell_FACH_UL.
_SRB_NoConn)
[tey_TrmpCellinfo.cellConfig = cell_FACH_U
L_SRE_NoCann]
+It_Reconfig_DL_S§
+15_55_ReconfigPICH_EFDL7 (p_Cellid,
tse_S_CCPCH1)
+15_55_AGCH_Madity (
p_Cellld,
tov_HSUPA_Cf,
oMIT,
©_ActvateNow
)
+15_SetCellCiy (p_Cellld, cell_FACH_UL.
_SRB_NoConn)
[TRUE]

+1s_CRLC_Rel (tsc_CellDedicated, tsc_RE
1
+1s_CRLC_Rel (tsc_CelDedicated, tsc_R
B2)
+1s_CRLC_Rel (tsc_CelDedicated, tsc_R
B3)
+1s_CRLC_Rel (tsc_CelDedicated, tsc_
RB4)
+1s_CRLC_Rel (p_Callld, tsc_RB_BCCH
_FACH)
[TRUE]

cell PCHis FFS in EFULS

Configuration not handled
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CMAC | CMAC_Config_REQ ©a_CMAC_CfalnfoAssPhyChFollow (
p_Cellld, tsc_S_CCPCH1, c_UE_Inf
otey_TmpCallinfo URNTI, tcv_Trp
Cellinfo.cRNTI), ¢_TrChinfoPCH_FA
CH_PS, c_TrLogMappingPCH_FAC
H_PS)

CMAC ? CMAC_Canfig_CNF ©a_CMAC_CfgCnf(p_Cellld, tsc_S_
CCPCH1 )

[TRUE]

}+ts_s5_Re1_ToR84_ocig_18
+ts_S5_RB_BCCH_FACH_Cfy (p_Cel
lidy
[TRUE]

[tev_Rel7_Cighs_DPCCH_Configured |
+15_55_StopRL (p_Cellld, tsc_UL_DPCH1)
(tov_Rel7_Cfg hS_DPCCH_Configured =
FALSE)

map PCCH to PCH, and map CC
CH, BCCH, DTCH and DCCH's to
FACH. C-RNTI and U-RNTI are e
etled when DCCHIDTCH are map
ped on &-CCPCH
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@
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[TestSten 10 ts_55_ReconfigEnhFACH _IoFACH 18 (
p_Cellld : INTEGER
)

Test Step Group Ref. R8_M_EFULS!

Objective: To reconfigure 5 from Enhanced FACH UL with connection to Enhanced FACH UL without connetion
Defaults: RRC_Defl
Comments:
Nr JI Label JI Behaviour Description JI Caonstraint Ref JI Verdict JI Comments
1 +15_SefTmpCellinfo (p_Celllc)
2 [(tey_TmpCellinfo.celiConfig = cell_FACH_
UL_SRB)]
3 +It_Reconfig_DL_S§
4 +15_85_AGCH_Madity
p_Cellld,
tev_HSUPA_Cf,
oMIT,

©_ActvateNow
)

5 +15_SetCellCiy (p_Celld, cell_FACH_UL.
_SRB_NoConn)
6 [tey_TrmpCellinfo.cellConfig = cell_FACH_U
LPS)
7 +1s_CRLC_Rel (tsc_CelDedicated, tsc_R
B25)
8 + It_Reconfig_DL_SS
g +15_85_AGCH_Madity (
p_Cellld,
tov_HSUPA_Cf,
oMIT,

©_ActvateNow
)

10 +15_SetCellCiy (p_Cellld, cell_FACH_UL.
_SRB_NoConn)
1" [tey_TmpCellinfo.cellConfig = cell_FACH_U

L_Th_PS]
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+1s_CRLC_Rel (tsc_CellDedicated, tsc_R
B_DTCH_E_DCH_MAC1)
+ It_Reconfig_DL_SS
+15_85_AGCH_Madity (
p_Cellld,
tov_HSUPA_Cf,
oMIT,
©_ActvateNow
)
+15_SetCellCiy (p_Cellld, cell_FACH_UL.
_SRB_NoConn)
[tey_TrmpCellinfo.cellConfig = cell_FACH_U
L_SRE_NoCann]
+It_Reconfig_DL_S§
+15_55_ReconfigPICH_EFDL7 (p_Cellid,
tse_S_CCPCH1)
+15_55_AGCH_Madity (
p_Cellld,
tov_HSUPA_Cf,
oMIT,
©_ActvateNow
)
+15_SetCellCiy (p_Cellld, cell_FACH_UL.
_SRB_NoConn)
[TRUE]

+1s_CRLC_Rel (tsc_CellDedicated, tsc_RE
1
+1s_CRLC_Rel (tsc_CelDedicated, tsc_R
B2)
+1s_CRLC_Rel (tsc_CelDedicated, tsc_R
B3)
+1s_CRLC_Rel (tsc_CelDedicated, tsc_
RB4)
+1s_CRLC_Rel (p_Callld, tsc_RB_BCCH
_FACH)
[TRUE]

cell PCHis FFS in EFULS

Configuration not handled
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Cellinfo.cRNTI), ¢_TrChinfoPCH_FA
CH_PS, c_TrLogMappingPCH_FAC
H_PS)

CMAC ? CMAC_Canfig_CNF ©a_CMAC_CfgCnf(p_Cellld, tsc_S_
CCPCH1 )

[TRUE]

| +1s_55_RE1_TaRE4_Cia_1é_Special
HE

+1ts_S8_RB_BCCH_FACH_Cfg (p_Cel
lidy

[TRUE]

[tev_Rel7_Cighs_DPCCH_Configured |
+15_55_StopRL (p_Cellld, tsc_UL_DPCH1)
(tov_Rel7_Cfg hS_DPCCH_Configured =
FALSE)

[TRUE]

map PCCH to PCH, and map CC
CH, BCCH, DTCH and DCCH's to
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