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	Reason for change:
	In some ESM test cases the SS indicates support for EXTENDED SERVICE REQUEST to request for packet services, e.g.  36.523-1, Table 10.5.4.3.3-0B: Message ATTACH ACCEPT (Preamble),
Derivation path: TS 36.508 table 4.7.2.-1

Information Element

Value/Remark

Comment

Condition

EPS network feature support

'0010 0001'B

EXTENDED SERVICE REQUEST to request for packet services supported.

IMS voice over PS session in S1 mode supported

In the case of a multi-PDN UE, during the preamble when the additional PDN is released, in the case of “pc_UE_supports_user_initiated_PDN_disconnect = FALSE”, the TTCN is expecting a SERVICE REQUEST. In these test cases having received ATTACH ACCEPT the UE would send EXTENDED SERVICE REQUEST. This is because the value of p_NtwkFeatSupport is not being passed as far as function f_EUTRA_ServiceRequestAndActivate_SRB2_DRB() in this case.

Also the current template used for EXTENDED SERVICE REQUEST has cause “Mobile terminating CS fallback” but the UE will send EXTENDED SERVICE REQUEST with cause “packet data via s1”.

	
	

	Summary of change:
	1. From function f_EUTRA_InitialRegistration_ReleaseInternetPDN() in the case of “pc_UE_supports_user_initiated_PDN_disconnect = FALSE”, pass the value of p_NtwkFeatSupport  through f_EUTRA_GenericRbEst_Common () to f_EUTRA_ServiceRequestAndActivate_SRB2_DRB()
2. Add a new template for EXTENDED SERVICE REWQUEST with cause “packet data via s1” for use in f_EUTRA_ServiceRequestAndActivate_SRB2_DRB()


	
	

	Consequences if not approved:
	A conformant UE operating in multi-PDN mode will fail these test cases
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	Other comments:
	


Change 1 

	Function name
	f_EUTRA_GenericRbEst_Common()

	Reason for change
	In the case of a multi-PDN UE, during the preamble when the additional PDN is released, in the case of “pc_UE_supports_user_initiated_PDN_disconnect = FALSE”, the TTCN is expecting a SERVICE REQUEST. In these test cases having received ATTACH ACCEPT the UE would send EXTENDED SERVICE REQUEST. This is because the value of p_NtwkFeatSupport is not being passed as far as function f_EUTRA_ServiceRequestAndActivate_SRB2_DRB() in this case.



	Summary of change
	Add new paramter p_NtwkFeatSupport and pass through to  f_EUTRA_ServiceRequestAndActivate_SRB2_DRB()

	TTCN module
	EUTRA_NASSteps.ttcn

	MCC160 Comment
	


Change 1

Before change

  function f_EUTRA_GenericRbEst_Common(EUTRA_CellId_Type p_CellId,

                                       integer p_NoOfAddDRBs_AM,

                                       integer p_NoOfAddDRBs_UM,

                                       template (value) DRB_ConfigurationAtSS_Type p_DrbConfigAtSS := tsc_DRB_ConfigurationAtSS_Default,

                                       template (omit) DRB_ToAddModList p_DRB_ToAddModList := omit,

                                       template (omit) MAC_MainConfig_Type p_MAC_MainConfig := omit,

                                       template (omit) PhysicalConfigDedicated p_PhysicalConfigDedicated := omit,

                                       template (omit) EPS_QoSList_Type p_QoS := omit,

                                       template (omit) Tft_List_Type p_Tft := omit,

                                       boolean p_PDCP_StatusReportRequired := true,

                                       template (omit) RLF_TimersAndConstants_r9 p_RLF_TimersAndConstants_r9 := omit,

                                       template (omit) DownlinkAntennaGroupConfig_Type p_DownlinkAntennaGroupConfig := omit,

                                       template (omit) DRB_Identity p_DrbFor2ndPDN := omit,

                                       template (omit) RRCConnectionReconfiguration_v890_IEs p_RRCConnectionReconfiguration_v890_IEs := omit)

    runs on EUTRA_PTC

  { /* @sic R5s130703 additional change: parameters p_DRB_ToAddModList, p_MAC_MainConfig, p_PhysicalConfigDedicated, p_QoS, p_Tft made optional sic@ */

    /* @sic R5-144797: new parameter p_DrbFor2ndPDN sic@ */

    /* @sic R5s150338: new parameter p_AddConfigDrbList sic@ */

    var GutiParameters_Type v_GutiParameters := f_EUTRA_CellInfo_GetGuti(p_CellId);

    /* Step 2 */

    f_EUTRA_UE_Page(p_CellId,

                    cs_NasPaging_OneRecord(cs_PagingUE_Identity_S_TMSI(v_GutiParameters.MME_Code, v_GutiParameters.M_TMSI))); //@sic R5s100398 sic@

    // Steps 3 - 10

    f_EUTRA_ServiceRequestAndActivate_SRB2_DRB(p_CellId,

                                               p_NoOfAddDRBs_AM,

                                               p_NoOfAddDRBs_UM,

                                               p_DrbConfigAtSS,   /* @sic R5s150338 sic@ */

                                               p_DRB_ToAddModList,

                                               p_MAC_MainConfig,

                                               p_PhysicalConfigDedicated,

                                               p_QoS,

                                               p_Tft,

                                               p_PDCP_StatusReportRequired,

                                               -,

                                               p_RLF_TimersAndConstants_r9, // @sic R5s120808 sic@

                                               p_DownlinkAntennaGroupConfig,

                                               p_DrbFor2ndPDN,

                                               -,
                                               p_RRCConnectionReconfiguration_v890_IEs); // @sic R5-175050 sic@

  }
After change

function f_EUTRA_GenericRbEst_Common(EUTRA_CellId_Type p_CellId,

                                       integer p_NoOfAddDRBs_AM,

                                       integer p_NoOfAddDRBs_UM,

                                       template (value) DRB_ConfigurationAtSS_Type p_DrbConfigAtSS := tsc_DRB_ConfigurationAtSS_Default,

                                       template (omit) DRB_ToAddModList p_DRB_ToAddModList := omit,

                                       template (omit) MAC_MainConfig_Type p_MAC_MainConfig := omit,

                                       template (omit) PhysicalConfigDedicated p_PhysicalConfigDedicated := omit,

                                       template (omit) EPS_QoSList_Type p_QoS := omit,

                                       template (omit) Tft_List_Type p_Tft := omit,

                                       boolean p_PDCP_StatusReportRequired := true,

                                       template (omit) RLF_TimersAndConstants_r9 p_RLF_TimersAndConstants_r9 := omit,

                                       template (omit) DownlinkAntennaGroupConfig_Type p_DownlinkAntennaGroupConfig := omit,

                                       template (omit) DRB_Identity p_DrbFor2ndPDN := omit,

                                       template (omit) RRCConnectionReconfiguration_v890_IEs p_RRCConnectionReconfiguration_v890_IEs := omit,




template (omit) EPS_NetworkFeatureSupport p_NtwkFeatSupport := f_GetNetworkFeatureSupport())
    runs on EUTRA_PTC

  { /* @sic R5s130703 additional change: parameters p_DRB_ToAddModList, p_MAC_MainConfig, p_PhysicalConfigDedicated, p_QoS, p_Tft made optional sic@ */

    /* @sic R5-144797: new parameter p_DrbFor2ndPDN sic@ */

    /* @sic R5s150338: new parameter p_AddConfigDrbList sic@ */

    var GutiParameters_Type v_GutiParameters := f_EUTRA_CellInfo_GetGuti(p_CellId);

    /* Step 2 */

    f_EUTRA_UE_Page(p_CellId,

                    cs_NasPaging_OneRecord(cs_PagingUE_Identity_S_TMSI(v_GutiParameters.MME_Code, v_GutiParameters.M_TMSI))); //@sic R5s100398 sic@

    // Steps 3 - 10

    f_EUTRA_ServiceRequestAndActivate_SRB2_DRB(p_CellId,

                                               p_NoOfAddDRBs_AM,

                                               p_NoOfAddDRBs_UM,

                                               p_DrbConfigAtSS,   /* @sic R5s150338 sic@ */

                                               p_DRB_ToAddModList,

                                               p_MAC_MainConfig,

                                               p_PhysicalConfigDedicated,

                                               p_QoS,

                                               p_Tft,

                                               p_PDCP_StatusReportRequired,

                                               -,

                                               p_RLF_TimersAndConstants_r9, // @sic R5s120808 sic@

                                               p_DownlinkAntennaGroupConfig,

                                               p_DrbFor2ndPDN,

                                               p_NtwkFeatSupport,
                                               p_RRCConnectionReconfiguration_v890_IEs); // @sic R5-175050 sic@

  }
Change 2 

	Function name
	f_EUTRA_InitialRegistration_ReleaseInternetPDN()

	Reason for change
	In the case of a multi-PDN UE, during the preamble when the additional PDN is released, in the case of “pc_UE_supports_user_initiated_PDN_disconnect = FALSE”, the TTCN is expecting a SERVICE REQUEST. In these test cases having received ATTACH ACCEPT the UE would send EXTENDED SERVICE REQUEST. This is because the value of p_NtwkFeatSupport is not being passed as far as function f_EUTRA_ServiceRequestAndActivate_SRB2_DRB() in this case.

	Summary of change
	Pass p_NtwkFeatSupport to f_EUTRA_GenericRbEst_Common() in the case of “pc_UE_supports_user_initiated_PDN_disconnect = FALSE”

	TTCN module
	EUTRA_InitialRegistration.ttcn

	MCC160 Comment
	


Change 2
Before change

  function f_EUTRA_InitialRegistration_ReleaseInternetPDN(EUTRA_CellId_Type p_CellId,

                                                          EPS_BearerIdentity p_EpsBearerId := tsc_EpsDefaultBearerId2ndPDN,

                                                          template (omit) EPS_NetworkFeatureSupport p_NtwkFeatSupport := f_GetNetworkFeatureSupport()) runs on EUTRA_PTC

  { /* @sic R5s150338, R5s150528: f_EUTRA_SS_Release_SingleDRB removed (as done in f_EUTRA_DeactivateEPS_BearerContext) sic@ */

    /* @sic R5-177058, R5s170915: p_NtwkFeatSupport sic@ */

    var DRB_Identity v_DrbForInternet := f_EUTRA_NB_EpsBearerAssociatedDRB(p_EpsBearerId);

    var LinkedEpsBearerIdentity v_LinkedEpsBearerId := {idValue := hex2bit(p_EpsBearerId)};

    var SRB_COMMON_IND v_ReceivedAsp;

    var ProcedureTransactionIdentifier v_EpsTi;

    var B8_Type v_EsmCauseValue;

    if (pc_UE_supports_user_initiated_PDN_disconnect) {

      // Step 1

      f_UT_DeactivateBearer(UT, hex2int(p_EpsBearerId));

      // Step 2-8

      f_EUTRA_ServiceRequestAndActivate_SRB2_DRB(p_CellId, -, -, -, -, -, -, -, -, -, -, -, -, v_DrbForInternet, p_NtwkFeatSupport);  // @sic R5s150338: additional parameter p_DrbConfigAtSS sic@

      // Step 9: The UE transmits PDN DISCONNECT REQUEST

      SRB.receive(car_SRB2_NasPdu_IND(p_CellId, cr_NAS_Indication(tsc_SHT_IntegrityProtected_Ciphered, cr_PDNDisconnectReq(v_LinkedEpsBearerId)))) -> value v_ReceivedAsp;

      v_EpsTi := v_ReceivedAsp.Signalling.Nas[0].Pdu.Msg.pDN_DISCONNECT_REQUEST.procedureTransactionIdentifier;

      v_EsmCauseValue := tsc_ESM_Cause36_RegularDeactivation;

    }

    else {

      // Step 1-9

      f_EUTRA_GenericRbEst_Common(p_CellId, 0, 0, -, -, -, -, -, -, -, -, -, v_DrbForInternet);  // @sic R5s150338: additional parameter p_DrbConfigAtSS sic@

      v_EpsTi := tsc_PTI_Unassigned;

      v_EsmCauseValue := tsc_ESM_Cause26_InsufficientResources;

    }

    f_EUTRA_DeactivateEPS_BearerContext(p_CellId, p_EpsBearerId, v_EpsTi, v_EsmCauseValue); // @sic R5-171372 sic@

    f_IP_Handling_StopPDN(IP, cs_IP_StopPDN(PDN_Internet));

    f_EUTRA_RRC_ConnectionRelease(p_CellId);

  }
After change

function f_EUTRA_InitialRegistration_ReleaseInternetPDN(EUTRA_CellId_Type p_CellId,

                                                          EPS_BearerIdentity p_EpsBearerId := tsc_EpsDefaultBearerId2ndPDN,

                                                          template (omit) EPS_NetworkFeatureSupport p_NtwkFeatSupport := f_GetNetworkFeatureSupport()) runs on EUTRA_PTC

  { /* @sic R5s150338, R5s150528: f_EUTRA_SS_Release_SingleDRB removed (as done in f_EUTRA_DeactivateEPS_BearerContext) sic@ */

    /* @sic R5-177058, R5s170915: p_NtwkFeatSupport sic@ */

    var DRB_Identity v_DrbForInternet := f_EUTRA_NB_EpsBearerAssociatedDRB(p_EpsBearerId);

    var LinkedEpsBearerIdentity v_LinkedEpsBearerId := {idValue := hex2bit(p_EpsBearerId)};

    var SRB_COMMON_IND v_ReceivedAsp;

    var ProcedureTransactionIdentifier v_EpsTi;

    var B8_Type v_EsmCauseValue;

    if (pc_UE_supports_user_initiated_PDN_disconnect) {

      // Step 1

      f_UT_DeactivateBearer(UT, hex2int(p_EpsBearerId));

      // Step 2-8

      f_EUTRA_ServiceRequestAndActivate_SRB2_DRB(p_CellId, -, -, -, -, -, -, -, -, -, -, -, -, v_DrbForInternet, p_NtwkFeatSupport);  // @sic R5s150338: additional parameter p_DrbConfigAtSS sic@

      // Step 9: The UE transmits PDN DISCONNECT REQUEST

      SRB.receive(car_SRB2_NasPdu_IND(p_CellId, cr_NAS_Indication(tsc_SHT_IntegrityProtected_Ciphered, cr_PDNDisconnectReq(v_LinkedEpsBearerId)))) -> value v_ReceivedAsp;

      v_EpsTi := v_ReceivedAsp.Signalling.Nas[0].Pdu.Msg.pDN_DISCONNECT_REQUEST.procedureTransactionIdentifier;

      v_EsmCauseValue := tsc_ESM_Cause36_RegularDeactivation;

    }

    else {

      // Step 1-9

      f_EUTRA_GenericRbEst_Common(p_CellId, 0, 0, -, -, -, -, -, -, -, -, -, v_DrbForInternet, -, p_NtwkFeatSupport);  // @sic R5s150338: additional parameter p_DrbConfigAtSS sic@

      v_EpsTi := tsc_PTI_Unassigned;

      v_EsmCauseValue := tsc_ESM_Cause26_InsufficientResources;

    }

    f_EUTRA_DeactivateEPS_BearerContext(p_CellId, p_EpsBearerId, v_EpsTi, v_EsmCauseValue); // @sic R5-171372 sic@

    f_IP_Handling_StopPDN(IP, cs_IP_StopPDN(PDN_Internet));

    f_EUTRA_RRC_ConnectionRelease(p_CellId);

  }
Change 3 

	Function name
	Function f_EUTRA_ServiceRequestAndActivate_SRB2_DRB()

	Reason for change
	the current template used for EXTENDED SERVICE REQUEST has cause “Mobile terminating CS fallback” but the UE will send EXTENDED SERVICE REQUEST with cause “packet data via s1”.

	Summary of change
	A new template cr_508_EXT_SERVICE_REQUEST_ESRPS is used for ESRPS network feature.

	TTCN module
	EUTRA_NASSteps.ttcn

	MCC160 Comment
	


Change 3

Before change

  function f_EUTRA_ServiceRequestAndActivate_SRB2_DRB(EUTRA_CellId_Type p_CellId,

                                                      UInt_Type p_NoOfAddDRBs_AM := 0,

                                                      UInt_Type p_NoOfAddDRBs_UM := 0,

                                                      template (value) DRB_ConfigurationAtSS_Type p_DrbConfigAtSS := tsc_DRB_ConfigurationAtSS_Default,

                                                      template (omit) DRB_ToAddModList p_DRB_ToAddModList := omit,

                                                      template (omit) MAC_MainConfig_Type p_MAC_MainConfig := omit,

                                                      template (omit) PhysicalConfigDedicated p_PhysicalConfigDedicated := omit,

                                                      template (omit) EPS_QoSList_Type p_QoS := omit,

                                                      template (omit) Tft_List_Type p_Tft := omit,

                                                      boolean p_PDCP_StatusReportRequired := true,

                                                      template (present) EstablishmentCause p_EstablishmentCause := ?,

                                                      template (omit) RLF_TimersAndConstants_r9 p_RLF_TimersAndConstants_r9 := omit,

                                                      template (omit) DownlinkAntennaGroupConfig_Type p_DownlinkAntennaGroupConfig := omit,

                                                      template (omit) DRB_Identity p_DrbFor2ndPDN := omit,

                                                      template (omit) EPS_NetworkFeatureSupport p_NtwkFeatSupport := f_GetNetworkFeatureSupport(),

                                                      template (omit) RRCConnectionReconfiguration_v890_IEs p_RRCConnectionReconfiguration_v890_IEs := omit) runs on EUTRA_PTC

  { /* @sic R5-144797: new parameter p_DrbFor2ndPDN sic@ */

    /* @sic R5s150338: new parameter p_DrbConfigAtSS sic@ */

    var RRC_TransactionIdentifier v_RRC_TI := tsc_RRC_TI_Def;

    var NAS_MSG_Indication_Type v_NasInd;

    var template (present) NAS_UL_Message_Type v_ServiceRequest;

    var NAS_KsiValue v_KsiValue;

    var GutiParameters_Type v_GutiParams;

    var EPS_M_Tmsi v_Mtmsi;

    var boolean v_ESRPS;

    // =====================================================

    // step 3-10 of procedure in 36.508 cl. 4.5.3.3

    // Step 3 - 5 of Generic RB establishment procedure

    //Check the Service Request message

    v_KsiValue := f_EUTRA_SecurityKSIasme_Get();

    v_ESRPS := f_EPS_NetworkFeatureSupport_CheckFeature(p_NtwkFeatSupport, esrps);

    if (v_ESRPS) {   /* @sic R5-177058, R5s170915 sic@ */

      v_GutiParams := f_EUTRA_CellInfo_GetGuti(p_CellId);

      v_Mtmsi := bit2oct(v_GutiParams.M_TMSI);

      v_ServiceRequest := cr_508_EXT_SERVICE_REQUEST(v_KsiValue, v_Mtmsi);
    } else {

      v_ServiceRequest := cr_508_SERVICE_REQUEST(v_KsiValue);

    }

    v_NasInd := f_EUTRA_RRC_ConnEst_DefWithNas(p_CellId,

                                               v_RRC_TI,

                                               p_EstablishmentCause, //@sic R5s100539 sic@

                                               cr_NAS_Indication(tsc_SHT_IntegrityProtected,

                                                                 v_ServiceRequest));

    /* Step 6 - 8 */

    f_EUTRA_Activate_SRB2_DRB_SendRrcMsg(p_CellId,

                                         v_RRC_TI,

                                         v_NasInd.SecurityProtection.NasCount,

                                         p_NoOfAddDRBs_AM,

                                         p_NoOfAddDRBs_UM,

                                         p_DrbConfigAtSS,   /* @sic R5s150338 sic@ */

                                         p_DRB_ToAddModList,

                                         p_MAC_MainConfig,

                                         p_PhysicalConfigDedicated,

                                         p_QoS,

                                         p_Tft,

                                         p_PDCP_StatusReportRequired,

                                         p_RLF_TimersAndConstants_r9, // @sic R5s120808 sic@

                                         p_DownlinkAntennaGroupConfig,

                                         p_DrbFor2ndPDN,

                                         p_RRCConnectionReconfiguration_v890_IEs); // @sic R5-175050 sic@

    /* Step 9 - 10 */

    f_EUTRA_Activate_SRB2_DRB_ReceiveRrcAndNasMsg(p_CellId,

                                                  v_RRC_TI,

                                                  p_NoOfAddDRBs_AM,

                                                  p_NoOfAddDRBs_UM);          /* @sic R5s100315 sic@ */

  }
After change

  function f_EUTRA_ServiceRequestAndActivate_SRB2_DRB(EUTRA_CellId_Type p_CellId,

                                                      UInt_Type p_NoOfAddDRBs_AM := 0,

                                                      UInt_Type p_NoOfAddDRBs_UM := 0,

                                                      template (value) DRB_ConfigurationAtSS_Type p_DrbConfigAtSS := tsc_DRB_ConfigurationAtSS_Default,

                                                      template (omit) DRB_ToAddModList p_DRB_ToAddModList := omit,

                                                      template (omit) MAC_MainConfig_Type p_MAC_MainConfig := omit,

                                                      template (omit) PhysicalConfigDedicated p_PhysicalConfigDedicated := omit,

                                                      template (omit) EPS_QoSList_Type p_QoS := omit,

                                                      template (omit) Tft_List_Type p_Tft := omit,

                                                      boolean p_PDCP_StatusReportRequired := true,

                                                      template (present) EstablishmentCause p_EstablishmentCause := ?,

                                                      template (omit) RLF_TimersAndConstants_r9 p_RLF_TimersAndConstants_r9 := omit,

                                                      template (omit) DownlinkAntennaGroupConfig_Type p_DownlinkAntennaGroupConfig := omit,

                                                      template (omit) DRB_Identity p_DrbFor2ndPDN := omit,

                                                      template (omit) EPS_NetworkFeatureSupport p_NtwkFeatSupport := f_GetNetworkFeatureSupport(),

                                                      template (omit) RRCConnectionReconfiguration_v890_IEs p_RRCConnectionReconfiguration_v890_IEs := omit) runs on EUTRA_PTC

  { /* @sic R5-144797: new parameter p_DrbFor2ndPDN sic@ */

    /* @sic R5s150338: new parameter p_DrbConfigAtSS sic@ */

    var RRC_TransactionIdentifier v_RRC_TI := tsc_RRC_TI_Def;

    var NAS_MSG_Indication_Type v_NasInd;

    var template (present) NAS_UL_Message_Type v_ServiceRequest;

    var NAS_KsiValue v_KsiValue;

    var GutiParameters_Type v_GutiParams;

    var EPS_M_Tmsi v_Mtmsi;

    var boolean v_ESRPS;

    // =====================================================

    // step 3-10 of procedure in 36.508 cl. 4.5.3.3

    // Step 3 - 5 of Generic RB establishment procedure

    //Check the Service Request message

    v_KsiValue := f_EUTRA_SecurityKSIasme_Get();

    v_ESRPS := f_EPS_NetworkFeatureSupport_CheckFeature(p_NtwkFeatSupport, esrps);

    if (v_ESRPS) {   /* @sic R5-177058, R5s170915 sic@ */

      v_GutiParams := f_EUTRA_CellInfo_GetGuti(p_CellId);

      v_Mtmsi := bit2oct(v_GutiParams.M_TMSI);

      v_ServiceRequest := cr_508_EXT_SERVICE_REQUEST_ESRPS(v_KsiValue, v_Mtmsi);
    } else {

      v_ServiceRequest := cr_508_SERVICE_REQUEST(v_KsiValue);

    }

    v_NasInd := f_EUTRA_RRC_ConnEst_DefWithNas(p_CellId,

                                               v_RRC_TI,

                                               p_EstablishmentCause, //@sic R5s100539 sic@

                                               cr_NAS_Indication(tsc_SHT_IntegrityProtected,

                                                                 v_ServiceRequest));

    /* Step 6 - 8 */

    f_EUTRA_Activate_SRB2_DRB_SendRrcMsg(p_CellId,

                                         v_RRC_TI,

                                         v_NasInd.SecurityProtection.NasCount,

                                         p_NoOfAddDRBs_AM,

                                         p_NoOfAddDRBs_UM,

                                         p_DrbConfigAtSS,   /* @sic R5s150338 sic@ */

                                         p_DRB_ToAddModList,

                                         p_MAC_MainConfig,

                                         p_PhysicalConfigDedicated,

                                         p_QoS,

                                         p_Tft,

                                         p_PDCP_StatusReportRequired,

                                         p_RLF_TimersAndConstants_r9, // @sic R5s120808 sic@

                                         p_DownlinkAntennaGroupConfig,

                                         p_DrbFor2ndPDN,

                                         p_RRCConnectionReconfiguration_v890_IEs); // @sic R5-175050 sic@

    /* Step 9 - 10 */

    f_EUTRA_Activate_SRB2_DRB_ReceiveRrcAndNasMsg(p_CellId,

                                                  v_RRC_TI,

                                                  p_NoOfAddDRBs_AM,

                                                  p_NoOfAddDRBs_UM);          /* @sic R5s100315 sic@ */

  }
Change 4 

	Function name
	template cr_508_EXT_SERVICE_REQUEST_ESRPS

	Reason for change
	the current template used for EXTENDED SERVICE REQUEST has cause “Mobile terminating CS fallback” but the UE will send EXTENDED SERVICE REQUEST with cause “packet data via s1”.

	Summary of change
	New Template added

	TTCN module
	\LTE_IWD_18wk12\Common\EPS_NAS\EPS_NAS_Templates.ttcn

	MCC160 Comment
	


New template
  template (present) NAS_UL_Message_Type cr_508_EXT_SERVICE_REQUEST_ESRPS(NAS_KsiValue p_KsiValue,

                                                                    EPS_M_Tmsi p_MTmsi) :=

    cr_EXT_SERVICE_REQUEST_Common (p_KsiValue,

                                   '1000'B, // packet services via S1

                                   p_MTmsi);
