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	Reason for change:
	RAN1 has already agreed to support SRS enhancement, i.e. SRS antenna switching for UE with 1T4R and 2T4R. Therefore corresponding UE capabilities need to be specified in TS 36.306.

	
	

	Summary of change:
	Add UE capabilities to support enhancement on SRS antenna switching for UEs with 1T4R and 2T4R in TS 36.306.   

	
	

	Consequences if not approved:
	Enhancement on SRS antenna switching for UEs with 1T4R and 2T4R can not be supported.
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4.3.4
Physical layer parameters
Text omitted
4.3.4.82
crs-LessDwPTS-r14
This field defines whether the UE supports TDD special subframe configuration 10 without CRS transmission on the 5th symbol of DwPTS (i.e. ssp10-CRS-LessDwPTS) as specified in TS 36.211 [17] and TS 36.331 [5].

4.3.4.x
ue-TxAntennaSelection-SRS-1T4R-r15
This field indicates whether the UE supports to select one antenna among four antennas to transmit SRS for the corresponding band of the band combination as described in TS 36.213 [22].
4.3.4.y
ue-TxAntennaSelection-SRS-2T4R-2Pairs-r15
This field indicates whether the UE supports to select one antenna pair between two antenna pairs to transmit SRS simultaneously for the corresponding band of the band combination as described in TS 36.213 [22].
4.3.4.z
ue-TxAntennaSelection-SRS-2T4R-3Pairs-r15
This field indicates whether the UE supports to select one antenna pair among three antenna pairs to transmit SRS simultaneously for the corresponding band of the band combination as described in TS 36.213 [22].

