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1 [bookmark: _Ref298777854]Possible CA enhancements objectives

The following items received significant support:

Specify:
· L1 downlink control overhead reduction for intra-band and inter-band NR CA
· Single DCI to schedule a UE over multiple DL component carriers [RAN1, RAN2]

· Enhanced support of NR DL and NR UL (incl. SUL) deployments in different frequency ranges [RAN1, RAN2]
· Multiple HARQ-ACK reporting transmissions by a UE within a slot in a PUCCH group
· Enhanced pathloss estimation for UL power control on SUL for the case of non-collocated deployment of NR DL and NR UL
· including the case where SUL is deployed with UL sharing with LTE
· Multiple timing advances for one UL and one SUL paired with the same DL

· BWP enhancements to support multiple numerologies for a UE within a carrier, e.g. [RAN1, RAN2, RAN4]
· [bookmark: _GoBack]E.g. multiple active BWPs for a UE within a carrier
· E.g. faster BWP switching times

The following items received less support but no objection:

Specify:
· Enhancements for LTE/NR sharing, e.g. additional DL DMRS positions

· Enhancements for collocated deployment of NR and multiple SUL [RAN1, RAN2]
· Signaling of multiple SUL in system information for a cell 
· Definition of thresholds and procedures for UE access to one of the SUL


